
ARCHITECTURAL LIGHTING

COMMERCIAL & RESIDENTIAL 
OUTDOOR LIGHTING

nelux

nelux

COLLECTION 2020-2023

nelux hong kong international,ltd

www.nelux.com.hk



nelux architectural lightingnelux architectural lightingnelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk 2

hotel 

shops
home
office
cafe....



Nelux Hong Kong International,ltd located in 
Tuen Mun Industrial area in Hong Kong, with 
a convenient location in Asia to export all over 
the world.
Since founded in 2010 , we have been focusing 
on designing , and producing architectural 
lighting products. We work with first-class led 
technology and craft.working with the best 
equipment in the market providing  high quality 
products  and good service to our customers.

Nelux is committed to the developing, produc-
tion and distribution of led lighting products 
with the best quality in accessories, assembling 
and finishing products.At present to determine 
the quality of our products we have mastered 
the leading core technology, which makes our 
products reachthe international advance levels.
Main and basic parameters in our led lights: 
Chips, Optical, Reflectors, and Thermal Man-
agement.
Chips, using the top brands in the market  we 
can achieve the best quality of our products.
Optical , the suitable reflectors or lens is a 
fundamental part of our products, making the 
illuminated objects get their right texture and 
value.
Reflectors , nelux install the precision reflec-
tors for each model, to make beam angle 
accurate, and getting a uniformity in lighting 
distribution.Working with spot, medium and 
flood beam angle with a wide range of degrees 
according to customer needs.
Thermal Management, not only the life of the 
light source is decided but its own quality, but 
also affects the lighting fixture quality. The life 
of LED is related c Nelux Hong Kong Interna-
tional,ltd located in Tuen Mun Industrial area in 
Hong Kong, with a convenient location in Asia 
to export all over the world.

PROFILE QUALITY

nelux (HK) international,ltd
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The Nelux Hong Kong International,ltd is a 
design, research, development, distribution, 
production, sales and service company in one 
of the integrated Smart Home and LED lighting 
enterprises.
Nelux architectural lighting , since the estab-
lishment of the company, maintains a high-
speed growth, and gradually becomes the 
leading enterprise in the LED lighting industry. 
In Hong Kong , Nelux architectural lighting has 
two bases our  head office in Wanchai and our 
assembling workhouse  in Tuen Mun. 
In the worldwide, 95% of our products to the 
export, sold to over 15 countries around world. 
We also sets up a wide range of agents, market-
ing ,after-sales networks across the world .Such 
as Europe, South America,The Middle East, and 
Hong Kong. 
Through the years cautious and conscientious 
work, our linear products and lighting project 
has built a great reputation in the customer’s 
local markets. 
The different LED  series we introduce in this 
catalog is not only the realization of the tra-
ditional energy- saving lighting, but also it 
embodies the concept of innovation, unique 
design style and customer exclusive customiza-
tion. Once introduced, it has been unanimously 
praised and trusted by the users at home and 
abroad.
Rely on many years of unremitting efforts, 
continuous development ,based on ad-
vanced management mechanism, strong R & 
D strength,complete marketing network and 
sound service system. Our products and One-
stop overall lighting customized solutions 
(scheme design + customization products+ 

intelligent control system + installation ser-
vice) are the first choice of many illuminating 
Engineering contractors and lighting interior 
design companies.
Our products are widely used in high-grade ho-
tels,high- end commercial real estate, office,in-
dustrial and numerous of civilian areas.fully 
meet the market demand of high-end lighting.
Finally in September 2018, our company show 
up in the lead trend of the industry devel-
opment and launch new products you can 
see in this new catalog. This series highlights 
the simplicity, fashion, beautiful design style, 
elaborates the perfect combination of light and 
beauty once again.
All the time always stuck to business philoso-
phy of“Adherence to Commitment, Prompt and 
High efficient, Harmony and Mutual win”. The 
company’s brand concept of“Creating value for 
you”also has been deeply rooted in our client’s 
mind.
We always adhere to the values of focusing on 
customer’s demands, sincerity-oriented, and 
trust-based. Humanistic management is our 
mile stone of enterprise development.
We are focus on every product, every lighting 
project, and strive to provide competitive prod-
ucts ,services and high effective one-stop-shop 
solutions for the enterprise customers and 
consumers.
Thank you for your continued support! Wel-
come to contact us !

Nelux Hong Kong International,ltd

ABOUT US
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LED LINEAR LIGHT COLLECTION

LED LINEAR LIGHT PROFILES
6

Wide Range of Applications/Multiples aplicaciones
These versatile profiles works well for a wide range of applications, 
shops, Hotels, Restaurants, Home,Offices.../  Nuestros perfiles disponen 
de una amplia gama de aplicaciones en Tiendas, Hogar, Restaurantes, 
Hoteles, Oficinas

Led Linear Light Collection
These versatile Led Linear Light Profiles and Led 
Linear Tracks works any project you desire give a high 
end status/ Tanto los perfiles lineales como el lineal 
para carril son muy versatiles para proyectos  donde 
prime la calidad.

Customising, any profile needed we can 
customize as your wish. / Indiquenos las 
necesidades de su proyecto y le fabrica-
mos el perfil segun sus necesidades
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6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

LED LINEAR LIGHT PROFILES
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WHITE BLACK  SILVER

Optional
RED GREEN  BLUE  GOLD

N3L95106

95mm

106mm

88mm

60mm

Di�user Recessed

N3L6088RP

62mm

55mm

N3L5562

106mm

93mm

N3L93106

88mm

60mm

Asymmetric Di�user

N3L6088AS

88mm

43mm

N3L4388

53mm

112mm

95mm

N3L11253

102mm

75mm

N3L75102

88mm

60mm

N3L6088

68mm

43mm

N3L4368

88mm

73mm

N3L7388

71mm

58mm

N3L5871

136mm

43mm

N3L43136
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Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
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MODEL Unit re�ectors  Power Lumens Size
4368CM PMMA 15W 1200lm 595*43*68mm

PMMA 20W 1700lm 890*43*68mm
PMMA 30W 2500lm 1180*43*68mm
PMMA 36W 3000lm 1470*43*68mm
PMMA 45W 3800lm 1760*43*68mm
PMMA 50W 4200lm 2050*43*68mm
PMMA 60W 5100lm 2340*43*68mm

  

Frame and accessories

Connectors

continuous connector suspension wire installation buckle

L 8W L 8W L 8W T 12W X 15W

68mm

43mm

N3L4368

WALL

CEILING SURFACE PENDANT RECESSED

Seamless continuous lighting system without dark spots 
Customized lighting system with our latest addition of system connection module
Various mounting options available-Ceiling Surface/Wall mounted/suspended/recessed
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Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
9

88mm

43mm

N3L4388

1180mm
2*5W + 20W PCBA 2400lmPMMA

580mm

MODEL Unit re�ectors  Power Lumens Size
4368S5P 2*5W+20W  30W 2050lm 1180*43*68mm

Pendant and Union Accessories

continuous connector suspension wire installation buckle

WALL

CEILING SURFACE PENDANT RECESSED

LED LINEAR LIGHT COLLECTION
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Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
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LED LINEAR LIGHT COLLECTION

1000mm

1000mm

1150mm

1180mm

1500mm

1800mm

2000mm

2100mm

2340mm

888mm

2*10W 20W 1800lm

3*10W 30W 2700lm

4*10W 40W 3600lm

4*10W 40W 3600lm

5*10W 50W 4500lm

6*10W 60W 5400lm

5*10W 50W 4500lm

3*10W 30W 2700lm

9*10W 90W 8100lm

12*10W 120W 10800lm

68mm

43mm

N3L4368

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
4368S1 2*10W 20W 1900lm 890*43*68mm

3*10W 30W 2850lm 1000*43*68mm
3*10W 30W 2850lm 1180*43*68mm
4*10W 40W 3700lm 1000*43*68mm
5*10W 50W 4500lm 1150*43*68mm
5*10W 50W 4500lm 1500*43*68mm
6*10W 60W 5400lm 2000*43*68mm

Pendant and Union Accessories

continuous connector suspension wire installation buckle



www.nelux.com.hklighting product designers and mold management

nelux architectural lighting

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
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LED LINEAR LIGHT COLLECTION

595mm

1000mm

1178mm

2000mm

2350mm

68mm

43mm

N3L4368

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
4368S1 10*2 20W 1900lm 600*43*68mm

20*1.5 30W 2850lm 1000*43*68mm
20*1.5 30W 2850lm 1180*43*68mm
20*2 40W 3700lm 1180*43*68mm
40*1.5 60W 5700lm 2000*43*68mm
40*2 80W 7400lm 2000*43*68mm
40*1.5 60W 5700lm 2350*43*68mm
40*2 80W 7400lm 2350*43*68mm

Pendant and Union Accessories

continuous connector suspension wire installation buckle
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Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
12

150mm

290mm

420mm

560mm

830mm

1100mm

68mm

43mm

N3L4368

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
4368S5C 5*2 10W 920lm 150*43*68mm

10*1.5 15W 1400lm 290*43*68mm
15*1.5 20W 2000lm 420*43*68mm
20*1.5 30W 2800lm 560*43*68mm
30*1 30W 3900lm 830*43*68mm
40*1 40W 3700lm 1100*43*68mm

Frame and accessories

continuous connector suspension wire installation buckle
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Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
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1180mm
2*10W + 20W PCBA 2700lmPMMA

290mm

68mm

43mm

N3L4368

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
4368S1P 3*1.5W+20W  25W 2050lm 1180*43*68mm

6*1.5W+20W 30W 2400lm 1180*43*68mm

Pendant and Union Accessories

continuous connector suspension wire installation buckle
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Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
14

PMMA Options

10W/20W beam angle 85° SMD 2835

15W/30W beam angle 85° SMD 2835

68mm

43mm

N3L4368

MODEL Unit re�ectors  Power Lumens Size
4368 2S5U 2*10W 20W 2200lm 950*43*500mm

1230mm

500mm

*Di�erent possibilities available
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Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
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1180mm

 580mm

88mm

43mm

N3L4388

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Power Lumens Size
4388S5P_PJ 30W 2400lm 1180*43*88mm

PMMA and SMD PCB 15W/20W ,  85° . Light Source SMD 2835

Frame and accessories

continuous connector suspension wire installation buckle

Trim 1 spot 1W~3W Light Source XPE/XBD/3035/3535

Spot cob 5W~7W. Light Source Cree,Citizen
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Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
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62mm

55mm

N3L5562

RECESSED

MODEL Unit re�ectors  Power Lumens Size
5562CMRC PMMA 15W 1200lm 595*43*68mm

PMMA 20W 1700lm 890*43*68mm
PMMA 30W 2500lm 1180*43*68mm
PMMA 36W 3000lm 1470*43*68mm
PMMA 45W 3800lm 1760*43*68mm
PMMA 50W 4200lm 2050*43*68mm
PMMA 60W 5100lm 2340*43*68mm

  

Frame and accessories

Connectors

continuous connector suspension wire installation buckle

L 8W L 8W L 8W T 12W X 15W

Seamless continuous lighting system without dark spots 
Customized lighting system with our latest addition of system connection module
Recessed mounting options available
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Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
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1000mm

1000mm

1150mm

1180mm

1500mm

1800mm

2000mm

888mm

2*10W 20W 1900lm

3*10W 30W 2850lm

4*10W 40W 3700lm

4*10W 40W 3600lm

5*10W 50W 4500lm

5*10W 50W 4500lm

3*10W 30W 2850lm

9*10W 90W 8100lm

62mm

55mm

N3L5562

RECESSED

MODEL Unit re�ectors  Power Lumens Size
5562RC 2*10W 20W 1900lm 890*55*62mm

3*10W 30W 2850lm 1000*55*62mm
3*10W 30W 2850lm 1180*55*62mm
4*10W 40W 3700lm 1000*55*62mm
5*10W 50W 4500lm 1150*55*62mm
5*10W 50W 4500lm 1500*55*62mm
6*10W 60W 5400lm 2000*55*62mm

Frame and accessories

continuous connector suspension wire installation buckle



nelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
18

71mm

58mm

N3L5871

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
5871CM PMMA 15W 1200lm 595*43*68mm

PMMA 20W 1700lm 890*43*68mm
PMMA 30W 2500lm 1180*43*68mm
PMMA 36W 3000lm 1470*43*68mm
PMMA 45W 3800lm 1760*43*68mm
PMMA 50W 4200lm 2050*43*68mm
PMMA 60W 5100lm 2340*43*68mm

  

Frame and accessories

Connectors

continuous connector suspension wire installation buckle

L 8W L 8W L 8W T 12W X 15W
PMMA di�usor

Seamless continuous lighting system without dark spots 
Customized lighting system with our latest addition of system connection module
Recessed mounting options available



www.nelux.com.hklighting product designers and mold management

nelux architectural lighting

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
19

1180mm

88mm

60mm

N3L6088

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
6088S5 2*15W  30W 2850lm 1180*60*88mm

Frame and accessories

continuous connector suspension wire installation buckle

Trim 5 spot . Light Source XPE/XBD/3035/3535



nelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
20

1180mm

88mm

60mm

N3L6088

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
6088S1 10*3W  30W 2850lm 1180*60*88mm

Frame and accessories

continuous connector suspension wire installation buckle

Trim 1 spot . Light Source XPE/XBD/3035/3535



www.nelux.com.hklighting product designers and mold management

nelux architectural lighting

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
21

1180mm

88mm

60mm

N3L6088

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
6088G  14*3*1.5W 60W 5400lm 1180*60*88mm

GridSpot 14 spot 1.5W 60*70° . Light Source SMD 2835

Frame and accessories

continuous connector suspension wire installation buckle



nelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
22

1180mm

88mm

60mm

N3L6088

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
6088GS1  3*1.5W 28*1.5 50W 4500lm 1180*60*88mm

Trim spot, beam angle 15°/30°/45°, light source XPE/XBD/3030/3035/5050 

GridSpot 14 spot 1.5W 60*70° . Light Source SMD 2835

Frame and accessories

continuous connector suspension wire installation buckle



www.nelux.com.hklighting product designers and mold management

nelux architectural lighting

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
23

1727mm

1180mm

88mm

60mm

N3L6088

CEILING SURFACE PENDANT

MODEL Unit re�ectors  Power Lumens Size
6088S5PB  5*1-3W 28*1.5 50W 4500lm 1180*60*88mm

PMMA and SMD PCB 10W 85° . Light Source SMD 2835

308mm
1180mm

215mm

150°
Frame and accessories

continuous connector suspension wire installation buckle

Trim 5 spot . Light Source XPE/XBD/3035/3535



nelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
24

1727mm

1180mm

88mm

60mm

N3L6088

CEILING SURFACE PENDANT

MODEL Unit re�ectors  Power Lumens Size
6088S1PB  5*1-3W 28*1.5 50W 4500lm 1180*60*88mm

PMMA and SMD PCB 10W 85° . Light Source SMD 2835

313mm
1180mm

150°
Frame and accessories

continuous connector suspension wire installation buckle

Trim 1 spot . Light Source XPE/XBD/3035/3535

234mm



www.nelux.com.hklighting product designers and mold management

nelux architectural lighting

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
25

1800mm

1180mm

88mm

60mm

N3L6088

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
6088S5P  2*5*3W +20W 50W 4100lm 1800*60*88mm

PMMA and SMD PCB 15W/20W ,  85° . Light Source SMD 2835

Frame and accessories

continuous connector suspension wire installation buckle

Trim 5 spot . Light Source XPE/XBD/3035/3535



nelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
26

PMMA Options

10W/20W beam angle 85° SMD 2835

15W/30W beam angle 85° SMD 2835

88mm

60mm

N3L6088

CEILING SURFACE

MODEL Unit re�ectors  Power Lumens Size
6088SQP PMMA 60W 4800lm 1230*60*1200mm

80W 6400lm 1520*60*1200mm

1230mm

1200mm



www.nelux.com.hklighting product designers and mold management

nelux architectural lighting

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
27

88mm

60mm

N3L6088

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
6088CM PMMA 15W 1200lm 595*43*68mm

PMMA 20W 1700lm 890*43*68mm
PMMA 30W 2500lm 1180*43*68mm
PMMA 36W 3000lm 1470*43*68mm
PMMA 45W 3800lm 1760*43*68mm
PMMA 50W 4200lm 2050*43*68mm
PMMA 60W 5100lm 2340*43*68mm

  

Frame and accessories

Connectors

continuous connector suspension wire installation buckle

L 8W L 8W L 8W T 12W X 15W
PMMA di�usor

Seamless continuous lighting system without dark spots 
Customized lighting system with our latest addition of system connection module
Recessed mounting options available



nelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
28

88mm

60mm

Di�user Recessed

N3L6088RP

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
6088CMRP PMMA 15W 1200lm 595*43*68mm

PMMA 20W 1700lm 890*43*68mm
PMMA 30W 2500lm 1180*43*68mm
PMMA 36W 3000lm 1470*43*68mm
PMMA 45W 3800lm 1760*43*68mm
PMMA 50W 4200lm 2050*43*68mm
PMMA 60W 5100lm 2340*43*68mm

  

Frame and accessories

Connectors

continuous connector suspension wire installation buckle

L 8W L 8W L 8W T 12W X 15W
PMMA di�usor

Seamless continuous lighting system without dark spots 
Customized lighting system with our latest addition of system connection module
Recessed mounting options available



www.nelux.com.hklighting product designers and mold management

nelux architectural lighting

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
29

88mm

60mm

Asymmetric Di�user

N3L6088AS

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
6088CMRP PMMA 15W 1200lm 595*43*68mm

PMMA 20W 1700lm 890*43*68mm
PMMA 30W 2500lm 1180*43*68mm
PMMA 36W 3000lm 1470*43*68mm
PMMA 45W 3800lm 1760*43*68mm
PMMA 50W 4200lm 2050*43*68mm
PMMA 60W 5100lm 2340*43*68mm

  

Frame and accessories

Connectors

continuous connector suspension wire installation buckle

L 8W L 8W L 8W T 12W X 15W
PMMA di�usor

Seamless continuous lighting system without dark spots available.
Asymmetric down light,to meet all kinds lighting solution,
Various mounting options available

Wall Washer



nelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
30

88mm

73mm

N3L7388

RECESSED

MODEL Unit re�ectors  Power Lumens Size
7388CMRC PMMA 15W 1200lm 600*73*88mm

PMMA 20W 1700lm 900*73*88mm
PMMA 30W 2500lm 1190*73*88mm
PMMA 36W 3000lm 1480*73*88mm
PMMA 45W 3800lm 1770*73*88mm
PMMA 50W 4200lm 2060*73*88mm
PMMA 60W 5100lm 2350*73*88mm

  

Frame and accessories

Connectors

continuous connector suspension wire installation buckle

L 8W L 8W L 8W T 12W X 15W

Seamless continuous lighting system without dark spots 
Customized lighting system with our latest addition of system connection module
Recessed mounting options available



www.nelux.com.hklighting product designers and mold management

nelux architectural lighting

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
31

53mm

112mm

95mm

N3L11253

RECESSED RECESSED

MODEL Unit re�ectors  Power Lumens Size
11253CMRC PMMA 20W 1700lm 600*112*53mm

PMMA 30W 2500lm 900*112*53mm
PMMA 40W 3400lm 1190*112*53mm
PMMA 45W 3800lm 1480*112*53mm
PMMA 55W 4600lm 1760*112*53mm
PMMA 60W 5100lm 2060*112*53mm
PMMA 80W 6800lm 2350*112*53mm

Frame and accessories

Connectors

continuous connector suspension wire installation buckle

L 8W L 8W L 8W T 12W X 15W

Seamless continuous lighting system without dark spots 
Customized lighting system with our latest addition of system connection module
Recessed mounting options available



nelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
32

1180mm

1470mm

1760mm
6*10W 60W 8400lm

3*10W 30W 4800lm

4*10W 40W 6400lm

136mm

43mm

N3L43136

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
43136S5  3*10  30W 4800lm 1180*43*136mm

4*10 40W 6400lm 1470*43*136mm
6*10 60W 8400lm 1760*43*136mm

Frame and accessories

continuous connector suspension wire installation buckle

Trim 5 spots



www.nelux.com.hklighting product designers and mold management

nelux architectural lighting

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
33

595mm

1000mm

1178mm

2000mm

2350mm

136mm

43mm

N3L43136

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
43136S1  10*2W 20W 1900lm 600*43*136mm

20*1.5W 30W 2850lm 1000*43*136mm
20*1.5W 30W 2850lm 1180*43*136mm
20*2W 40W 3700lm 1180*43*136mm
40*1.5W 60W 5700lm 2000*43*136mm
40*2W 80W 7400lm 2000*43*136mm
40*1.5W 60W 5700lm 2350*43*136mm
40*2W 80W 7400lm 2350*43*136mm

Frame and accessories

continuous connector suspension wire installation buckle

Trim 1 spot . Light Source XPE/XBD/3035/3535



nelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
34

136mm

43mm

N3L43136

WALL

PENDANT

MODEL Re�ector Power  Lumens  Size
43136UD PMMA  15W+15W 1200+1200lm  595*43*136mm

PMMA  15W+20W 1200+1700lm  890*43*136mm
PMMA  15W+30W 1200+2500lm  1180*43*136mm
PMMA  20W+36W 1700+3000lm  1470*43*136mm
PMMA  25W+45W 2100+3800lm  1760*43*136mm
PMMA  30W+50W 2500+4200lm  2050*43*136mm
PMMA  36W+60W 3000+5100lm  2340*43*136mm 

Frame and accessories

continuous connector suspension wire installation buckle

PMMA up and down  . Light Source SMD 2835

Seamless continuous lighting system without dark spots available.
Up &down light ,to meet all kinds lighting solution



www.nelux.com.hklighting product designers and mold management

nelux architectural lighting

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
35

102mm

75mm

N3L75102

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
75102CM PMMA 15W 1200lm 600*75*102mm

PMMA 20W 1700lm 890*75*102mm
PMMA 30W 2500lm 1180*75*102mm
PMMA 36W 3000lm 1470*75*102mm
PMMA 45W 3800lm 1760*75*102mm
PMMA 50W 4200lm 2050*75*102mm
PMMA 60W 5100lm 2340*75*102mm

  

Frame and accessories

Connectors

continuous connector suspension wire installation buckle

L 8W L 8W L 8W T 12W X 15W
PMMA di�usor

Seamless continuous lighting system without dark spots 
Customized lighting system with our latest addition of system connection module
Recessed mounting options available



nelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
36

102mm

75mm

N3L75102

WALL

PENDANT

MODEL Re�ector Power  Lumens  Size
75102CMUD PMMA  15W+15W 1200+1200lm  600*75*102mm

PMMA  15W+20W 1200+1700lm  890*75*102mm
PMMA  15W+30W 1200+2500lm  1180*75*102mm
PMMA  20W+36W 1700+3000lm  1470*75*102mm
PMMA  25W+45W 2100+3800lm  1760*75*102mm
PMMA  30W+50W 2500+4200lm  2050*75*102mm
PMMA  36W+60W 3000+5100lm  2340*75*102mm 

Pendant and Union Accessories

Connectors and PMMA

continuous connector suspension wire installation buckle

L 8W L 8W L 8W T 12W X 15W PMMA

Seamless continuous lighting system without dark spots 
Customized lighting system with our latest addition of system connection module
Recessed mounting options available



www.nelux.com.hklighting product designers and mold management

nelux architectural lighting

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
37

106mm

93mm

N3L93106

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
93106CM PMMA 20W 1700lm 600*93*106mm

PMMA 30W 2500lm 890*93*106mm
PMMA 40W 3400lm 1180*93*106mm
PMMA 45W 3800lm 1470*93*106mm
PMMA 55W 4600lm 1760*93*106mm
PMMA 60W 5100lm 2050*93*106mm
PMMA 80W 6800lm 2340*93*106mm

  

Frame and accessories

Connectors

continuous connector suspension wire installation buckle

L 8W L 8W L 8W T 12W X 15W
PMMA di�usor

Seamless continuous lighting system without dark spots 
Customized lighting system with our latest addition of system connection module
Recessed mounting options available



nelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk

Light housing made of high quality extruded aluminum 
Integrated with rotatable connectors at both ends makes it
adjustable and uniform light output
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions
Light Source SMD led light source ~90lm/W and also avail-
able ~120lm/W CRI>80 as standard and available CRI90
Input voltage  Multivoltage and 220-240VAC
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Intelligent control options , microwave sensor, daylight, 
wifi, bluetooth.
Mounting Options Different mounting options wall mount-
ed, surface, recessed, suspended
No need to connect the wire,  maximum 50pcs allowed to 
be connected for one single circuit. 
Advanced thermal management technology to ensure 
consistency of LED life span, 
color temperature and maximize output lumens 
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES MAIN PRODUCT FEATURES

Product Image

Mounting Options
Colour Palette Optional

Standard Single Fittings/ Configuraciones basicas

Dimensions

WHITE BLACK  SILVER RED GREEN  BLUE  GOLD

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT PROFILES
38

N3L95106

95mm

106mm

WALL

CEILING SURFACE PENDANT RECESSED

MODEL Unit re�ectors  Power Lumens Size
95106CM PMMA 20W 1700lm 600*93*106mm

PMMA 30W 2500lm 890*93*106mm
PMMA 40W 3400lm 1180*93*106mm
PMMA 45W 3800lm 1470*93*106mm
PMMA 55W 4600lm 1760*93*106mm
PMMA 60W 5100lm 2050*93*106mm
PMMA 80W 6800lm 2340*93*106mm

  

Frame and accessories

Connectors

continuous connector suspension wire installation buckle

L 8W L 8W L 8W T 12W X 15W
PMMA di�usor

Seamless continuous lighting system without dark spots 
Customized lighting system with our latest addition of system connection module
Recessed mounting options available



www.nelux.com.hklighting product designers and mold management

GENERAL FEATURES Product Image

Mounting Options

nelux architectural lightingLED LINEAR LIGHT COLLECTION

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

LED LINEAR LIGHT TRACK
39

The Led Linear Track Light  can be easily integrat-
ed into your projects and provide the necessary 
light therefore creating a pleasant atmosphere 
and the right illumination.
Different sizes, models, and lumens available for 
any installation you need.



nelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk

Light housing made of high quality extruded aluminum 
Integrated with heat sink from die-casting  aluminium
Advanced thermal management technology to ensure con-
sistency of LED life span, color temperature and maximize 
output lumens.
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions or black frame 
reflectors or black frame and lens
Light Source SMD 3030 and SMD2835 led light source 
~90lm/W and also available ~120lm/W CRI>80 as standard 
and available CRI90
Input voltage  Multivoltage and 220-240VAC 50/60Hz
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Mounting Options Different mounting options Track 
mounted, surface, recessed and suspended
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES Product Image

Mounting Options

Colour Palette
WHITE BLACK  SILVER

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT TRACK
40

37mm

72mm

644.50mm

Non-Dimmable 

Dimmable 1-10V

72mm

37mm962.50mm
998.47mm

326.50mm
362.47mm

37mm

72mm

Dimmable 1-10V

LLT965L

Diffuser lens
Light Source SMD3030 Philips or Samsung
Power 40W
Beam Angle 10°, 24°, 38°
CCT 2700K 3100lm, 3150K 2400lm, 4000K 3200lm
Size Length  962.5mm, Width 37mm, Height 72mm

72mm

37mm962.50mm

Non-Dimmable 

LLT645L

Diffuser lens
Light Source SMD3030 Philips or Samsung
Power 30W
Beam Angle 10°, 24°, 38°
CCT 2700K 2300lm, 3000K 2400lm, 4000K 2450lm
Size Length  646mm, Width 37mm, Height 72mm

326.50mm 37mm

72mm

Non-Dimmable 

72mm

37mm644.50mm
680.47mm

Dimmable 1-10V

LLT340L

Diffuser lens
Light Source SMD3030 Philips or Samsung
Power 15W
Beam Angle 10°, 24°, 38°
CCT 2700K 1200lm, 3000K 1300lm, 4000K 1400lm
Size Length  328mm, Width 37mm, Height 72mm

Mountable on DIN 35 rail / Montaje en carril-riel
35.2mm

35.5mm
L1L2

N1N2

2 Circuits Track

35.2mm

35.5mm

3 Circuits Track 6 Wires

L1 L2

D- D+

N L3

35.2mm

35.5mm
L1L2

N1

3 Circuits Track

L3



www.nelux.com.hklighting product designers and mold management

Light housing made of high quality extruded aluminum 
Integrated with heat sink from die-casting  aluminium
Advanced thermal management technology to ensure con-
sistency of LED life span, color temperature and maximize 
output lumens.
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions or black frame 
reflectors
Light Source SMD 3030 and SMD2835 led light source 
~90lm/W and also available ~120lm/W CRI>80 as standard 
and available CRI90
Input voltage  Multivoltage and 220-240VAC 50/60Hz
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Mounting Options Different mounting options Track 
mounted, surface, recessed and suspended
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES Product Image

Mounting Options

nelux architectural lightingLED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

Colour Palette
WHITE BLACK  SILVER

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT TRACK
41

37mm

72mm

540mm

Non-Dimmable 

275mm 37mm

72mm

Non-Dimmable 

275mm
310.97mm

37mm

72mm

Dimmable 1-10V

LLT1070PC

Diffuser PC 
Light Source SMD2835 Philips or Samsung
Power 40W
Beam Angle 90°
CCT 2700K 3050lm, 3150K 3100lm, 4000K 3150lm
Size Length  1070mm, Width 37mm, Height 72mm

72mm

37mm1070mm

Non-Dimmable 

LLT540PC

Diffuser PC
Light Source SMD2835 Philips or Samsung
Power 30W
Beam Angle 90°
CCT 2700K 2200lm, 3000K 2250lm, 4000K 2300lm
Size Length  540mm, Width 37mm, Height 72mm

Dimmable 1-10V

72mm

37mm1070mm
1105.97mm

72mm

37mm540mm
575.97mm

Dimmable 1-10V

LLT275PC 

Diffuser PC 
Light Source SMD2835 Philips or Samsung
Power 15W
Beam Angle 90°
CCT 2700K 1100lm, 3000K 1150lm, 4000K 1200lm
Size Length 275mm, Width 37mm, Height 72mm

Mountable on DIN 35 rail / Montaje en carril-riel
35.2mm

35.5mm
L1L2

N1N2

2 Circuits Track

35.2mm

35.5mm

3 Circuits Track 6 Wires

L1 L2

D- D+

N L3

35.2mm

35.5mm
L1L2

N1

3 Circuits Track

L3



nelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk

Light housing made of high quality extruded aluminum 
Integrated with heat sink from die-casting  aluminium
Advanced thermal management technology to ensure con-
sistency of LED life span, color temperature and maximize 
output lumens.
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions or black frame 
reflectors or black frame and lens
Light Source SMD 3030 and SMD2835 led light source 
~90lm/W and also available ~120lm/W CRI>80 as standard 
and available CRI90
Input voltage  Multivoltage and 220-240VAC 50/60Hz
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Mounting Options Different mounting options Track 
mounted, surface, recessed and suspended
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES Product Image

Mounting Options

Colour Palette
WHITE BLACK  SILVER

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

LED LINEAR LIGHT TRACK
42

72mm

37mm964mm

Non-Dimmable 

37mm

72mm

646mm

Non-Dimmable 

328mm 37mm

72mm

Non-Dimmable 

LLT965SF_L

Diffuser Black frame and lens
Light Source SMD2835 Philips or Samsung
Power 40W
Beam Angle 10°, 24°, 38°
CCT 2700K 3100lm, 3150K 3150lm, 4000K 3200lm
Size Length  964mm, Width 37mm, Height 72mm

LLT646SF_L

Diffuser Black frame and lens
Light Source SMD2835 Philips or Samsung
Power 30W
Beam Angle 10°, 24°, 38°
CCT 2700K 2300lm, 3000K 2400lm, 4000K 2450lm
Size Length  646mm, Width 37mm, Height 72mm

LLT340SF_L 

Diffuser Black frame and lens
Light Source SMD2835 Philips or Samsung
Power 15W
Beam Angle 10°, 24°, 38°
CCT 2700K 1200lm, 3000K 1300lm, 4000K 1400lm
Size Length 328mm, Width 37mm, Height 72mm

Surface Mounted / Montaje en Superficie



www.nelux.com.hklighting product designers and mold management

Light housing made of high quality extruded aluminum 
Integrated with heat sink from die-casting  aluminium
Advanced thermal management technology to ensure con-
sistency of LED life span, color temperature and maximize 
output lumens.
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions or black frame 
reflectors
Light Source SMD 3030 and SMD2835 led light source 
~90lm/W and also available ~120lm/W CRI>80 as standard 
and available CRI90
Input voltage  Multivoltage and 220-240VAC 50/60Hz
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Mounting Options Different mounting options Track 
mounted, surface, recessed and suspended
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES Product Image

Mounting Options

nelux architectural lightingLED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

Colour Palette
WHITE BLACK  SILVER

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT TRACK
43

328mm 37mm

72mm

Non-Dimmable 

72mm

37mm964mm

Non-Dimmable 

37mm

72mm

646mm

Non-Dimmable 

LLT965SF_PC

Diffuser PC 
Light Source SMD2835 Philips or Samsung
Power 40W
Beam Angle 90°
CCT 2700K 3100lm, 3150K 3150lm, 4000K 3200lm
Size Length  964mm, Width 37mm, Height 72mm

LLT646SF_PC

Diffuser PC
Light Source SMD2835 Philips or Samsung
Power 30W
Beam Angle 90°
CCT 2700K 2300lm, 3000K 2400lm, 4000K 2450lm
Size Length  646mm, Width 37mm, Height 72mm

LLT340SF_PC 

Diffuser PC
Light Source SMD2835 Philips or Samsung
Power 15W
Beam Angle 90°
CCT 2700K 1200lm, 3000K 1300lm, 4000K 1400lm
Size Length 328mm, Width 37mm, Height 72mm

Surface Mounted / Montaje en Superficie



nelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk

Light housing made of high quality extruded aluminum 
Integrated with heat sink from die-casting  aluminium
Advanced thermal management technology to ensure con-
sistency of LED life span, color temperature and maximize 
output lumens.
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions or black frame 
reflectors or black frame and lens
Light Source SMD 3030 and SMD2835 led light source 
~90lm/W and also available ~120lm/W CRI>80 as standard 
and available CRI90
Input voltage  Multivoltage and 220-240VAC 50/60Hz
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Mounting Options Different mounting options Track 
mounted, surface, recessed and suspended
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES Product Image

Mounting Options

Colour Palette
WHITE BLACK  SILVER

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT TRACK
44

964mm
37mm

Non-Dimmable 

102.5mm

646mm 37mm

Non-Dimmable 

102.5mm

328mm 37mm

102.5mm

Non-Dimmable 

LLT965RC_L

Diffuser Black frame and lens
Light Source SMD2835 Philips or Samsung
Power 40W
Beam Angle 10°, 24°, 38°
CCT 2700K 3100lm, 3150K 3150lm, 4000K 3200lm
Size Length  964mm, Width 37mm, Height 72mm

LLT646RC_L

Diffuser Black frame and lens
Light Source SMD2835 Philips or Samsung
Power 30W
Beam Angle 10°, 24°, 38°
CCT 2700K 2300lm, 3000K 2400lm, 4000K 2450lm
Size Length  646mm, Width 37mm, Height 72mm

LLT340RC_L 

Diffuser Black frame and lens
Light Source SMD2835 Philips or Samsung
Power 15W
Beam Angle 10°, 24°, 38°
CCT 2700K 1200lm, 3000K 1300lm, 4000K 1400lm
Size Length 328mm, Width 37mm, Height 72mm

Recessed Mounted / Montaje empotrado en techo
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Light housing made of high quality extruded aluminum 
Integrated with heat sink from die-casting  aluminium
Advanced thermal management technology to ensure con-
sistency of LED life span, color temperature and maximize 
output lumens.
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions or black frame 
reflectors
Light Source SMD 3030 and SMD2835 led light source 
~90lm/W and also available ~120lm/W CRI>80 as standard 
and available CRI90
Input voltage  Multivoltage and 220-240VAC 50/60Hz
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Mounting Options Different mounting options Track 
mounted, surface, recessed and suspended
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES Product Image

Mounting Options

nelux architectural lightingLED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

Colour Palette
WHITE BLACK  SILVER

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT TRACK
45

964mm
37mm

Non-Dimmable 

102.5mm

646mm 37mm

Non-Dimmable 

102.5mm

328mm 37mm

102.5mm

Non-Dimmable 

LLT965RC_PC

Diffuser PC
Light Source SMD2835 Philips or Samsung
Power 40W
Beam Angle 90°
CCT 2700K 3050lm, 3000K 3100lm, 4000K 3150lm
Size Length  964mm, Width 37mm, Height 72mm

LLT646RC_PC

Diffuser PC
Light Source SMD2835 Philips or Samsung
Power 30W
Beam Angle 90°
CCT 2700K 2200lm, 3000K 2250lm, 4000K 2300lm
Size Length  646mm, Width 37mm, Height 72mm

LLT340RC_PC

Diffuser PC
Light Source SMD2835 Philips or Samsung
Power 15W
Beam Angle 90°
CCT 2700K 1100lm, 3000K 1150lm, 4000K 1200lm
Size Length 328mm, Width 37mm, Height 72mm

Recessed Mounted / Montaje empotrado en techo
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GENERAL FEATURES Product Image

Mounting Options

Colour Palette
WHITE BLACK  SILVER

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT TRACK
46

Light housing made of high quality extruded aluminum 
Integrated with heat sink from die-casting  aluminium
Advanced thermal management technology to ensure con-
sistency of LED life span, color temperature and maximize 
output lumens.
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions or black frame 
reflectors or black frame and lens
Light Source SMD 3030 and SMD2835 led light source 
~90lm/W and also available ~120lm/W CRI>80 as standard 
and available CRI90
Input voltage  Multivoltage and 220-240VAC 50/60Hz
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Mounting Options Different mounting options Track 
mounted, surface, recessed and suspended
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

73mm

37mm964mm

Non-Dimmable 

37mm

73mm

646mm

Non-Dimmable 

328mm 37mm

73mm

Non-Dimmable 

Pendant mounted / Montaje suspendido

LLT340PD_L

Diffuser Black Frame and Lens
Light Source SMD2835 Lumileds, Samsung
Power  15W
Beam Angle 10°, 24°, 38°
CCT 2700K-1200lm, 3000K-1300lm, 4000K-1400lm
Size L328*W37*H73mm

LLT645PD_L

Diffuser Black Frame and Lens
Light Source SMD2835 Lumileds, Samsung
Power  30W
Beam Angle 10°, 24°, 38°
CCT 2700K-2300lm, 3000K-2400lm, 4000K-2450lm
Size L646*W37*H73mm

LLT965PD_L

Diffuser Black Frame and Lens
Light Source SMD2835 Lumileds, Samsung
Power  40W
Beam Angle 10°, 24°, 38°
CCT 2700K-3100lm, 3000K-3150lm, 4000K-3200lm
Size L964*W37*H73mm
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Light housing made of high quality extruded aluminum 
Integrated with heat sink from die-casting  aluminium
Advanced thermal management technology to ensure con-
sistency of LED life span, color temperature and maximize 
output lumens.
High transmittance PMMA diffuser creating a high visual 
comfort and uniform lighting distributions or black frame 
reflectors
Light Source SMD 3030 and SMD2835 led light source 
~90lm/W and also available ~120lm/W CRI>80 as standard 
and available CRI90
Input voltage  Multivoltage and 220-240VAC 50/60Hz
Led Driver High Standards Led driver, dimmable as an 
option 1-10V, Dali and white Temperature control.
Mounting Options Different mounting options Track 
mounted, surface, recessed and suspended
Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

GENERAL FEATURES Product Image

Mounting Options

nelux architectural lightingLED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

Colour Palette
WHITE BLACK  SILVER

nelux D A L I0-10V
Dimmable

LED LINEAR LIGHT TRACK
47

73mm

37mm964mm

Non-Dimmable 

37mm

73mm

646mm

Non-Dimmable 

328mm 37mm

73mm

Non-Dimmable 

LLT965PD_PC

Diffuser PC
Light Source SMD2835 Philips or Samsung
Power 40W
Beam Angle 90°
CCT 2700K 3050lm, 3150K 3100lm, 4000K 3150lm
Size Length  964mm, Width 37mm, Height 73mm

LLT645PD_PC

Diffuser PC
Light Source SMD2835 Philips or Samsung
Power 30W
Beam Angle 90°
CCT 2700K 2200lm, 3000K 2250lm, 4000K 2300lm
Size Length  646mm, Width 37mm, Height 73mm

LLT340PD_PC

Diffuser PC
Light Source SMD2835 Philips or Samsung
Power 15W
Beam Angle 90°
CCT 2700K 1100lm, 3000K 1150lm, 4000K 1200lm
Size Length 328mm, Width 37mm, Height 73mm

Pendant mounted / Montaje suspendido
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Product Image

LED LINEAR LIGHT COLLECTION

IP20 5Years

warranty

48

WHITE BLACK  SILVER

Colour Palette

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

GENERAL FEATURES

LIGHT TRACK 48V SERIES

60V dc
Data Bus+ - 21mm

26.2mm

Low Voltage 4 conductors track

Track housing made of high quality extruded aluminum 
Integrated with heat sink from die-casting  aluminium
Advanced thermal management technology to ensure con-
sistency of LED life span, color temperature and maximize 
output lumens.
Voltage  Standard Low Voltage 4 conductors track
CLass II (2A-48dc / 4A -24Vdc).
2 Circuit 2 x +/- 15A/0-60Vdc
1 Circuit + Data bus: +/- 15A/0-60V + D+/D-
Lenght 1000mm
Available colours black, white
Mounting Options Magnetic Track surface,

Applications Institutes, Hospitals, Warehouses, Hospitality 
Retails, Fake ceiling, concealed spaces .,ETC

LED TRACK SPOT LIGHT

Ø28mm
55mm

107mm

166mm

60°
350°

MG2855

Ø36mm
59mm

110mm

166mm

60°
350°

MG3659

Ø45mm
58mm

110mm

166mm

60°
350°

MG4558
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TS70145 18W
TS85160 25W
TS95170 33W

TS81107 SMD 9W, 15W 
TS81107 COB  20W

TS98107 SMD  18W, 30W
TS98107 COB   30W

TS65185 30W

TS85104 18W
TS95112 25W
TS106123 33W

TS825910W
TS10172 20W

TS6075 4W, 8W TS5389 GU10

TS85104L 20W, 28WTS20139 15W

TS95112 28W, 35W TS95112L 28W, 35W

TS65105 15W
TS75145 25W
TS85165 35W
TS95195 45W

TS85104R 20W, 28W

TS106123 28W, 35W TS106123 L 28W, 35W TS115104  28W, 35W TS125125  28W, 35W

TS8585 28W
TS9595 35W

TS8585 28W
TS9595 35W

TS95100 11W

TS300110 20W

TS6090 11W TS95100  16W TS95112  25W

TS95133  32W TS111155  11W

Our track spotlights are made from Aluminium Die-casting, electrostatic powder coating. Gear box are made from aluminium or aluminium 
Die-casting.
Reflectors made from Aluminium anodized specular silver.
Brand of Chip CREE and other brands like Citizen and Bridgelux available,
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ZOE SERIES
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FOSO SERIES

TS95170  Track Spotlight

Input Voltage AC220-240V, Multivoltage
Light Power 33W
Luminous �ux ~3490lm
Light Source CREE
CCT  3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 15°, 30°, 45°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

TS85104  Track Spotlight

Input Voltage AC220-240V, Multivoltage
Light Power 18W
Luminous �ux ~1755lm
Light Source CREE
CCT  3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 12°, 24°, 45°, 55°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

TS95170

Color palette

IP20

nelux D A L I0-10V
Dimmable

WHITE BLACK GREY

45mm

90mm

168mm

Ø95mm

170mm

90°

350°

TS85104

Color palette

IP20

nelux D A L I0-10V
Dimmable

90°
350°

WHITE BLACK GREY

90mm

168mm 45mm

Ø85mm 104mm

TS70145  Track Spotlight

Input Voltage AC220-240V, Multivoltage
Light Power 18W
Luminous �ux ~1755lm
Light Source CREE
CCT  3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 15°, 30°, 45°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

TS95112

Color palette

IP20

nelux D A L I0-10V
Dimmable

WHITE BLACK GREY

90°
350°

90mm

168mm 45mm

Ø95mm 112mm

TS85160  Track Spotlight

Input Voltage AC220-240V, Multivoltage
Light Power 25W
Luminous �ux ~2410lm
Light Source CREE
CCT  3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 15°, 30°, 45°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

TS95112  Track Spotlight

Input Voltage AC220-240V, Multivoltage
Light Power 25W
Luminous �ux ~2610lm
Light Source CREE
CCT  3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 15°, 30°, 40°, 55°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

TS70145

Color palette

IP20

nelux D A L I0-10V
Dimmable

WHITE BLACK GREY

45mm

90mm

168mm

Ø70mm

145mm

90°

350°

TS106123

Color palette

IP20

nelux D A L I0-10V
Dimmable

WHITE BLACK GREY

90°
350°

90mm

168mm 45mm

Ø106mm 123mm

TS85160

Color palette

IP20

nelux D A L I0-10V
Dimmable

WHITE BLACK GREY

45mm

90mm

168mm

Ø85mm

160mm

90°

350°

TS106123  Track Spotlight

Input Voltage AC220-240V, Multivoltage
Light Power 33W
Luminous �ux ~3490lm
Light Source CREE
CCT  3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 12°, 30°, 45°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option
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TS20139

Color palette

IP20

WHITE BLACK GREY

56mm

201mm

99.5mm

Adjustable 350°
90°

TS20139  Track Spotlight 3 phase Track

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 15W
Luminous �ux ~900lm
Light Source 6pcs OSRAM SMD
CCT  3000K, 4000K
CRI >80 CRI>90 
Di�user Spot, Flood, Wide �ood and oval,rectangle, wallwasher
Beam Angle  Reflector 15°, 24°, 36°
Driver Built-in
Operating Temperature -25°c~+50°

Model COSI  TS5389  

Input Voltage 110-240VAC, 220-240VAC /50-60Hz
Power Max 7W GU10
Light Source led Lamp GU10
Beam angle depending on lamp GU10 °
CCT 3000K,4000K, 5000K
Light Efficiency lm depending on lamp GU10
CRI >80
Operating Temperature -25°c~+50°c

TS5389

Color palette

IP20

WHITE BLACK GREY

Adjustable 350°
90°

160mm

Ø53mm

89mm

BELLA SERIES

COSI SERIES

TS6075  Track Spotlight

Input Voltage 110-240VAC,220-240VAC / 50-60Hz
Light Power 4W, 8W
Luminous �ux >80lm/W PMMA Lens
Light Source AC COB Seoul semiconductor
CCT  2700K, 3000K, 4000K
CRI >80 
Beam Angle  Reflector 24°, 37°
Driver PF0.9 Uout 36DVC Iout 200mA
Operating Temperature -25°c~+50°

TS6075

Color palette

IP20

WHITE BLACK GREY

60mm
75mm

5.50mm
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HOFF SERIES

TS65105

Color palette

IP20

WHITE BLACK GREY

105mm

65mm

TS75145

Color palette

IP20

WHITE BLACK GREY

145mm

75mm

TS85165

Color palette

IP20

WHITE BLACK GREY

165mm

85mm

TS95195

Color palette

IP20

WHITE BLACK GREY

195mm

95mm

TS65105  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 15W
Luminous �ux ~1350lm
Light Source COB Citizen
CCT  2700K, 3000K, 4000K
CRI >80 
Di�user Lens+Re�ector
Beam Angle  Reflector 15°, 24°, 38°
Driver Built-in
Operating Temperature -25°c~+50°

TS75145  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 25W
Luminous �ux ~2250lm
Light Source COB Citizen
CCT  2700K, 3000K, 4000K
CRI >80 
Di�user Lens+Re�ector
Beam Angle  Reflector 15°, 24°, 38°
Driver Built-in
Operating Temperature -25°c~+50°

TS85165  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 35W
Luminous �ux ~3150lm
Light Source COB Citizen
CCT  2700K, 3000K, 4000K
CRI >80 CRI90, CRI97 as an option
Di�user Lens+Re�ector
Beam Angle  Reflector 15°, 24°, 38°
Driver Built-in
Operating Temperature -25°c~+50°

TS95195  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 45W
Luminous �ux ~4050lm
Light Source COB Citizen
CCT  2700K, 3000K, 4000K
CRI >80 CRI90, CRI97 as an option
Di�user Lens+Re�ector
Beam Angle  Reflector 15°, 24°, 38°
Driver Built-in
Operating Temperature -25°c~+50°

TS65185  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 30W
Luminous �ux ~2450lm
Light Source Khun COB
CCT  2700K, 3000K, 4000K
CRI >80 CRI90, CRI97 as an option
Di�user Lens+Re�ector
Beam Angle  Reflector 15°, 24°, 36°
Driver Built-in XZ KHUN non-dimmable
Operating Temperature -25°c~+50°

TS65185

Color palette

IP20

WHITE BLACK GREY

65mm

185mm
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CIRCLE SERIES

TS10172

Color palette

IP20

WHITE BLACK GREY

70mm

44mm

Ø101mm
72mm

TS10172  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 20W
Luminous �ux ~1800lm
Light Source COB Citizen
CCT  2700K, 3000K, 4000K
CRI >80 CRI90, CRI97 as an option
Di�user Lens+Re�ector
Beam Angle  Reflector 15°, 24°, 36°
Driver Built-in
Operating Temperature -25°c~+50°

TS8259

Color palette

IP20

WHITE BLACK GREY

70mm

44mm

Ø82mm
59mm

TS8259  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 10W
Luminous �ux ~900lm
Light Source COB Citizen
CCT  2700K, 3000K, 4000K
CRI >80 CRI90, CRI97 as an option
Di�user Lens+Re�ector
Beam Angle  Reflector 15°, 24°, 36°
Driver Built-in
Operating Temperature -25°c~+50°

Track Spot light, series 
Hoff reference TS85165 
35W, ~3150lm



LED TRACK SPOT LIGHT nelux architectural lightingnelux architectural lightingnelux architectural lighting

www.nelux.com.hklighting product designers and mold management 55

TS95112L

Color palette

IP20

WHITE BLACK GREY

112mm

95mm

166*64mm

45mm

Adjustable 350°
90°

Model LINO  TS95112L 

Input Voltage 110-240VAC, 220-240VAC /50-60Hz
Power 28W,35W
Light Source led Lamp Led COB Cree
Beam angle 15°,24°,36°
CCT 3000K,4000K, 5000K
Light Efficiency ~2700lm, ~3300lm
CRI >85 CRI>90.
Gear box driver, Philips, HEP
Operating Temperature -25°c~+50°c
High efficiency led lens,luminous efficiency >91%
Accessories Barndoors, anti-glare ring, honey comb

Model LINO  TS95112 

Input Voltage 110-240VAC, 220-240VAC /50-60Hz
Power 28W,35W
Light Source led Lamp Led COB Cree
Beam angle 20°, 24°,30°, 40°, 55°
CCT 3000K,4000K, 5000K
Light Efficiency ~2380lm, ~3000lm
CRI >85 CRI>90.
Gear box driver, Philips, HEP
Operating Temperature -25°c~+50°c
High efficiency led lens,luminous efficiency >91%
Accessories Barndoors, anti-glare ring, honey comb

TS95112

Color palette

IP20

WHITE BLACK GREY

112mm

95mm

166*64mm

45mm

Adjustable 350°
90°

Model LINO  TS85104L 

Input Voltage 110-240VAC, 220-240VAC /50-60Hz
Power 20W,28W
Light Source led Lamp Led COB Cree
Beam angle 12°, 25°, 36°
CCT 3000K,4000K, 5000K
Light Efficiency ~1800lm, ~2500lm
CRI >85 CRI>90.
Gear box driver, Philips, HEP
Operating Temperature -25°c~+50°c
High efficiency led lens,luminous efficiency >91%
Accessories Barndoors, anti-glare ring, honey comb

TS85104L

Color palette

IP20

WHITE BLACK GREY

104mm

85mm

166*64mm

45mm

Adjustable 350°
90°

Model LINO  TS85104R 

Input Voltage 110-240VAC, 220-240VAC /50-60Hz
Power 20W,28W
Light Source led Lamp Led COB Cree
Beam angle 12°, 24°, 45°, 55°
CCT 3000K,4000K, 5000K
Light Efficiency ~1800lm, ~2500lm
CRI >85 CRI>90.
Gear box driver, Philips, HEP
Operating Temperature -25°c~+50°c
High efficiency led lens,luminous efficiency >91%
Accessories Barndoors, anti-glare ring, honey comb

TS85104L

Color palette

IP20

WHITE BLACK GREY

104mm

85mm

166*64mm

45mm

Adjustable 350°
90°

LINO SERIES
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Model BEACON  TS125125 

Input Voltage 110-240VAC, 220-240VAC /50-60Hz
Power 28W,35W
Light Source led Lamp Led COB Cree
Beam angle 12°, 24°, 36°
CCT 3000K,4000K, 5000K
Light Efficiency ~2500lm, ~3200lm
CRI >85 CRI>90.
Gear box driver, Philips, HEP
Operating Temperature -25°c~+50°c
High efficiency led lens,luminous efficiency >91%
Accessories Barndoors, anti-glare ring, honey comb

TS125125

Color palette

IP20

WHITE BLACK GREY

Adjustable 350°
90°

186mm

36mm 125mm
50mm

125mm

*Ultra thin Lens and anti-glare design
*Aluminium re�ector as an option

Model ROME  TS115104  

Input Voltage 110-240VAC, 220-240VAC /50-60Hz
Power 28W,35W
Light Source led Lamp Led COB Cree
Beam angle 15°,30°,45°,60°
CCT 3000K,4000K, 5000K
Light Efficiency ~2400lm, ~3200lm
CRI >85 CRI>90.
Gear box driver, Philips, HEP
Operating Temperature -25°c~+50°c
High efficiency led lens,luminous efficiency >91%
Accessories Barndoors, anti-glare ring, honey comb

TS115104

Color palette

IP20

WHITE BLACK GREY

Adjustable 350°
90°

122*122mm

48mm

104mm

Ø115mm

TS106123

Color palette

IP20

WHITE BLACK GREY

123mm

106mm

168*90mm

45mm

Adjustable 350°
90°

Model LINO  TS106123  

Input Voltage 110-240VAC, 220-240VAC /50-60Hz
Power 28W,35W
Light Source led Lamp Led COB Cree
Beam angle 15°,30°,45°,60°
CCT 3000K,4000K, 5000K
Light Efficiency ~2350lm, ~3100lm
CRI >85 CRI>90.
Gear box driver, Philips, HEP
Operating Temperature -25°c~+50°c
High efficiency led lens,luminous efficiency >91%
Accessories Barndoors, anti-glare ring, honey comb

TS106123L

Color palette

IP20

WHITE BLACK GREY

123mm

106mm

168*90mm

45mm

Adjustable 350°
90°

Model LINO  TS106123L  

Input Voltage 110-240VAC, 220-240VAC /50-60Hz
Power 28W,35W
Light Source led Lamp Led COB Cree
Beam angle 12°, 24°, 36°
CCT 3000K,4000K, 5000K
Light Efficiency ~2650lm, ~3300lm
CRI >85 CRI>90.
Gear box driver, Philips, HEP
Operating Temperature -25°c~+50°c
High efficiency led lens,luminous efficiency >91%
Accessories Barndoors, anti-glare ring, honey comb

LINO SERIES

ROME SERIES

BEACON SERIES
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VENICE SERIES

Model VENICE  TS9595 

Input Voltage 110-240VAC, 220-240VAC /50-60Hz
Power 35W
Light Source led Lamp Led COB Cree
Beam angle 20°, 24°, 30°, 40°, 55°
CCT 3000K,4000K, 5000K
Light Efficiency ~3100lm
CRI >85 CRI>90.
Gear box driver, Philips, HEP
Operating Temperature -25°c~+50°c
High efficiency Al.Anodized Specular Silver Reflector

TS9595

Color palette

IP20

WHITE BLACK GREY

Adjustable 350°
90°

117*117mm

45mm

130mm

95*95mm

Model VENICE  TS8585 

Input Voltage 110-240VAC, 220-240VAC /50-60Hz
Power 28W
Light Source led Lamp Led COB Cree
Beam angle 15°, 30°, 45°, 55°
CCT 3000K,4000K, 5000K
Light Efficiency ~2450lm
CRI >85 CRI>90.
Gear box driver, Philips, HEP
Operating Temperature -25°c~+50°c
High efficiency Al.Anodized Specular Silver Reflector

TS8585

Color palette

IP20

WHITE BLACK GREY

Adjustable 350°
90°

106*87mm

45mm

120mm

85*85mm

TS9595

Color palette

IP20

WHITE BLACK GREY

Adjustable 350°
90°

150mm

50mm

95*95mm

130mm

102mm
Model TRIX  TS9595 

Input Voltage 110-240VAC, 220-240VAC /50-60Hz
Power 35W
Light Source led Lamp Led COB Cree
Beam angle 12°, 24°, 36°
CCT 3000K,4000K, 5000K
Light Efficiency ~3100lm
CRI >85 CRI>90.
Gear box driver, Philips, HEP
Operating Temperature -25°c~+50°c
High efficiency AL.Anodized Specular Silver Reflector

Model TRIX  TS8585 

Input Voltage 110-240VAC, 220-240VAC /50-60Hz
Power 28W
Light Source led Lamp Led COB Cree
Beam angle 12°, 24°, 36°
CCT 3000K,4000K, 5000K
Light Efficiency ~2450lm
CRI >85 CRI>90.
Gear box driver, Philips, HEP
Operating Temperature -25°c~+50°c
High efficiency AL.Anodized Specular Silver Reflector

TS8585

Color palette

IP20

WHITE BLACK GREY

Adjustable 350°
90°

145mm

50mm

85*85mm

120mm

TRIX SERIES
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VANZO SERIES

TS95112  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 25W
Luminous �ux ~2200lm
Light Source CREE COB
CCT  2700K, 3000K, 4000K, 5000K
CRI >80 CRI>90 
Optical components Lens and honey comb
Beam Angle  Reflector 15°, 24°, 36°
Driver Built-in constant current DC700mA 36V
Operating Temperature -25°c~+50°

TS95133

Color palette

IP20

WHITE BLACK GREY

Adjustable 350°
90°

142mm

133mm

Ø95mm

94mm

163mm

132mm

44mm

TS95112

Color palette

IP20

WHITE BLACK GREY

Adjustable 350°
90°

142mm

112mm

Ø95mm

94mm
142mm

132mm

44mm

TS95133  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 32W
Luminous �ux ~2900lm
Light Source CREE COB
CCT  2700K, 3000K, 4000K, 5000K
CRI >80 CRI>90 
Optical components Lens and honey comb
Beam Angle  Reflector 20°, 30°, 40°
Driver Built-in constant current DC900mA 36V
Operating Temperature -25°c~+50°

TS95100

Color palette

IP20

WHITE BLACK GREY

Adjustable 350°
90°

142mm

100mm

Ø95mm

94mm
142mm

132mm

44mm

TS95100  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 16W
Luminous �ux ~1350lm
Light Source CREE COB
CCT  2700K, 3000K, 4000K, 5000K
CRI >80 CRI>90 
Optical components Lens and honey comb
Beam Angle  Reflector 12°, 24°, 36°
Driver Built-in constant current DC450mA
Operating Temperature -25°c~+50°

TS6090

Color palette

IP20

WHITE BLACK GREY

Adjustable 350°
90°

35mm

111mm
156mm

100mm

90mm

60mm

61mm
TS6090  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 11W
Luminous �ux ~900lm
Light Source CREE COB
CCT  2700K, 3000K, 4000K, 5000K
CRI >80 CRI>90 
Optical components,  lens, ring color or honey-comb as an option
Beam Angle  Reflector 18°, 24°, 36°, 60°
Driver Built-in constant current DC300mA
Operating Temperature -25°c~+50°

TS95100

Color palette

IP20

WHITE BLACK GREY

142mm

100mm

Ø95mm

94mm

142mm

132mm

44mm

Adjustable 350°
90°

TS95100  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 11W
Luminous �ux ~900lm
Light Source CREE COB
CCT  2700K, 3000K, 4000K, 5000K
CRI >80 CRI>90 
Optical components lens, ring color or honey-comb as an option
Beam Angle  Reflector 18°, 24°, 36°, 60°
Driver Built-in constant current 
Operating Temperature -25°c~+50°
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FLY SERIES

TS300110

Color palette

IP20

WHITE BLACK GREY

300mm
22mm

110mm

300mm

TS111155  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 11W
Luminous �ux ~840lm
Light Source OSRAM SMT led
CCT  2700K, 3000K, 4000K, 5000K
CRI >80 
Optical components Lens and honey comb
Beam Angle  Reflector 90°
Driver Built-in constant current DC300mA 36V
Operating Temperature -25°c~+50°

TS300110  Track Spotlight

Input Voltage 100-240VAC/ 50-60Hz
Light Power 20W
Luminous �ux ~1500lm
Light Source SAMSUNG
CCT  3000K, 4000K, 5000K
CRI >80 
Optical components LGP
Beam Angle  Reflector 90°
Driver Built-in constant current 
Operating Temperature -25°c~+50°

TS111155

Color palette

IP20

WHITE BLACK GREY

155mm
200mm

111mm
111mm
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MS4035 3W

MS5818S 3W MS5042R 3W

MS5054 3W

MS5042S 3W MS60100 1W MS80100 2*1W MS9090 2W

MS5035 3W MS5828 3W MS820 3W MS022 3W MS020 3W

Our  MINI SPOTLIGHT are made from Aluminium Die-casting, electrostatic powder coating.and aluminum Reflectors made from Aluminium anodized 
specular silver.
Brand of Chip CREE and other brands like Citizen and Bridgelux available,
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz

Model Mini Spotlight 
Series Petite reference    
MS5820 3W ~190lm 
black color
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PETITE SERIES

MS5820

Color palette

IP20

WHITE BLACK

58mm

20mm

50mm

25°

lens

MS5022 

Input Voltage AC220-240V, Multivoltage
Light Power 3W
Luminous �ux ~190lm
Light Source CREE cob led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90,95,97 as an option
Beam Angle lens 24°, 38°
Driver, Khun, Xz, Philips other options available

MS5820 

Input Voltage AC220-240V, Multivoltage
Light Power 3W
Luminous �ux ~190lm
Light Source CREE cob led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90,95,97 as an option
Beam Angle lens 24°, 38°
Driver, Khun, Xz, Philips other options available

MS5022

Color palette

IP20

WHITE BLACK

50mm

22mm

44mm

lens

MS5828

Color palette

IP20

WHITE BLACK

58mm

28mm

50mm

25°

lens

MS5828 

Input Voltage AC220-240V, Multivoltage
Light Power 3W
Luminous �ux ~190lm
Light Source CREE cob led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90,95,97 as an option
Beam Angle lens 24°, 38°
Driver, Khun, Xz, Philips other options available

MS5035

Color palette

IP20

WHITE BLACK

50mm

35mm

45mm

25°

lens

MS5035 

Input Voltage AC220-240V, Multivoltage
Light Power 3W
Luminous �ux ~190lm
Light Source CREE cob led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90,95,97 as an option
Beam Angle lens 10°, 20°, 40°
Driver, Khun, Xz, Philips other options available

MS4035

Color palette

IP20

WHITE BLACK

40mm

35mm

35mm

lens

MS4035 

Input Voltage AC220-240V, Multivoltage
Light Power 3W
Luminous �ux ~190lm
Light Source CREE cob led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90 as an option
Beam Angle lens 10°, 20°, 40°
Driver, Khun, Xz, Philips other options available



MINI SPOTLIGHT nelux architectural lightingnelux architectural lightingnelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk 62

PETITE SERIES

MS5042 Square

Color palette

IP20

WHITE BLACK

50mm

41.5mm
lens

50mm

40mm

MS5042 Square 

Input Voltage AC220-240V, Multivoltage
Light Power 3W
Luminous �ux ~190lm
Light Source CREE cob led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90,95,97 as an option
Beam Angle lens  25°
Driver, Khun, Xz, Philips other options available

MS5042 Round

Color palette

IP20

WHITE BLACK

50mm

41.5mm
lens

40mm

MS5042 Round 

Input Voltage AC220-240V, Multivoltage
Light Power 3W
Luminous �ux ~190lm
Light Source CREE cob led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90,95,97 as an option
Beam Angle lens  25°
Driver, Khun, Xz, Philips other options available

MS5818S

Color palette

IP20

WHITE BLACK

58mm

18mm

lens

Surface mounted

MS5818S 

Input Voltage AC220-240V, Multivoltage
Light Power 3W
Luminous �ux ~190lm
Light Source CREE cob led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90,95,97 as an option
Beam Angle lens 15°, 24°
Driver, Khun, Xz, Philips other options available

MS5020

Color palette

IP20

WHITE BLACK

50mm

20mm

44mm

lens

MS5020 

Input Voltage AC220-240V, Multivoltage
Light Power 3W
Luminous �ux ~190lm
Light Source CREE cob led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90,95,97 as an option
Beam Angle lens 24°, 38°
Driver, Khun, Xz, Philips other options available
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PETITE SERIES

MS5054 

Color palette

IP20

WHITE BLACK

50mm 50mm

54mm

35mm

MS5054  

Input Voltage AC220-240V, Multivoltage
Light Power 3W
Luminous �ux ~190lm
Light Source CREE cob led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90,95,97 as an option
Beam Angle lens  20°
Driver, Khun, Xz, Philips other options available

MS9090 

Color palette

IP20

90mm

90mm

68*68mm

WHITE BLACK  GREY

MS9090  

Input Voltage AC220-240V, Multivoltage
Light Power 2W
Luminous �ux ~160lm
Light Source CREE cob led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90,95,97 as an option
Beam Angle  36°
Driver, Khun, Xz, Philips other options available

MS80100 

Color palette

IP20

WHITE BLACK

80mm

100mm

 80*70mm

lens

MS80100  

Input Voltage AC220-240V, Multivoltage
Light Power 2*1W
Luminous �ux ~160lm
Light Source CREE cob led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90,95,97 as an option
Beam Angle lens  20°
Driver, Khun, Xz, Philips other options available

MS60100 

Color palette

IP20

WHITE BLACK

60mm

100mm

 80*50mm

lens

MS60100  

Input Voltage AC220-240V, Multivoltage
Light Power 1*1W
Luminous �ux ~80lm
Light Source CREE cob led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90,95,97 as an option
Beam Angle lens  20°
Driver, Khun, Xz, Philips other options available
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We suggest you to use a modern, energy-effi-
cient LED lighting technology like Mini Combi 
and Combi models can be easily integrated 
into your projects and provide the necessary 
light therefore creating a pleasant atmosphere.
Different frames and different power available 
in these series.

MINI COMBI 3
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MINI COMBI 3

Ø45mm Ø45mm Ø45mmØ45mm Ø45mm

Ø35mm

46mm

Ø37mm

46mm

Ø35mm
Ø37mm

Ø35mm
Ø37mm

35mm35mm

Ø35mm
Ø37mm

Ø40mm
Ø41mm

48mm

Light Engine

+

MINI COMBI 3W

IP20 IP65

Application to Hotels

3 Years Warranty

With MINI COMBI products architectural features, artwork, 
textures, foliage, corridors, rooms or other features are subtly 
highlighted, in a sympathetic and tasteful way bringing key 
elements to life and add interest and energy to a space.

Applications
Hotels, apartments, private villa, museums, private residences,
restaurants, cafe, ...

CREE XT-E white CREE XT-E blue royal



MINI COMBI and COMBI light nelux architectural lightingnelux architectural lightingnelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hkwww.nelux.com.hk

MINI COMBI 3

Ø40mm
Ø41mm

48mm

MINI COMBI 3W

Main Features
Housing made from pure aluminum
Input Voltage 220-240VAC, Multi-voltage  110-260VAC 50/60Hz
Output Wattage 3W
Led Luminous Flux 210lm
Led Source CREE XPE led
CCT 2700K, 3000K, 5000K
Beam Angle 10°, 15°, 25°, 30°, 45°, 60°

STANDARD 
LED DRIVER
(1-3)*1W
Input AC100-260V 50/60Hz
Output DC3V 700mA+-5%
Optional 
Dimming Led Driver
0-10V Driver 10W for 4 Mini Combi 100-265V Output V 10-15V 700mA PF>0.9
0-10V Driver 20W for 7 Mini Combi 100-265V Output V 15-25V 700mA PF>0.9
Trailing edge driver
Trailing edge 6-12W mini combi 2-4pcs
Trailing edge 15-18W mini combi 5-6pcs

MINI COMBI APPLICATION

CREE XT-E XP-E white CREE XT-E  XP-E blue royal

Clear surface lens 10°

Clear beads lens 10°, 15°, 25°, 30°, 45°, 60°
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COMBI 8

Ø95mm Ø95mm Ø95mmØ95mm Ø95mm

Ø85mm

66mm

Ø80mm

66mm

Ø85mm
Ø80mm

Ø85mm
Ø80mm

53mm53mm

Ø85mm
Ø80mm

Ø85mm
Ø80mm

66mm

Light Engine

+

COMBI 8 

IP20 IP65

Application to Hotels

3 Years Warranty

With COMBI 8 products architectural features, artwork, textures, 
foliage, corridors, rooms or other features are subtly highlight-
ed, in a sympathetic and tasteful way bringing key elements to 
life and add interest and energy to a space.

Applications
Hotels, apartments, private villa, museums, private residences,
restaurants, cafe, ...
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COMBI 8

Ø49.80mm

31.50mm

Ø54mm

COMBI 8

Main Features
Housing made from pure aluminum
Input Voltage 220-240VAC, Multi-voltage  110-260VAC 50/60Hz
Output Wattage ~7W
Led Luminous Flux 560lm
Led Source CREE  led
CCT 2700K, 3000K, 5000K
Beam Angle 30°, 45°, 60°

STANDARD 
LED DRIVER
1*8W
Input AC100-260V 50/60Hz
Output DC36V 200mA+-5%
Optional 
Dimming Led Driver
Trailing edge driver

COMBI APPLICATION
Clear surface lens 30°, 45°, 60°

Clear beads lens 30°, 45°, 60°

Ø95mm

53mm

Frame

Ø80mm

Ø49.80mm

Ø54.00mm

Light Engine

31.50mm
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Our  DECORATIVE LAMPS are made from Aluminium, electrostatic powder coating, aluminum Reflectors made from Aluminium anodized specular silver, 
and a lot of different materials to make the rigth product for the right place.
Brand of Chip CREE and other brands like Citizen and Bridgelux available,
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz

ND111155 12W

ND300310  E27

ND252181  8W ND252175  8W ND185180 E27 ND345340 E27 ND180150 E27

ND400380  E27 ND16093 8W ND230140 8W ND310182 8W ND132117 4W

ND110232 12W ND170315 16W ND260206 25W ND130200 10W
ND160232 16W
ND200312 32W

ND200210 E27

Decorative Lamps, 
DECORE Series, refer-
ences ND180150 E27
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DECORATIVE LAMPS
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DECORE SERIES

ND111155 

Input Voltage AC220-240V, Multivoltage
Light Power 12W
Luminous �ux ~840lm
Light Source OSRAM SMT Led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90 as an option
Beam Angle lens 90°
Driver Built-in Khun, Xz, Philips other options available
Output DC300mA 36V

Color palette

IP20

WHITE BLACK

111mm111mm

55mm

111mm 111mm

155mm

ND111155

ND110232
ND170315 

Input Voltage AC220-240V, Multivoltage
Light Power 12W and 16W
Luminous �ux ~600lm and ~1080lm
Light Source CREE Cob Led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90 as an option
Beam Angle lens 24°, 40°, 60°
Driver Built-in Khun, Xz, Philips other options available
Output DC300mA 36V and DC4050mA 36V

Color palette

IP20ND110232
ND170315

ø57mm

108mm

232mm

ø110mm

ø82mm

125mm

315mm

ø170mm

WHITE BLACK  YELLOW
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DECORE SERIES

ND260206

Input Voltage AC220-240V, Multivoltage
Light Power 25W
Luminous �ux ~2400lm
Light Source CREE Cob Led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90 as an option
Beam Angle lens 24°, 40°, 60°
Driver Built-in Khun, Xz, Philips other options available
Output DC700mA 36V

Color palette

IP20ND260206

WHITE BLACK  BK-GOLD

Color palette

IP20ND130200

WHITE BLACK  BK-GOLD

70mm

140mm

200mm

130mm

ND130200

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~840lm
Light Source CREE Cob Led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90 as an option
Beam Angle lens 15°, 20°, 30°, 40°
Driver Built-in Khun, Xz, Philips other options available
Output DC300mA 36V

Color palette

IP20ND160232

WHITE BLACK  BK-GOLD

70mm

140mm

232mm

160mm

ND160232

Input Voltage AC220-240V, Multivoltage
Light Power 16W
Luminous �ux ~1350lm
Light Source CREE Cob Led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90 as an option
Beam Angle lens 10°, 15°, 24°, 38°
Driver Built-in Khun, Xz, Philips other options available
Output DC450mA 36V

ND200312

Input Voltage AC220-240V, Multivoltage
Light Power 32W
Luminous �ux ~2800lm
Light Source CREE Cob Led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90 as an option
Beam Angle lens 15°, 24°, 38°
Driver Built-in Khun, Xz, Philips other options available
Output DC900mA 36V

Color palette

IP20ND200312

WHITE BLACK  BK-GOLD

70mm

140mm

312mm

200mm
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DECORATIVE LAMPS
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DECORE SERIES

ND200210

Input Voltage AC220-240V, Multivoltage
Light Power E27 bulb
Luminous �ux depending on bulb
Light Source  Led bulb
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°

ND200210

Color palette

IP20

2
Years
Warranty

WHITE BLACK  SILVER

1200mm

210mm

200mm

ND300310

Input Voltage AC220-240V, Multivoltage
Light Power E27 bulb
Luminous �ux depending on bulb
Light Source  Led bulb
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°

ND400380

Input Voltage AC220-240V, Multivoltage
Light Power E27 bulb
Luminous �ux depending on bulb
Light Source  Led bulb
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°

ND300310

Color palette

IP20

2
Years
Warranty

WHITE BLACK  SILVER

1200mm

310mm

300mm

ND400380

Color palette

IP20

2
Years
Warranty

WHITE BLACK  SILVER

1200mm

380mm

400mm
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DECORE SERIES

ND16093

Input Voltage AC220-240V, Multivoltage
Light Power 8W
Luminous �ux ~700lm
Light Source CREE Cob Led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90  CRI>94 as an option
Beam Angle Flood
Driver Built-in Khun, Xz, Philips other options available
Output DC300mA 36V

Color palette

IP20ND16093

Brown, Transparent, Olive gree,
Smokey grey and customized

nelux D A L I0-10V
Dimmable

82mm
110mm

160mm

371mm

35mm

93mm

ND230140

Input Voltage AC220-240V, Multivoltage
Light Power 8W
Luminous �ux ~700lm
Light Source CREE Cob Led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90  CRI>94 as an option
Beam Angle Flood
Driver Built-in Khun, Xz, Philips other options available
Output DC450mA 36V

IP20ND230140

Color palette Brown, Transparent, Olive gree,
Smokey grey and customized

nelux D A L I0-10V
Dimmable

140mm

230mm

110mm
84mm

35mm

418mm

IP20ND310182

Color palette Brown, Transparent, Olive gree,
Smokey grey and customized

nelux D A L I0-10V
Dimmable

182mm

310mm

35mm
84mm

110mm

ND310182

Input Voltage AC220-240V, Multivoltage
Light Power 8W
Luminous �ux ~700lm
Light Source CREE Cob Led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90  CRI>94 as an option
Beam Angle Flood
Driver Built-in Khun, Xz, Philips other options available
Output DC900mA 36V
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DECORE SERIES

Color palette

IP20ND130117

110mm
84mm

130mm

117mm

616mm

WHITE BLACK

ND130117

Input Voltage AC220-240V, Multivoltage
Light Power 4W 
Luminous �ux ~275lm 
Light Source  Led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90  CRI>94 as an option
Beam Angle Flood
Driver Built-in Khun, Xz, Philips other options available

ND252181

Input Voltage AC220-240V, Multivoltage
Light Power8W
Luminous �ux 440lm
Light Source  Led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90  CRI>94 as an option
Beam Angle Flood
Driver Built-in Khun, Xz, Philips other options available

IP20ND252175

Color palette

110mm
84mm

252mm

175mm

662mm

WHITE BLACK

IP20ND252181

Color palette

110mm
84mm

252mm

181mm

662mm

WHITE BLACK

ND252175

Input Voltage AC220-240V, Multivoltage
Light Power  8W
Luminous �ux ~440lm
Light Source  Led
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI>90  CRI>94 as an option
Beam Angle Flood
Driver Built-in Khun, Xz, Philips other options available
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ND185180

Input Voltage AC220-240V, Multivoltage
Light Power E27 bulb
Luminous �ux depending on bulb
Light Source  Led bulb
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Main Colours: Plated chrome outside, 
and white inside. plated copper/gold 
outside and white inside.

ND185180

Color palette

IP20

2
Years
Warranty

WHITE BLACK  SILVER

Ø185mm

180mm

1200mm
cable

ND345340

Input Voltage AC220-240V, Multivoltage
Light Power E27 bulb
Luminous �ux depending on bulb
Light Source  Led bulb
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Main Colours: Plated chrome outside, 
and white inside. plated copper/gold 
outside and white inside.

ND345340

Color palette

IP20

2
Years
Warranty

WHITE BLACK  SILVER

Ø345mm

340mm

1200mm
cable

ND180150

Input Voltage AC220-240V, Multivoltage
Light Power E27 bulb
Luminous �ux depending on bulb
Light Source  Led bulb
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Main Colours: Plated chrome outside, 
and white inside. plated copper outside 
and white inside.

ND180150

Color palette

IP20

2
Years
Warranty

WHITE BLACK  SILVER

Ø180mm

150mm

1200mm
cable



CEILING SURFACE nelux architectural lightingnelux architectural lightingnelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk 76

SM100105 10W
SM100130 15W

SM100115 10W
SM100132 15W

CS63205 10W
CS76235 16W
CS90265 25W

CS60155 10W

CS8598 11W CS8598SMT 6W CS135102SMT 16W SM100100 18W CS95130 10W, 15W
CS135188 15W, 20W, 25W
CS 160200 25W, 30W, 35W

CS95130S10W, 15W
CS135188S 15W, 20W, 25W
CS 160200S 25W, 30W, 35W

CS85173 21W CS111168SMT 11W

Our  CEILING SURFACE products  are made from Aluminium Die-casting, electrostatic powder coating.and aluminum Reflectors made from Aluminium 
anodized specular silver, PMMA and different materials, to achieve the right parameters for each project.
Brand of Chip CREE and other brands like Citizen and Bridgelux available,
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz

Ceiling surface, Belly series, 
reference SM100132 15W 
finished in white color
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BELLY  SERIES

105mm

100mm

SM100105SM100105 and SM100130 

The lamp housing is made from aluminum,frame form
die-casting paint sprayed in white or black/Fabricado en aleación
de aluminio, acabados en blanco y negro
Light Source/ Fuente de Luz COB Cree, Citizen, Bridgelux
Power/Potencia 10W ~625lm,   15W ~925lm
CRI/IRC >80 (90,95 and/y 97 as an option/ opcional)
CCT/Temperatura color 2700K, 3000K, 4000K, 5000K
Beam angle/Angulo apertura 25°, 40°, 50°
OPTIONS/OPCIONES *Fix or Tiltable/Fijo o basculante

*triac dimmable, 0/1-10V, DALI 

Applications/Aplicaciones: Hotel, Apartments, Villas, Residences,
Restaurants, Cafe, Home, ...

IP20 RoHs

130mm

100mm

SM100130

115mm

100mm
100mm

SM100115

SM100115 and SM100132 

The lamp housing is made from aluminum,frame form
die-casting paint sprayed in white or black/Fabricado en aleación
de aluminio, acabados en blanco y negro
Light Source/ Fuente de Luz COB Cree, Citizen, Bridgelux
Power/Potencia 10W ~636lm,   15W ~980lm
CRI/IRC >80 (90,95 and/y 97 as an option/ opcional)
CCT/Temperatura color 2700K, 3000K, 4000K, 5000K
Beam angle/Angulo apertura 25°, 40°, 50°
OPTIONS/OPCIONES *Fix or Tiltable/Fijo o basculante

*triac dimmable, 0/1-10V, DALI 

Applications/Aplicaciones: Hotel, Apartments, Villas, Residences,
Restaurants, Cafe, Home, ...

IP20 RoHs

132mm

100mm
100mm

SM100132
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CANY SERIES

350°

90°

205mm
180mm

24mm

Ø63mm

IP20CS63205

Color palette
BK GD WHITE BLACK BK WH

CS63205

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~725lm
Light Source CREE COB
CCT 2700K, 3000K, 4000K, 5000K
CRI 80 as standard, CRI90, CRI97
Beam Angle 18°, 24°, 38°, 60°
Output DC36V 300mA 

350°

90°

265mm
240mm

24mm

Ø90mm

IP20CS90265

Color palette
BK GD WHITE BLACK BK WH

CS76235

Input Voltage AC220-240V, Multivoltage
Light Power 16W
Luminous �ux ~1140lm
Light Source CREE COB
CCT 2700K, 3000K, 4000K, 5000K
CRI 80 as standard, CRI90, CRI97
Beam Angle 18°, 24°, 38°
Output DC36V 450mA 

350°

90°

235mm
210mm

24mm

Ø76mm

IP20CS76235

Color palette
BK GD WHITE BLACK BK WH

CS90265

Input Voltage AC220-240V, Multivoltage
Light Power 25W
Luminous �ux ~1800lm
Light Source CREE COB
CCT 2700K, 3000K, 4000K, 5000K
CRI 80 as standard, CRI90, CRI97
Beam Angle 18°, 24°, 38°
Output DC36V 700mA 
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BALI SERIES

PILL SERIES

HOT SERIES

IP20CS60155

Color palette

65mm

90mm

Ø60mm

350°

90°

BK GD WHITE BLACK BK WH

IP20CS85173

Color palette

350°

90°

Ø85mm

106mm

63mm

173mm

BK GD WHITE BLACK BK WH

CS111168SMT

Input Voltage AC220-240V, Multivoltage
Light Power 11W
Luminous �ux ~840lm
Light Source SMT led osram
CCT 2700K, 3000K, 4000K, 5000K, 6500K
CRI 80 
Beam Angle 90°
Output DC36V 300mA 

CS60155

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~900lm
Light Source CREE COB
CCT 2700K, 3000K, 4000K, 5000K
CRI 80 as standard, CRI90, CRI97
Beam Angle 18°, 24°, 38°, 60°
Output DC36V 300mA 

CS85173

Input Voltage AC220-240V, Multivoltage
Light Power 21W
Luminous �ux ~1900lm
Light Source CREE COB
CCT 2700K, 3000K, 4000K, 5000K
CRI 80 as standard, CRI90, CRI97
Beam Angle 15°, 30°, 40°
Output DC36V 600mA 

IP20CS111168SMT

Color palette
BK GD WHITE BLACK BK WH

168mm

111mm 111mm
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PILL SERIES

CS8598

Input Voltage AC220-240V, Multivoltage
Light Power 11W
Luminous �ux ~840lm
Light Source CREE COB
CCT 2700K, 3000K, 4000K, 5000K
CRI 80 as standard, CRI90, CRI97
Beam Angle 15°, 24°, 40°
Output DC36V 300mA 

CS8598SMT

Input Voltage AC220-240V, Multivoltage
Light Power 6W
Luminous �ux ~560lm
Light Source SMT led edison
CCT 2700K, 3000K, 4000K, 5000K, 6500K
CRI 80 
Beam Angle 90°
Output DC21V 300mA 

CS135102SMT

Input Voltage AC220-240V, Multivoltage
Light Power 16W
Luminous �ux ~1500lm
Light Source SMT led edison
CCT 2700K, 3000K, 4000K, 5000K, 6500K
CRI 80 
Beam Angle 90°
Output DC36V 450mA 

IP20CS8598

Color palette

350°

90°

BK GD WHITE BLACK BK WH

50mm

44mm

Ø85mm

98mm

nelux

nelux

IP20CS8598SMT

Color palette

350°

90°

BK GD WHITE BLACK BK WH

50mm

44mm

Ø85mm

98mm

nelux

nelux

IP20CS135102SMT

Color palette

350°

90°

BK GD WHITE BLACK BK WH

49mm

49mm

Ø135mm

102mm

nelux
nelux
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CUBE SERIES

SM100100  

The lamp housing is made from aluminum,frame form
die-casting paint sprayed.
Light Source/ Fuente de Luz COB Cree, Citizen, Bridgelux
Power/Potencia 18W ~1160lm
CRI/IRC >80 (90,95 and/y 97 as an option/ opcional)
CCT/Temperatura color 2700K, 3000K, 4000K, 5000K
Beam angle/Angulo apertura 40°
OPTIONS/OPCIONES 
*triac dimmable, 0/1-10V, DALI 

Applications/Aplicaciones: Hotel, Apartments, Villas, Residences,
Restaurants, Cafe, Home, ...

100mm

100mm 100mm

SM100100 IP20

Color palette
BK GD WHITE BLACK BK WH
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BEAUTY SERIES

Color palette

IP20CS95130

WHITE BLACK

130mm

Ø95mm

GOLD WHITE BLACK SILVER

Cover color

CS95130

Input Voltage AC220-240V, Multivoltage
Light Power 10W and 15W 
Luminous �ux ~650lm and ~1070lm 
Light Source  CITIZEN led
CCT 2700K, 3000K, 4000K
CRI>90  as standard CRI>97 as an option
Beam Angle 17°, 25°, 36°, 60°

Color palette

IP20CS135188

WHITE BLACK

188mm

Ø135mm

GOLD WHITE BLACK SILVER

Cover color

CS135188

Input Voltage AC220-240V, Multivoltage
Light Power 15W, 20W and 25W 
Luminous �ux lm and ~1070lm, ~1600lm, ~2020lm 
Light Source  CITIZEN led
CCT 2700K, 3000K, 4000K
CRI>90  as standard CRI>97 as an option
Beam Angle 17°, 25°, 36°, 60°

Color palette

IP20CS160200

WHITE BLACK

200mm

Ø160mm

GOLD WHITE BLACK SILVER

Cover color

CS160200

Input Voltage AC220-240V, Multivoltage
Light Power 25W, 30W and 35W 
Luminous �ux lm and ~2020lm, ~2550lm, ~ 2870lm 
Light Source  CITIZEN led
CCT 2700K, 3000K, 4000K
CRI>90  as standard CRI>97 as an option
Beam Angle 17°, 25°, 36°, 60°
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BEAUTY SERIES

Color palette

IP20CS95130S

WHITE BLACK

130mm

Ø95mm

GOLD WHITE BLACK SILVER

Cover color

CS95130S

Input Voltage AC220-240V, Multivoltage
Light Power 10W and 15W 
Luminous �ux ~650lm and ~1070lm 
Light Source  CITIZEN led
CCT 2700K, 3000K, 4000K
CRI>90  as standard CRI>97 as an option
Beam Angle 17°, 25°, 36°, 60°

Color palette

IP20CS135188S

WHITE BLACK

188mm

Ø135mm

GOLD WHITE BLACK SILVER

Cover color

CS135188S

Input Voltage AC220-240V, Multivoltage
Light Power 15W, 20W and 25W 
Luminous �ux lm and ~1070lm, ~1600lm, ~2020lm 
Light Source  CITIZEN led
CCT 2700K, 3000K, 4000K
CRI>90  as standard CRI>97 as an option
Beam Angle 17°, 25°, 36°, 60°

Color palette

IP20CS160200S

WHITE BLACK

200mm

Ø160mm

GOLD WHITE BLACK SILVER

Cover color

CS160200S

Input Voltage AC220-240V, Multivoltage
Light Power 25W, 30W and 35W 
Luminous �ux lm and ~2020lm, ~2550lm, ~ 2870lm 
Light Source  CITIZEN led
CCT 2700K, 3000K, 4000K
CRI>90  as standard CRI>97 as an option
Beam Angle 17°, 25°, 36°, 60°
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THINY SERIES

Color palette

IP54PF25055

WHITE BLACK

GOLD WHITE BLACK SILVER

Cover color

Ø250mm

55mm

PF25055 Ceiling Surface Bulkhead

Input Voltage AC220-240V, Multivoltage
Light Power 12W 
Luminous �ux ~1200lm 
Light Source  SMD led
CCT  3000K, 4000K
CRI>80  as standard 
Beam Angle 180°
Interchange Bezels: polish chrome, stain nickle, black 
or any other OEM colour available.
Optional: Dimmable, CCT change, Sensor,

Color palette

IP54PF30055

WHITE BLACK

GOLD WHITE BLACK SILVER

Cover color

Ø300mm

55mm

PF30055 Ceiling Surface Bulkhead

Input Voltage AC220-240V, Multivoltage
Light Power 18W 
Luminous �ux ~1800lm 
Light Source  SMD led
CCT  3000K, 4000K
CRI>80  as standard 
Beam Angle 180°
Interchange Bezels: polish chrome, stain nickle, black 
or any other OEM colour available.
Optional: Dimmable, CCT change, Sensor,Emergency

Color palette

IP54PF38055

WHITE BLACK

GOLD WHITE BLACK SILVER

Cover color

Ø380mm

55mm

PF38055 Ceiling Surface Bulkhead

Input Voltage AC220-240V, Multivoltage
Light Power 25W 
Luminous �ux ~2500lm 
Light Source  SMD led
CCT  3000K, 4000K
CRI>80  as standard 
Beam Angle 180°
Interchange Bezels: polish chrome, stain nickle, black 
or any other OEM colour available.
Optional: Dimmable, CCT change, Sensor,Emergency
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BL50732 3W

BL100100100R 12W

BL228100 3W

BL2601480 3W

BL100100100 6.8W

BL230120+USB 3W

BL170505 3W

BL140100140 3.4W

BL220205+USB E27 15W  LED3W

BL130080 3W

BL1407040 3.4W

BL185305 E27 15W LED 3W BL40370 3W

BL80080 3W

BL13013230 4.5W&2*4.5W

BL808025 3W BL15060125 3W BL12065140 3W BL11097180 3W BL150110 3W

Our  BED LIGHT are made from Aluminium Die-casting, electrostatic powder coating.and aluminum Reflectors made from Aluminium anodized specular 
silver.
Brand of Chip CREE and other brands like Citizen, Samsung ,Bridgelux available,
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz

BED light , 
series BEDD, 
reference , 
BL50732 3W 
finished in 
black color
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BEDD SERIES

BL50732 Bed Lamp
The perfect lamp for Hotel and Home/La lampara para sus 
proyectos, hoteles y hogar
Both bed reading lamp and night light, dimming by touch 
anyplace on the board, minimum brightness down to 10%./Lam-
para de lectura y luz nocturna, regulable hasta un 10% simple-
mente tocando la base de la luminaria.
Flexible silicone arm and exquisite �nish, perfect for home and 
hotel/Brazo de silicona �exible
Functions two functions reading and sleeping/Dos funciones 
disponibles de lectura y de descanso
Flexible hose adjusting to any angle/Lampara �exible ajustable a 
cualquier tipo de angulo para su comodidad
Touching housing for sleeping and button for reading/Boton de 
lectura y para funcion de descanso pase su mano sobre la base 
de la luminaria.

BL50732

Color palette

IP20

WHITE BLACK GREY

2
Years
Warranty

52mmØ82mm

32mm

507mm

Dimmable

BL50732

Input Voltage AC220-240V, AC100-130V
Light Power 3.5W
Luminous �ux ~165lm
Light Source CREE
CCT 2700K-6500K
CRI 90 as standard
Beam Angle  30°/60°
Driver, Khun, Xz
Dimmable 1-10V
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BEDD SERIES

BL12065140

Color palette

IP20

nelux 0-10V
Dimmable

WHITE BLACK GREY

2
Years
Warranty

Optional

65mm

82mm
120mm

140mm

BL11097180

Input Voltage AC220-240V, Multivoltage
Light Power 3W
Luminous �ux ~240lm
Light Source SMD2835
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Driver, Khun, Xz
Dimmable 0-10V, Triac 

BL15060125

Input Voltage AC220-240V, Multivoltage
Light Power 3W
Luminous �ux ~240lm
Light Source SMD2835
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Driver, Khun, Xz
Dimmable 0-10V, Triac 

BL11097180

Color palette

IP54

nelux 0-10V
Dimmable

WHITE BLACK GREY

2
Years
Warranty

Optional

110mm 97mm

180mm

BL150110

Input Voltage AC220-240V, Multivoltage
Light Power Edison 6W  + Samsung 1*3W
Luminous �ux ~420lm
Light Source Edison and Samsung
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Driver 3W 700mA and driver 6W 700mA Khun, Xz
Dimmable 0-10V, Triac 

BL15060125

Color palette

IP20

nelux 0-10V
Dimmable

WHITE BLACK GREY

2
Years
Warranty

Optional

60mm 125mm

150mm

BL12065140

Input Voltage AC220-240V, Multivoltage
Light Power 3W
Luminous �ux ~240lm
Light Source Samsung SMT
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Driver, Khun, Xz
Dimmable 0-10V, Triac 

BL150110

Color palette

IP20

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

BLACK SILVER WHITE

Ø150mm

110mm
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BEDD SERIES

BL228100

Input Voltage AC220-240V, Multivoltage
Light Power Samsung 1*3W
Luminous �ux ~240lm
Light Source  Samsung
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Driver 3W 700mA 
Dimmable 0-10V, Triac 

BL230120+USB

Color palette

IP20

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

120mm

120mm

176mm

230mm

WHITE BLACK  SILVER

BL230120+USB

Input Voltage AC220-240V, Multivoltage
Light Power Samsung 1*3W
Luminous �ux ~240lm
Light Source  Samsung
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Driver 3W 700mA 
Dimmable 0-10V, Triac 

BL228100

Color palette

IP20

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

100mm

100mm

157mm

228mm

WHITE BLACK  SILVER

BL220205+USB

Input Voltage AC220-240V, Multivoltage
Light Power E27 15W + led 1*3W
Luminous �ux led ~240lm
Light Source  Samsung
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Driver 6W 700mA 
Dimmable 0-10V, Triac  as an option

BL180305

Color palette

IP20

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

220mm180mm

305mm

BL220205+USB

Color palette

IP20

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

233mm

205mm

Ø220mm

BL185305

Input Voltage AC220-240V, Multivoltage
Light Power E27 15W + led 1*3W
Luminous �ux led ~240lm
Light Source  Samsung
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Driver 3W 700mA 
Dimmable 0-10V, Triac  as an option
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BEDD SERIES

BL170505

Input Voltage AC220-240V, Multivoltage
Light Power Samsung 1*3W
Luminous �ux ~240lm
Light Source  Samsung
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Driver 3W 700mA 
Dimmable 0-10V, Triac 

BL80080

Color palette

IP20

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

800mm

80mm

BL170505

Color palette

IP20

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

505mm

300mm

170mm

BL130080

Color palette

IP20

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

1300mm

80mm

BL80080

Input Voltage AC220-240V, Multivoltage
Light Power Samsung 1*3W
Luminous �ux ~240lm
Light Source  Samsung
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Driver 3W 700mA 
Dimmable 0-10V, Triac 

BL40370

Color palette

IP20

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

90mm

28mm
60mm

370mm

40mm

BL130080

Input Voltage AC220-240V, Multivoltage
Light Power Samsung 1*3W
Luminous �ux ~240lm
Light Source  Samsung
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Driver 3W 700mA 
Dimmable 0-10V, Triac 

BL40370

Input Voltage AC100-240V
Light Power Samsung 1*3W
Luminous �ux ~240lm
Light Source  Samsung
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Driver 3W 700mA 
Dimmable 0-10V, Triac as an option

BL2601480

Input Voltage AC220-240V, Multivoltage
Light Power Samsung 1*3W
Luminous �ux ~240lm
Light Source  Samsung
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  120°
Driver 3W 700mA 
Dimmable 0-10V, Triac 

BL2601480

Color palette

IP20

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

1480mm

403mm

260mm
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WALLY SERIES

BL100100100

Color palette

IP54

nelux 0-10V
Dimmable

WHITE BLACK GREY

2
Years
Warranty

Optional

100mm 100mm

100mm

BL14010040

Input Voltage AC220-240V, Multivoltage
Light Power 3.4W size (140*120*40mm) /2*3.4W
Luminous �ux ~270lm/~540lm
Light Source SMD2835
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  90°
Driver, Khun, Xz
Dimmable 0-10V, Triac 

BL100100100R

Input Voltage AC220-240V, Multivoltage
Light Power 12W
Luminous �ux ~960lm
Light Source SMD2835
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  90°
Driver, Khun, Xz
Dimmable 0-10V, Triac 

BL14010040

Color palette

IP54

nelux 0-10V
Dimmable

WHITE BLACK GREY

2
Years
Warranty

Optional

140mm

100mm

39mm

BL1407040

Input Voltage AC220-240V, Multivoltage
Light Power 3.4W/2*3.4W
Luminous �ux ~270lm/~540lm
Light Source SMD2835
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  90°
Driver, Khun, Xz
Dimmable 0-10V, Triac 

BL100100100R

Color palette

IP54

nelux 0-10V
Dimmable

WHITE BLACK GREY

2
Years
Warranty

Optional

100mm100mm

Rotatable

BL100100100

Input Voltage AC220-240V, Multivoltage
Light Power 6.8W
Luminous �ux ~545lm
Light Source SMD2835
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  90°
Driver, Khun, Xz
Dimmable 0-10V, Triac 

BL1407040

Color palette

IP54

nelux 0-10V
Dimmable

WHITE BLACK GREY

2
Years
Warranty

Optional

70mm

140mm

39mm

BL13013030

Input Voltage AC220-240V, Multivoltage
Light Power 4.5W/2*4.5W
Luminous �ux ~320lm/~640lm
Light Source SMD2835
CCT 2700K, 3000K
CRI 80 as standard
Beam Angle  90°
Driver, Khun, Xz
Dimmable 0-10V, Triac 

BL13013030

Color palette

IP54

nelux 0-10V
Dimmable

30mm 130mm

132mm

WHITE BLACK GREY

2
Years
Warranty

Optional
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WALLY SERIES

BL170170

Color palette

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

170mm

170mm

75mm

IP54

BL10890-2

Color palette

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

IP54

Ø108mm

90mm

BL13540

Color palette

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

IP54

Ø135mm

40mm

BL10890-4

Color palette

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

IP54

Ø108mm

90mm

BL18040

Color palette

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

IP54

Ø180mm

40mm

BL170170 wall light made from aluminum 
die-casting + acrylic diffuser

Input Voltage AC200-240V
Light Power 7W
Luminous Flux ~420lm
Light Source Bridgelux cob
CCT  3000K, 4000K
CRI 80 as standard
Beam Angle 120°
Driver Khün 

BL10890-2  wall light made from aluminum 
die-casting + acrylic diffuser

Input Voltage AC200-240V
Light Power 2*1W
Luminous Flux ~70lm
Light Source CREE XTE
CCT  3000K, 4000K
CRI 80 as standard
Beam Angle 60°
Driver Khün 

BL13540  wall light made from aluminum 
die-casting +  pc diffuser

Input Voltage AC200-240V
Light Power 6W
Luminous Flux ~420lm
Light Source Everlight SMD
CCT  3000K, 4000K
CRI 80 as standard
Beam Angle 360°
Driver Khün 

BL10890-4  wall light made from alumi-
num die-casting + acrylic diffuser

Input Voltage AC200-240V
Light Power 4*1W
Luminous Flux ~70lm
Light Source CREE XTE
CCT  3000K, 4000K
CRI 80 as standard
Beam Angle 60°
Driver Khün 

BL18090-4  wall light made from alumi-
num die-casting +  pc diffuser

Input Voltage AC200-240V
Light Power 9W
Luminous Flux ~630lm
Light Source Everlight SMD
CCT  3000K, 4000K
CRI 80 as standard
Beam Angle 360°
Driver Khün 

IP54

IP54

IP54
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BL30115

Color palette

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

IP54

115mm

90mm

30mm

BL30175

Color palette

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

IP54

175mm

90mm

30mm

BL100200

Color palette

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

IP54

200mm

100mm

80mm

BL30115  wall light made from aluminum 
die-casting +  Acrylic diffuser

Input Voltage AC200-240V
Light Power 2*3W
Luminous Flux ~420lm
Light Source Everlight SMD
CCT  3000K, 4000K
CRI 80 as standard
Beam Angle 360°
Driver Khün 

BL30115  wall light made from aluminum 
die-casting +  Acrylic diffuser

Input Voltage AC200-240V
Light Power 2*3W
Luminous Flux ~420lm
Light Source Everlight SMD
CCT  3000K, 4000K
CRI 80 as standard
Beam Angle 360°
Driver Khün 

BL30175  wall light made from aluminum 
die-casting +  Acrylic diffuser

Input Voltage AC200-240V
Light Power 2*6W
Luminous Flux ~830lm
Light Source Everlight SMD
CCT  3000K, 4000K
CRI 80 as standard
Beam Angle 360°
Driver Khün 

BL30175  wall light made from aluminum 
die-casting +  Acrylic diffuser

Input Voltage AC200-240V
Light Power 2*6W
Luminous Flux ~830lm
Light Source Everlight SMD
CCT  3000K, 4000K
CRI 80 as standard
Beam Angle 360°
Driver Khün 

BL30175  wall light made from aluminum 
die-casting +  Acrylic diffuser

Input Voltage AC200-240V
Light Power 2*6W
Luminous Flux ~830lm
Light Source Everlight SMD
CCT  3000K, 4000K
CRI 80 as standard
Beam Angle 360°
Driver Khün 

IP54

IP54

BL100300

Color palette

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

IP54

300mm

100mm

80mm

BL10080

Color palette

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

IP54

100mm 100mm

80mm

CUBE SERIES
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BL90150

Color palette

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

IP54

150mm

120mm

90mm

BL137120

Color palette

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

IP54

137mm

120mm

BL150120

Color palette

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

IP54

150mm

120mm

H90mm

BL10030  4W

Color palette

nelux 0-10V
Dimmable

2
Years
Warranty

Optional

WHITE BLACK  SILVER

IP54

30mm

Ø100

BL30115  wall light made from aluminum 
die-casting +  PC diffuser

Input Voltage AC200-240V
Light Power 3W
Luminous Flux ~210lm
Light Source Bridgelux COB
CCT  3000K, 4000K
CRI 80 as standard
Beam Angle 120°
Driver Khün 

BL90150  wall light made from aluminum 
die-casting +  PC diffuser

Input Voltage AC200-240V
Light Power 3W
Luminous Flux ~210lm
Light Source Bridgelux COB
CCT  3000K, 4000K
CRI 80 as standard
Beam Angle 90°
Driver Khün 

BL137120  wall light made from aluminum 
die-casting +  PC diffuser

Input Voltage AC200-240V
Light Power 6W
Luminous Flux ~420lm
Light Source Bridgelux COB
CCT  3000K, 4000K
CRI 80 as standard
Beam Angle 90°
Driver Khün 

BL10030  wall light made from aluminum 
die-casting +  PC diffuser

Input Voltage AC200-240V
Light Power 4W
Luminous Flux ~280lm
Light Source Lumileds 
CCT  3000K, 4000K
CRI 80 as standard
Beam Angle 90°
Driver Khün 

IP20

IP20

IP20

IP20

SHAPE SERIES
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Showcase lights are independent sources of 
illumination in your scene. They can be used to 
create highlights, dramatic lighting, or emphasize 
important parts of your products, clothes,models. 
Unlike the environment light ,accent lights are 
objects within Showcase, and can be positioned, 
edited, grouped, hidden or added to alternatives.
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Our  SHOWCASE ILLUMINATION products  are made from Aluminium Die-casting, electrostatic powder coating.and aluminum Reflectors made from 
Aluminium anodized specular silver.
Brand of Chip CREE and other brands like Citizen, Samsung ,Bridgelux available,
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz

JW2876 3W
JW3688 3W
JW4593 3W

JW2877S 3W
JW3688S 3W
JW4593S 3W

TK1973 3W
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SHOWCASE SERIES

IP20JW72876   Ø28

Color palette
BLACK

Ø28mm
76mm

Ø30mm
Ø15mm 35mm

52...350mm

350°

90°

Branch Box

Optional

3 Years
warranty

SILVER

IP20JW3688   Ø36

Color palette
BLACK

Ø36mm
88mm

Ø30mm
Ø15mm 35mm

60...350mm

350°

90°

Branch Box

Optional

3 Years
warranty

SILVER

IP20JW4593   Ø45

Color palette
BLACK

Ø45mm
93mm

Ø30mm
Ø15mm 35mm

69...350mm

350°

90°

Branch Box

Optional

3 Years
warranty

SILVER

One external driver  for Maximum 12 Pole spotl lights

JW2876   JW3688   JW4593   
Pole Mounting/Montaje en poste

Material made from Alloy aluminium
Interior driver DC12-24V or
Exterior driver AC100-240V
Light Source-Power Osram SMD 3W
Luminous �ux ~210lm
CCT  3000K, 4000K
CRI >90
Optional di�usor spot, �ood and wide �ood
Optional di�usor Shape  Oval, Rectangle, Wallwasher
Dali protocol as an option

One external driver can be used for MAX.12 lights
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JW2877S   JW3688S   JW4593S   
Magnetic Surface Mounting/Montaje en super�cie

Material made from Alloy aluminium
Interior driver DC12-24V or
Exterior driver AC100-240V
Light Source-Power Osram SMD 3W
Luminous �ux ~210lm
CCT  3000K, 4000K
CRI >90
Optional di�usor narrow spot,spot, �ood,wide �ood
Optional di�usor Shape  Oval, Rectangle, Wallwasher
Dali protocol as an option

One external driver can be used for MAX.12 lights

IP20JW2877S   Ø28

Color palette
BLACK

Branch Box

Optional

SILVER

Ø28mm

77mm

Ø36mm

3
Years
Warranty

IP20JW4593S   Ø45

Color palette
BLACK

Branch Box

Optional

SILVER

Ø45mm

93mm

Ø36mm

3
Years
Warranty

IP20JW3688S   Ø36

Color palette
BLACK

Branch Box

Optional

SILVER

Ø36mm

88mm

Ø36mm

3
Years
Warranty

One external driver  for Maximum 12 Pole spotl lights

SHOWCASE SERIES
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SHOWCASE SERIES

18mm

78mm

19mm

42mm

IP20MINI TRACK TK1973

WHITE BLACK

0-10V
Dimmable

MINI TRACK  TK1973

The lamp housing is made from Alloy aluminum,
paint sprayed in white or black.
Led OSRAM SMD*1 3W ~120lm
Rotation 30° Tilt 90° 
Installation Low Voltage track 1 phase
Low-voltage adaptor
Non-dimming Meanwell driver
Dimmable 0-10V, Triac driver as an option

CCT 2700K, 3000K, 4000K
CRI >90  
Beam Angle 24º
Finished colors: white, grey, black

Applications: Showcase , Hotel, Apartments, Villas, 
Residences,Restaurants, Cafe, Terrace,...
Warranty 5 years

TRIAC leading edge dimmable driver

MEANWELL Low-Voltage driver

0-10 Dimmable driver

Dimmer

Low Voltage Track
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CR63235 16W
CR76265 25W
CR90295 32W 

CR85160 16W CR85100 11W CR135105 11W CR85100SMT 6W CR135105SMT 16W

Our  CEILING RECESSED are made from Aluminium Die-casting, electrostatic powder coating.and aluminum Reflectors made from Aluminium 
anodized specular silver.
Brand of Chip CREE and other brands like Citizen, Samsung ,Bridgelux available,
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz

CEILING RECEESED, PILL Series, 
reference CR85100 11W finished 
white color
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CANY SERIES

CR90295

Input Voltage AC220-240V, Multivoltage
Light Power 32W
Luminous �ux ~2200lm
Light Source CREE COB
CCT 2700K, 3000K, 4000K, 5000K
CRI 80 as standard, CRI90, CRI97
Beam Angle 20°, 30°, 40°
Output DC36V 900mA 

350°

90°

295mm
240mm

45mm

Ø90mm

IP20CR90295

Color palette

82mm

BK GD WHITE BLACK BK WH

350°

90°

265mm
210mm

45mm

Ø76mm

IP20CR76265

Color palette

68mm

BK GD WHITE BLACK BK WH

CR63235

Input Voltage AC220-240V, Multivoltage
Light Power 16W
Luminous �ux ~1140lm
Light Source CREE COB
CCT 2700K, 3000K, 4000K, 5000K
CRI 80 as standard, CRI90, CRI97
Beam Angle 20°, 30°, 40°
Output DC36V 450mA 

CR76265

Input Voltage AC220-240V, Multivoltage
Light Power 25W
Luminous �ux ~1800lm
Light Source CREE COB
CCT 2700K, 3000K, 4000K, 5000K
CRI 80 as standard, CRI90, CRI97
Beam Angle 20°, 30°
Output DC36V 700mA 

350°

90°

235mm
180mm

45mm

Ø63mm

IP20CR63235

Color palette
BK GD WHITE BLACK BK WH
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PILL SERIES

CR85160

Input Voltage AC220-240V, Multivoltage
Light Power 16W
Luminous �ux ~1140lm
Light Source CREE COB
CCT 2700K, 3000K, 4000K, 5000K
CRI 80 as standard, CRI90, CRI97
Beam Angle 20°, 30°, 40°
Output DC36V 450mA 

CR85100

Input Voltage AC220-240V, Multivoltage
Light Power 11W
Luminous �ux ~840lm
Light Source CREE COB
CCT 2700K, 3000K, 4000K, 5000K
CRI 80 as standard, CRI90, CRI97
Beam Angle 18°, 24°, 40°
Output DC36V 300mA 

CR85160

Color palette
BK GD WHITE BLACK BK WH

106mm

Ø85mm

160mm

90°

Ø80mm

nelux

nelux

350°

IP20

CR85100

Color palette
BK GD WHITE BLACK BK WH

Ø80mm

IP20

Ø85mm

40mm

44mm

100mm
90°

CR854480

nelux

nelux

350°

CR135105

Input Voltage AC220-240V, Multivoltage
Light Power 11W
Luminous �ux ~840lm
Light Source CREE COB
CCT 2700K, 3000K, 4000K, 5000K
CRI 80 as standard, CRI90, CRI97
Beam Angle 18°, 24°, 40°
Output DC36V 300mA 

CR135105

Color palette
BK GD WHITE BLACK BK WH

Ø128mm

IP20

Ø135mm

40mm

49mm

105mm
90°

CR854480

nelux

nelux

350°
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PILL SERIES

CR85100SMT

Input Voltage AC220-240V, Multivoltage
Light Power 6W 
Luminous �ux ~560lm
Light Source Edison SMT
CCT 2700K, 3000K, 4000K, 5000K
CRI 80 as standard
Beam Angle 90°
Output DC21V 300mA 

CR135105SMT

Input Voltage AC220-240V, Multivoltage
Light Power 16W
Luminous �ux ~1500lm
Light Source Edison SMT
CCT 2700K, 3000K, 4000K, 5000K
CRI 80 as standard
Beam Angle 90°
Output DC36V 450mA 

CR85100SMT

Color palette
BK GD WHITE BLACK BK WH

Ø80mm

IP20

Ø85mm

40mm

44mm

100mm
90°

CR854480

nelux

nelux

350°

CR135105SMT

Color palette
BK GD WHITE BLACK BK WH

Ø128mm

IP20

Ø135mm

40mm

49mm

105mm
90°

CR854480

nelux

nelux

350°
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DW9058 7W, 10W DW195135 43W, 50W DW12075 15W

DW140135 18W, 25W

DW140111 25W, 30W, 40W

DW220127 35W, 40W, 50W

DW17085 20W, 25W, 30W

DW160109 25W, 33W, 40W

DW150104 25W, 30W, 40W

DW225129 35W, 40W, 50W

DW230100 35W, 45W

DW14092 18W, 25W
DW165125 33W
DW195144 45W

DW160111 25W, 30W, 40W

DW260160 50W

DW17588 25W 30W
DW22100 32W 40W

DW180122 35W, 40W, 50W

DW124101 25W 35W

DW200120 35W, 40W, 50W

Our  DOWNLIGHT are made from Aluminium Die-casting, electrostatic powder coating.and aluminum Reflectors made from Aluminium anodized 
specular silver.
Brand of Chip CREE and other brands like Citizen, Samsung ,Bridgelux available,
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz
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POU SERIES

DW9058

Input Voltage AC220-240V, Multivoltage
Light Power 7W,10W
Luminous �ux ~540lm, 810lm
Light Source everlight SMD
CCT 2700K, 3000K, 4000K
CRI 80 
Beam Angle 80°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
Optional Reflector Silver, Gold, Sandy Silver

DW230100

Color palette
BK GD WHITE BLACK BK WH

IP44

100mm

nelux D A L I0-10V
Dimmable

230mm
215mm

DW9058

Color palette
BK GD WHITE BLACK BK WH

IP44

58mm

nelux D A L I0-10V
Dimmable

90mm

80mm

DW12075

Input Voltage AC220-240V, Multivoltage
Light Power 15W
Luminous �ux ~1210lm
Light Source everlight SMD
CCT 2700K, 3000K, 4000K
CRI 80 
Beam Angle 90°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
Optional Reflector Silver, Gold, Sandy Silver

DW17085

Color palette
BK GD WHITE BLACK BK WH

IP44

85mm

nelux D A L I0-10V
Dimmable

170mm

160mm

DW12075

Color palette
BK GD WHITE BLACK BK WH

IP44

75mm

nelux D A L I0-10V
Dimmable

120mm

112mm

DW17085

Input Voltage AC220-240V, Multivoltage
Light Power 20W, 25W, 30W
Luminous �ux ~1610lm, 2000lm, 2400lm
Light Source everlight SMD
CCT 2700K, 3000K, 4000K
CRI 80 
Beam Angle 100°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
Optional Reflector Silver, Gold, Sandy Silver

DW230100

Input Voltage AC220-240V, Multivoltage
Light Power 35W, 45W
Luminous �ux ~2790lm, 3580lm
Light Source everlight SMD
CCT 2700K, 3000K, 4000K
CRI 80 
Beam Angle 105°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
Optional Reflector Silver, Gold, Sandy Silver

Silver Sandy SilverGold

Silver Sandy SilverGold

Silver Sandy SilverGold

Silver Sandy SilverGold
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SHOPY SERIES

DW195135

Color palette

Adjustable

IP20

135mm

195mm
185mm

WHITE BLACK

350°

30° 30°

DW140111
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 18W, 25W
Luminous �ux ~2000lm, ~2400lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 12°, 24°, 45°, 55°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

DW195144

Color palette

Adjustable

IP20

144mm

195mm
185mm

WHITE BLACK

350°

50°

DW14092  DW165125 DW195144
Material Aluminum die-casting, electrostatic powder 
coating
Input Voltage AC220-240V, Multivoltage
Light Power 18W -  25W, 33W   -  45W
Luminous �ux ~1800lm - ~2500lm, 3300lm - ~4600lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 15°, 30°, 45°, 55° - 12°, 30°, 45°, 60° -
& 12°, 20°, 36°, 45°, 60°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

DW140111

Color palette

Adjustable

IP20

111mm

140mm
120mm

WHITE BLACK

20°20°

DW160109

Color palette

Adjustable

IP20

109mm

160mm
145mm

WHITE BLACK

20°20°

350°

DW195135
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 43W, 50W 
Luminous �ux ~3900lm, ~4500lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 12°, 30°, 45°, 55° & 12°, 20°, 36°, 45°, 60°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

DW160109
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 25W, 33W, 40W 
Luminous �ux ~2500lm, ~3500lm, ~4100lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 12°, 30°, 45°, 60°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

DW14092

Color palette

Adjustable

IP20

92mm

140mm
125mm

WHITE BLACK

350°

50°

DW165125

Color palette

Adjustable

IP20

125mm

165mm
155mm

WHITE BLACK

350°

50°
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SHOPY SERIES

DW17588 DW222100 
Material Aluminum die-casting, electrostatic powder 
coating
Input Voltage AC220-240V, Multivoltage
Light Power 25W, 29W -  32W, 39W 
Luminous �ux ~2500lm,~3100lm - 3600lm,~3900lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 90°x60° - 90°x70° 
& 12°, 20°, 36°, 45°, 60°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

DW222100

Color palette

Adjustable

IP20

100mm

222*157mm
210*140mm

WHITE BLACK

350°

50°

DW17588

Color palette

Adjustable

IP20

88mm

175*133mm
165*120mm

WHITE BLACK

350°

50°

DOWNLIGHT, Shopy series, reference 
DW160109 25W finished in white 
color
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HUGE SERIES

DW124101

Material Aluminum die-casting, electrostatic powder 
coating
Input Voltage AC220-240V, Multivoltage
Light Power 25W 35W 
Luminous �ux ~2700lm, ~3500lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 20°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

DW150104

Material Aluminum die-casting, electrostatic powder 
coating
Input Voltage AC220-240V, Multivoltage
Light Power 25W, 35W, 40W
Luminous �ux ~2800lm, ~3500lm. ~3900lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

DW180122

Material Aluminum die-casting, electrostatic powder 
coating
Input Voltage AC220-240V, Multivoltage
Light Power 35W, 40W, 50W
Luminous �ux ~3300lm, ~3800lm, ~4600lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 45 °
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

DW124101

Color palette

Adjustable

IP20

WHITE BLACK

50°

101mm

Ø124mm
Ø115mm

DW140111

Material Aluminum die-casting, electrostatic powder 
coating
Input Voltage AC220-240V, Multivoltage
Light Power 25W, 35W, 40W 
Luminous �ux ~2600lm, ~3300lm, ~3700lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 45°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

DW150104

Color palette

Adjustable

IP20

WHITE BLACK

50°

104mm

Ø150mm
Ø140mm

DW160111

Material Aluminum die-casting, electrostatic powder 
coating
Input Voltage AC220-240V, Multivoltage
Light Power 25W, 35W, 40W
Luminous �ux ~2700lm, ~3400lm,  ~3700lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

DW180122

Color palette

Adjustable

IP20

WHITE BLACK

50°

122mm

Ø180mm
Ø170mm

DW140111

Color palette

Adjustable

IP20

WHITE BLACK

50°

Ø130mm
Ø140mm

111mm

DW160111

Color palette

Adjustable

IP20

WHITE BLACK

50°

111mm

Ø160mm
Ø145mm
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DW200120

Material Aluminum die-casting, electrostatic powder 
coating
Input Voltage AC220-240V, Multivoltage
Light Power  35W, 40W, 50W
Luminous �ux ~3500lm, ~3900lm, ~4900lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle  25°,  50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

DW225129

Material Aluminum die-casting, electrostatic powder 
coating
Input Voltage AC220-240V, Multivoltage
Light Power 35W, 40W, 50W 
Luminous �ux ~3500lm, ~3900lm, ~4900lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 25°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

DW200120

Color palette

Adjustable

IP20

WHITE BLACK

50°

120mm

Ø200mm

Ø190mm

DW220127

Material Aluminum die-casting, electrostatic powder 
coating
Input Voltage AC220-240V, Multivoltage
Light Power 35W, 40W, 50W 
Luminous �ux ~3500lm, ~3900lm, ~4900lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

DW225129

Color palette

Adjustable

IP20

WHITE BLACK

50°

129mm

Ø225mm
Ø210mm

DW260160

Material Aluminum die-casting, electrostatic powder 
coating
Input Voltage AC220-240V, Multivoltage
Light Power  50W
Luminous �ux ~5300lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 90°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

DW220127

Color palette

Adjustable

IP20

WHITE BLACK

50°

127mm

Ø220mm
Ø200mm

DW260160

Color palette

Adjustable

IP20

WHITE BLACK

50°

160mm

Ø260mm

Ø240mm

HUGE SERIES
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Our spotlights are made from Aluminium Die-casting, electrostatic powder coating. 
Reflectors made from Aluminium anodized specular silver and aluminum, also installing lens when required.
Brand of Chip CREE , PHILIPS and other brands like Citizen and Bridgelux available, depending of the product design.
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz

SL11060 5W SL11060F 8WSL15465 11W SL15465F 19W SL7038 5W, 7W

SL8047 10W

SL9070 15W

SL10080 15W, 18W

SL84121 10W

SL15085 25W, 33W SL84111TL 10W

SL96112 10W

SL9047S 10W

SL7049 5W, 7W

SL11075 15W, 18W

SL84111 10W

SL15089  25W, 33W SL78111TL 10W

SL96118 15W SL95112 10W SL95118 15W

SL9050S 10W

SL9080 10W

SL8036S 5W, 7W

SL9077 10W

SL8067 15W

SL9097 15W

SL9070 15W

SL9097S 15W

SL8035S 5W, 7W
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DOMIN SERIES

SL15465

Color palette

IP20

WHITE BLACK

240mm

154mm

65mm

120*120mm

SL11060F

Input Voltage AC220-240V, Multivoltage
Light Power 8W
Luminous �ux ~600lm
Light Source Edison SMT led
CCT 2700K, 3000K, 4000K
CRI 80 as standard
Beam Angle 90°
Driver, Khun, Xz, Philips other options available
Output DC300mA 21V 

SL15465F

Color palette

IP20

WHITE BLACK

240mm

154mm

65mm

120*120mm

SL11060

Input Voltage AC220-240V, Multivoltage
Light Power 5W
Luminous �ux ~480lm
Light Source Philips SMT led
CCT 2700K, 3000K, 4000K
CRI 80 as standard
Beam Angle 15°, 25°, 35°
Driver, Khun, Xz, Philips other options available
Output DC200mA 24V 

SL11060F

Color palette

IP20

WHITE BLACK

100mm

110mm

60mm

85*85mm

SL11060

Color palette

IP20

WHITE BLACK

100mm

110mm

60mm

85*85mm

SL15465 

Input Voltage AC220-240V, Multivoltage
Light Power 11W
Luminous �ux ~1050lm
Light Source Philips SMT led
CCT 2700K, 3000K, 4000K
CRI 80 as standard
Beam Angle 15°, 25°, 35°
Driver, Khun, Xz, Philips other options available
Output DC200mA 54V 

SL15465F 

Input Voltage AC220-240V, Multivoltage
Light Power 19W
Luminous �ux ~1520lm
Light Source Edison SMT led
CCT 2700K, 3000K, 4000K
CRI 80 as standard
Beam Angle 90°
Driver, Khun, Xz, Philips other options available
Output DC450mA 36V 
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TEGAL SERIES

SL8035S

Color palette

IP44

80mm

35mm

nelux D A L I0-10V
Dimmable

70mm

WHITE BLACK

25°

SL8047

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~850lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Lens 25°, 36°, 45°, 60° Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

SL9047S

Color palette

IP44

90mm

47mm

nelux D A L I0-10V
Dimmable

83mm

WHITE BLACK

Lens

90mm

25°

SL7038

Input Voltage AC220-240V, Multivoltage
Light Power 5W/7W
Luminous �ux ~450lm/~630lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle 25°, 36°, 45°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

SL8047

Color palette

IP44

80mm

47mm

nelux D A L I0-10V
Dimmable

70mm

WHITE BLACK

Lens

SL7038

Color palette

IP44

70mm

38mm

nelux D A L I0-10V
Dimmable

60mm

WHITE BLACK

SL8035S

Input Voltage AC220-240V, Multivoltage
Light Power 5W/7W
Luminous �ux ~450lm/~630lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle 25°, 36°, 45°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

SL9047S

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~880lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Lens 24°, 36°, 60° Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option



SPOT LIGHT nelux architectural lightingnelux architectural lightingnelux architectural lighting

lighting product designers and mold managementwww.nelux.com.hk 112

TEGAL SERIES

SL8036S

Color palette

IP44

80mm

36mm

nelux D A L I0-10V
Dimmable

70mm

WHITE BLACK

Lens
25°

80mm

SL8067

Input Voltage AC220-240V, Multivoltage
Light Power 15W
Luminous �ux ~1250lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Lens 24°, 36°, 60°  Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

SL9070

Color palette

IP44

90mm

70mm

nelux D A L I0-10V
Dimmable

83mm

WHITE BLACK

Lens
25°

SL9050S

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~880lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Lens 24°, 36°, 60° Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

SL8067

Color palette

IP44

80mm

67mm

nelux D A L I0-10V
Dimmable

70mm

WHITE BLACK

Lens

SL9050S

Color palette

IP44

90mm

50mm

nelux D A L I0-10V
Dimmable

83mm

WHITE BLACK

Lens
25°

SL8036S

Input Voltage AC220-240V, Multivoltage
Light Power 5W/7W
Luminous �ux ~440lm/~610lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Lens 25°, 36°, 45°, 60° 
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

SL9070

Input Voltage AC220-240V, Multivoltage
Light Power 15W
Luminous �ux ~1250lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Lens 24°, 36°, 60°  Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

25°
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TEGAL SERIES

SL7049

Color palette

IP44

70mm

49mm

nelux D A L I0-10V
Dimmable

60mm

WHITE BLACK

Lens

SL9080

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~850lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Lens  25°, 36°, 60° Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

25°

SL9077

Color palette

IP44

90mm

77mm

nelux D A L I0-10V
Dimmable

83*83mm

WHITE BLACK

Lens
25°

90mm

SL9070

Input Voltage AC220-240V, Multivoltage
Light Power 15W
Luminous �ux ~1250lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Lens 24°, 36°, 60°  Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

25°

SL7049

Input Voltage AC220-240V, Multivoltage
Light Power 5W/7W
Luminous �ux ~490lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Lens  25°, 36°, 45°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

SL9080

Color palette

IP44

90mm

80mm

nelux D A L I0-10V
Dimmable

83mm

WHITE BLACK

Lens
25°

SL9070

Color palette

IP44

90mm

70mm

nelux D A L I0-10V
Dimmable

83mm

WHITE BLACK

Lens
25°

SL9077

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~850lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Lens  25°, 36°, 60° Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

25°
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TEGAL SERIES

SL9097

Input Voltage AC220-240V, Multivoltage
Light Power 15W
Luminous �ux ~1280lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Lens  25°, 36°, 45°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

25°

SL10080

Color palette

IP44

100mm

80mm

nelux D A L I0-10V
Dimmable

90mm

WHITE BLACK

Lens

SL9097

Color palette

IP44

90mm

97mm

nelux D A L I0-10V
Dimmable

83mm

WHITE BLACK

Lens
25°

SL9097

Input Voltage AC220-240V, Multivoltage
Light Power 15W
Luminous �ux ~1290lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Lens  25°, 36°, 60° Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

25°

SL11075 

Input Voltage AC220-240V, Multivoltage
Light Power 15W/18W
Luminous �ux ~1320lm/~1580lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 25°, 40°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

25°

SL9097

Color palette

IP44

90mm

97mm

nelux D A L I0-10V
Dimmable

83*83mm

WHITE BLACK

Lens
25°

90mm

SL10080

Input Voltage AC220-240V, Multivoltage
Light Power 15W/18W
Luminous �ux ~1320lm/~1580lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 25°, 40°, 60°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

SL11075

Color palette

IP44

110mm

75mm

nelux D A L I0-10V
Dimmable

100mm

WHITE BLACK

Lens
25°
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TEGAL SERIES

SL15089 

Input Voltage AC220-240V, Multivoltage
Light Power 25W/33W
Luminous �ux ~2100lm/~2660lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 15°, 24°, 38°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

25°

SL15085 

Input Voltage AC220-240V, Multivoltage
Light Power 25W/33W
Luminous �ux ~2100lm/~2660lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 15°, 24°, 38°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

SL15089

Color palette

IP44

150mm

89mm

nelux D A L I0-10V
Dimmable

135mm

WHITE BLACK

25°

SL15085

Color palette

IP44

150mm

85mm

nelux D A L I0-10V
Dimmable

135mm

WHITE BLACK

SPOT LIGHT, Tegal series, reference SL15085 25W ,finished in white color
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VOLKI SERIES

SL78111TL

Color palette
BK GD WHITE BLACK BK WH

IP20

78mm

111mm

nelux D A L I0-10V
Dimmable

74mm

84*76mm

SL84121

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~720lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle 15°, 24°, 36°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

SL84111

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~720lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle 15°, 24°, 36°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

SL84111TL

Color palette
BK GD WHITE BLACK BK WH

IP20

Ø84mm

111mm

nelux D A L I0-10V
Dimmable

SL78111TL

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~770lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle 15°, 24°, 40°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

SL84111TL

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~770lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle 15°, 24°, 40°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

SL84121

Color palette
BK GD WHITE BLACK BK WH

IP20

84mm

121mm

nelux D A L I0-10V
Dimmable

84mm

78*78mm

SL84111

Color palette
BK GD WHITE BLACK BK WH

IP20

84mm

111mm

nelux D A L I0-10V
Dimmable

84mm

78*78mm
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VOLKI SERIES

SL96118

Color palette
BK GD WHITE BLACK BK WH

IP20

96mm

118mm

nelux D A L I0-10V
Dimmable

96mm

85*85mm

SL95112

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~730lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle 15°, 24°, 40°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

SL95118

Input Voltage AC220-240V, Multivoltage
Light Power 15W
Luminous �ux ~1150lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle 15°, 24°, 40°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

SL96112

Color palette
BK GD WHITE BLACK BK WH

IP20

96mm

112mm

nelux D A L I0-10V
Dimmable

96mm

85*85mm

SL96118

Input Voltage AC220-240V, Multivoltage
Light Power 15W
Luminous �ux ~1150lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle 15°, 24°, 40°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

SL96112

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~740lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle 15°, 24°, 40°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

SL95112

Color palette
BK GD WHITE BLACK BK WH

IP20

112mm

nelux D A L I0-10V
Dimmable

95mm

85mm

SL95118

Color palette
BK GD WHITE BLACK BK WH

IP20

118mm

nelux D A L I0-10V
Dimmable

95mm
85mm
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Our WALL WASHER Downlights are made from Aluminium Die-casting, electrostatic powder coating. 
Reflectors made from Aluminium anodized specular silver and aluminum.
Brand of Chip CREE , PHILIPS and other brands like Citizen and Bridgelux available, depending of the product design.
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz

WW135175  18W,25W SYM WW160185 25W,33W SYM

WW85105 10W ASYM WW135175  18W,25W ASYMWW105140 13W,18W ASYM WW160185 25W,33W ASYM WW85105 10W SYM WW105140 13W,18W SYM

WALL WASHER DOWNLIGT, Lobby series, the perfect wall washer for your Hotel projects. 
Lobby reference  WW160185 25W,
white finished with specular anodized reflector.
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LOBBY SERIES

WW105140

Color palette

IP20

105mm

140mm

nelux D A L I0-10V
Dimmable

95mm

WHITE BLACK

25°

350°

Asymmetric

Optional Accessories

WW135175

Color palette

IP20

135mm

175mm

nelux D A L I0-10V
Dimmable

125mm

WHITE BLACK

350°

30°

Asymmetric

Optional Accessories

WW160185

Color palette

IP20

Ø160mm

185mm

nelux D A L I0-10V
Dimmable

150mm

WHITE BLACK

350°

30°

Asymmetric

Optional Accessories

WW85105 Asymmetric

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~560lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 24°, 36°, 40°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

25°
350°

WW135175 Asymmetric

Input Voltage AC220-240V, Multivoltage
Light Power 18W/25W
Luminous �ux ~1220lm/~1780lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 20°, 24°, 36°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

350°

30°

WW85105

Color palette

IP20

85mm

105mm

nelux D A L I0-10V
Dimmable

75mm

WHITE BLACK

25°

350°

Optional Accessories

Asymmetric

WW105140 Asymmetric

Input Voltage AC220-240V, Multivoltage
Light Power 13W/18W
Luminous �ux ~820lm/~1160lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 20°, 24°, 36°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

25°
350°

WW160185 Asymmetric

Input Voltage AC220-240V, Multivoltage
Light Power 25W/33W
Luminous �ux ~1910lm/~2620lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 15°, 24°, 36°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

350°

30°
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LOBBY SERIES

WW105140

Color palette

IP20

105mm

140mm

nelux D A L I0-10V
Dimmable

95mm

WHITE BLACK

350°

Symmetric

Optional Accessories

WW135175 Symmetric

Input Voltage AC220-240V, Multivoltage
Light Power 18W/25W
Luminous �ux ~1300lm/~1880lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 20°, 24°, 36°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

350°

WW85105 Symmetric

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~560lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 24°, 36°, 40°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

350°

WW105140 Symmetric

Input Voltage AC220-240V, Multivoltage
Light Power 13W/18W
Luminous �ux ~930lm/~1280lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 20°, 24°, 36°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

350°

WW160185 Symmetric

Input Voltage AC220-240V, Multivoltage
Light Power 25W/33W
Luminous �ux ~1910lm/~2620lm
Light Source CREE, other options available Citizen,
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle  Reflector 15°, 24°, 36°
Driver, Khun, Xz, Philips other options available
Dimmable 0-10V, Triac , Dali as an option

350°

WW85105

Color palette

IP20

Ø85mm

105mm

nelux D A L I0-10V
Dimmable

75mm

WHITE BLACK

350°

Symmetric

Optional Accessories

WW135175

Color palette

IP20

135mm

175mm

nelux D A L I0-10V
Dimmable

125mm

WHITE BLACK

350°

Symmetric

Optional Accessories

WW160185

Color palette

IP20

Ø160mm

185mm

nelux D A L I0-10V
Dimmable

150mm

WHITE BLACK

350°

Symmetric

Optional Accessories
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Our INLINE recessed are made from Aluminium Die-casting, electrostatic powder coating. 
Reflectors made from PMMA different angles depending on the product design.
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz

CR17856 5*3W ADJ

CR17856 5*3W ADJ

CR33055 10*3W

CR33456 10*3W ADJ

CR7059 5W,
CR90132 10W
CR135132 30W

CR5055 3W

CR5656 3W ADJ

CR4557 3W TRIM-LESS

CR12170  2*5W
CR160132 2*10W

CR8155 2*3W

CR8456 2*3W ADJ

CR6857 2*3W TRIM-LESS

CR16257 5*3W TRIM-LESS CR31857 10*3W TRIM-LESS

CR11255 3*3W

CR11656 3*3W ADJ

CR9957  3*3W TRIM-LESS

CR14355 4*3W

CR14756 4*3W ADJ

CR13057  4*3W TRIM-LESS
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KYUSHU SERIES

CR7059

Color palette

IP20

59mm

70mm

65*65mm

WHITE BLACK

70mm

CR90132
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 10W 
Luminous �ux ~850lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 20°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR135132
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 30W 
Luminous �ux ~2380lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 20°, 30°, 45°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR7059
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 5W 
Luminous �ux ~480lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 20°, 25°, 40°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR90132

Color palette

IP20

132mm

90mm

85*85mm

WHITE BLACK

90mm

CR135132

Color palette

IP20

132mm

135mm

125*125mm

WHITE BLACK

135mm

CR12170

Color palette

IP20

59mm

121mm
116*65mm

WHITE BLACK

70mm

CR160132

Color palette

IP20

132mm

160mm
155*85mm

WHITE BLACK

90mm

CR12170
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 2*5W
Luminous �ux ~780lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 20°, 25°, 40°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR160132
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 2*10W
Luminous �ux ~1720lm
Light Source  Cree
CCT 2700K, 3000K, 4000K
CRI >80 , Optional CRI>90, CRI95, CRI97 
Beam Angle 20°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option
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HONSHU SERIES

CR5055
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 3W 
Luminous �ux ~140lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR8155

Color palette

IP20

55mm

48mm

74*40mm

WHITE BLACK

81mm

CR14355

Color palette

55mm

48mm
136*40mm

WHITE BLACK

143mm

IP20

CR17455

Color palette

IP20

55mm

48mm

167*40mm

WHITE BLACK

174mm

CR5055

Color palette

IP20

55mm

48mm

43*40mm

WHITE BLACK

50mm

CR8155
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 2*3W 
Luminous �ux ~310lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR11255
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 3*3W 
Luminous �ux ~520lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR14355
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 4*3W 
Luminous �ux ~690lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR17455
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 5*3W 
Luminous �ux ~910lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR33055

Color palette

IP20

55mm

48mm
320*40mm

WHITE BLACK

330mm

CR11255

Color palette

55mm

48mm

109*40mm

WHITE BLACK

112mm

IP20

CR33055
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 10*3W 
Luminous �ux ~1950lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option
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HONSHU ADJUSTABLE SERIES

CR5656

Color palette

IP20

56mm

56mm

47*47mm

WHITE BLACK

53mm

40°

CR11656

Color palette

56mm

56mm

109*47mm

WHITE BLACK

116mm

IP20

40°

CR33456

Color palette

IP20

56mm

46mm
327*47mm

WHITE BLACK

334mm

40°

CR5656
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 1*3W 
Luminous �ux ~140lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR8456

Color palette

IP20

56mm

56mm

78*47mm

WHITE BLACK

84mm

40°

CR11656
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 3*3W 
Luminous �ux ~520lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR14756
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 4*3W 
Luminous �ux ~690lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR17856
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 5*3W 
Luminous �ux ~910lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR33456
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 10*3W 
Luminous �ux ~1950lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR8456
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 2*3W 
Luminous �ux ~310lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR14756

Color palette

56mm

56mm

140*47mm

WHITE BLACK

147mm

IP20

40°

CR17856

Color palette

IP20

56mm

56mm

171*47mm

WHITE BLACK

178mm

40°

40°
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HOSNHU TRIM-LESS SERIES 

CR4557

Color palette

IP20

57mm

45mm

38*46mm

WHITE BLACK

37mm

CR6857

Color palette

IP20

57mm

45mm

69*46mm

WHITE BLACK

68mm

CR9957

Color palette

57mm

45mm

100*46mm

WHITE BLACK

99mm

IP20

CR16257

Color palette

IP20

57mm

45mm

163*46mm

WHITE BLACK

162mm

CR31857

Color palette

IP20

57mm

45mm
319*46mm

WHITE BLACK

318mm

CR4557
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 3W 
Luminous �ux ~140lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR6857
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 2*3W 
Luminous �ux ~310lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR9957
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 3*3W 
Luminous �ux ~520lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR13057
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 4*3W 
Luminous �ux ~690lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR16257
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 5*3W 
Luminous �ux ~910lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option

CR13057

Color palette

57mm

45mm

131*46mm

WHITE BLACK

130mm

IP20

CR31857
Material Aluminum die-casting, electrostatic 
powder coating
Input Voltage AC220-240V, Multivoltage
Light Power 10*3W 
Luminous �ux ~1950lm
Light Source  Cree XPG3
CCT 2700K, 3000K, 4000K
CRI>90
Beam Angle 10°, 30°, 50°
Driver, Khun, Xz ,Philips,HEP
Dimmable 0-10V, Triac , Dali as an option
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ZONA 2
ZONE 2

ZONA 2
ZONE 2 ZONA 2

ZONE 2

ZONA 1
ZONE 1

225cm

60cm

nelux architectural lighting

ZONA 0
ZONE 0

I.P. (Ingress Protection) Ratings Guide

Please note that these are basic regulations regarding bathroom lighting. 
Other precautions may be required. Your electrician and contractor will have further details.Please before installing consult
your country regulations.

Zone 0 - Inside the bath or shower. Any �ttings used here must be SELV(Separated Extra Low Voltage – max. 12Volts)
 and have a minimum rating of IPX7(IP67) (protected against immersion in water – total immersion proof)

Zone 1 - Above the bath or shower to a height of 2.25m A minimum rating of IPX4(IP44) is required. In this zone,
 if there is likelihood of water jets being used for cleaning purposes, a minimum of IPX5 is required. 
Also, subject to IP rating, SELV or 240V luminaires may be used in this zone;
 if the �tting is 240 volts, a 30mA residual current device (RCD) must also be used to protect the circuit in this zone.

Zone 2 - The area stretching to 0.6m outside the bath or shower and above the bath or shower to 2.25m 
An IP rating of at least IPX4(IP44) is required. In this zone, if there is likelihood of water jets being used for cleaning purposes,
 a minimum of IPX5 is required. Also, subject to IP rating, SELV or 240V luminaires may be used in this zone. In addition,
 it is a good practice to also consider the area around a wash basin (within a 60cm radius of any tap) as Zone 2.

Outside the zones, zone 3 - anywhere outside zones 0, 1 and 2. Where water jets are not to be used for cleaning purposes,
 the general rules of BS7671 apply. Here, there are no requirement for any lighting to be IP rated against water or solids ingression.
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FIRENZE IP54 SERIES

SL10576 

Input Voltage AC220-240V, Multivoltage
Light Power 10W,  15W
Luminous �ux ~850lm, ~1275lm
Light Source Epistar cob
CCT 2700K, 3000K, 4000K
CRI >80, CRI 90 and CRI 97 as an option 
Beam Angle 24°, 38°, 60°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
Optional Reflector Silver, Gold, Black, White, Green, Blue

SL10576

Color palette

IP54

nelux D A L I0-10V
Dimmable

WHITE BLACK

Ø105mm

76mm

Ø95mm

Optional rings

SL8065S 

Input Voltage AC220-240V, Multivoltage
Light Power 5W, 10W
Luminous �ux ~425lm, ~850lm
Light Source Epistar cob
CCT 2700K, 3000K, 4000K
CRI >80, CRI 90 and CRI 97 as an option 
Beam Angle 24°, 38°, 60°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
Optional Reflector Silver, Gold, Black, White, Green, Blue

SL8065S

Color palette

IP54

nelux D A L I0-10V
Dimmable

WHITE BLACK

Ø80mm

65mm

Ø70mm

Optional rings

SL11076 

Input Voltage AC220-240V, Multivoltage
Light Power 10W,  15W
Luminous �ux ~850lm, ~1275lm
Light Source Epistar cob
CCT 2700K, 3000K, 4000K
CRI >80, CRI 90 and CRI 97 as an option 
Beam Angle 24°, 38°, 60°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
Optional Reflector Silver, Gold, Black, White, Green, Blue

SL11076

Color palette

IP54

nelux D A L I0-10V
Dimmable

WHITE BLACK

Ø110mm

76mm

Ø95mm

Optional rings

SL8065 IP54 SPOT LIGHT 

Input Voltage AC220-240V, Multivoltage
Light Power 5W, 10W
Luminous �ux ~425lm, ~850lm
Light Source Epistar cob
CCT 2700K, 3000K, 4000K
CRI >80, CRI 90 and CRI 97 as an option 
Beam Angle 24°, 38°, 60°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
Optional Reflector Silver, Gold, Black, White, Green, Blue

SL8065

Color palette

IP54

nelux D A L I0-10V
Dimmable

WHITE BLACK

Ø80mm

65mm

Ø70mm

Optional rings
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FIRENZE IP65 SERIES

SL9852 IP65 SPOT LIGHT 

Input Voltage AC220-240V, Multivoltage
Light Power 8W
Luminous �ux ~710lm
Light Source Epistar cob
CCT 2700K, 3000K, 4000K
CRI >80, CRI 90 and CRI 97 as an option 
Beam Angle 45°
External Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
Color Silver, Black, White

SL9852

Color palette

IP65

nelux D A L I0-10V
Dimmable

Ø98mm

52mm

Ø82mm

WHITE BLACK  SILVER

Adjustable 350°
90°

SL7853 IP65 SPOT LIGHT 

Input Voltage AC220-240V, Multivoltage
Light Power 8W
Luminous �ux ~710lm
Light Source Epistar cob
CCT 2700K, 3000K, 4000K
CRI >80, CRI 90 and CRI 97 as an option 
Beam Angle 45°
External Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
Color Silver, Black, White

SL7853

Color palette

IP65

nelux D A L I0-10V
Dimmable

Ø78mm

53mm

Ø70mm

WHITE BLACK  SILVER

IP65 and IP54 led products  waterproof are ideal for kitchen, bathroom, terraces, spa, wellness center, beachfront properties.
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DW9550SMD 

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~790lm
Light Source CREE cob
CCT 2700K, 3000K, 4000K
CRI >80, CRI 90 and CRI 97 as an option 
Beam Angle 100° Acrylic diffuser
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
Optional Reflector Silver, Gold, Sandy Silver

DW9550SMD

Color palette

IP65

nelux D A L I0-10V
Dimmable

WHITE BLACK

50mm

Ø95mm
Ø85mm

DW15567 

Input Voltage AC220-240V, Multivoltage
Light Power 20W
Luminous �ux ~1990lm
Light Source CREE cob
CCT 2700K, 3000K, 4000K
CRI >80, CRI 90 and CRI 97 as an option 
Beam Angle Lens 10°, 20°, 30°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

DW15567

Color palette

IP65

nelux D A L I0-10V
Dimmable

WHITE BLACK

67mm

Ø155mm
Ø140mm

DW11555 

Input Voltage AC220-240V, Multivoltage
Light Power 15W
Luminous �ux ~1140lm
Light Source CREE cob
CCT 2700K, 3000K, 4000K
CRI >80, CRI 90 and CRI 97 as an option 
Beam Angle Lens 10°, 20°, 30°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

DW11555

Color palette

IP65

nelux D A L I0-10V
Dimmable

WHITE BLACK

55mm

Ø115mm
Ø95mm

DW9550 

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~890lm
Light Source CREE cob
CCT 2700K, 3000K, 4000K
CRI >80, CRI 90 and CRI 97 as an option 
Beam Angle 10°, 20°, 30°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
Optional Reflector Silver, Gold, Sandy Silver

DW9550

Color palette

IP65

nelux D A L I0-10V
Dimmable

WHITE BLACK

50mm

Ø95mm
Ø85mm

AQUA SERIES
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AQUA SERIES

DW23555SMD 

Input Voltage AC220-240V, Multivoltage
Light Power 30W
Luminous �ux ~2460lm
Light Source SMD
CCT 2700K, 3000K, 4000K
CRI >80, CRI 90 and CRI 97 as an option 
Beam Angle Lens 100° Acrylic diffuser
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

DW2355SMD

Color palette

IP65

nelux D A L I0-10V
Dimmable

WHITE BLACK

55mm

Ø235mm
Ø200mm

DW19547SMD 

Input Voltage AC220-240V, Multivoltage
Light Power 25W
Luminous �ux ~1880lm
Light Source SMD
CCT 2700K, 3000K, 4000K
CRI >80, CRI 90 and CRI 97 as an option 
Beam Angle Lens 100° Acrylic diffuser
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

DW19547SMD

Color palette

IP65

nelux D A L I0-10V
Dimmable

WHITE BLACK

47mm

Ø195mm
Ø170mm

DW15567SMD 

Input Voltage AC220-240V, Multivoltage
Light Power 20W
Luminous �ux ~1400lm
Light Source SMD
CCT 2700K, 3000K, 4000K
CRI >80, CRI 90 and CRI 97 as an option 
Beam Angle Lens 100° Acrylic diffuser
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

DW15567SMD

Color palette

IP65

nelux D A L I0-10V
Dimmable

WHITE BLACK

67mm

Ø155mm
Ø140mm

DW11555 

Input Voltage AC220-240V, Multivoltage
Light Power 15W
Luminous �ux ~790lm
Light Source SMD 
CCT 2700K, 3000K, 4000K
CRI >80, CRI 90 and CRI 97 as an option 
Beam Angle Lens 100° Acrylic diffuser
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

DW11555SMD

Color palette

IP65

nelux D A L I0-10V
Dimmable

WHITE BLACK

55mm

Ø115mm
Ø95mm
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NELUX CARDAN  are made from Aluminium Die-casting, electrostatic powder coating, housing made from pure aluminum.
Reflectors made from Aluminium anodized specular silver and aluminum.High quality Lens.
Brand of Chip CREE , PHILIPS and other brands like Citizen and Bridgelux available, depending on the product design.
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz

CR10888 10W

CR135110 18W

CR173135 43W

CR9585TL 10W

CR128110TL 18W

CR168135TL 43W

CR18585TL 2*10W

CR260110TL 2*18W

CR325135TL 2*43W

CR18585TL 3*10W

CR380110 TL 3*18W

CR482135 TL 3*43W

CR200888 2*10W

CR267110 2*18W

CR330135  2*43W

CR288888 3*10W

CR387110  3*18W

CR487135  3*43W

GRILLE / CARDAN, Re-
tail Series, reference 
CR128110TL 18W finished 
in black color.
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RETAIL 10 SERIES

CR10888

Color palette
BK GD WHITE BLACK BK WH

IP20

108mm

87.5mm

nelux D A L I0-10V
Dimmable

108mm
97*97mm

CR20088

Input Voltage AC220-240V, Multivoltage
Light Power 2*10W
Luminous �ux Lens ~1640lm, Re�ector ~1570lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle LENS 24°, 36°, 60°  Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

CR28888

Color palette
BK GD WHITE BLACK BK WH

IP20

87.5mm

nelux D A L I0-10V
Dimmable

108mm

273*97mm

288mm

CR10888

Input Voltage AC220-240V, Multivoltage
Light Power 10W
Luminous �ux ~890lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle LENS 24°, 36°, 60°  Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

CR20088

Color palette
BK GD WHITE BLACK BK WH

IP20

87.5mm

nelux D A L I0-10V
Dimmable

108mm

183*97mm

200mm

CR28888

Input Voltage AC220-240V, Multivoltage
Light Power 3*10W
Luminous �ux Lens ~2745lm, Re�ector ~2250lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle LENS 24°, 36°, 60°  Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
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RETAIL 10 TRIM-LESS SERIES

C9585

Color palette
BK GD WHITE BLACK BK WH

IP20

85mm

nelux D A L I0-10V
Dimmable

95mm

96*86mm

95mm

C18585TL TRIM-LESS

Input Voltage AC220-240V, Multivoltage
Light Power 2*10W
Luminous �ux Lens ~1630lm, Re�ector ~1570lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle LENS 24°, 36°, 60°  Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

C27585

Color palette
BK GD WHITE BLACK BK WH

IP20

85mm

nelux D A L I0-10V
Dimmable

95mm

276*96mm

275mm

C9585TL TRIM-LESS

Input Voltage AC220-240V, Multivoltage
Light Power 1*10W
Luminous �ux Lens ~890lm, Re�ector ~830lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle LENS 24°, 36°, 60°  Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

C18585

Color palette
BK GD WHITE BLACK BK WH

IP20

85mm

nelux D A L I0-10V
Dimmable

95mm

187*96mm

185mm

C27585TL TRIM-LESS

Input Voltage AC220-240V, Multivoltage
Light Power 3*10W
Luminous �ux Lens ~2480lm, Re�ector ~2250lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle LENS 24°, 36°, 60°  Reflector 15°, 24°, 38°, 60°
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
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RETAIL 20 SERIES

CR128110 TRIM-LESS

Input Voltage AC220-240V, Multivoltage
Light Power 18W
Luminous �ux ~1320lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle Re�ector 25°, 40°, 60° 
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

CR260110  TRIM-LESS

Input Voltage AC220-240V, Multivoltage
Light Power 2*18W
Luminous �ux ~2965lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle Re�ector 25°, 40°, 60° 
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

CR380110 TRIM-LESS

Input Voltage AC220-240V, Multivoltage
Light Power 3*18W
Luminous �ux ~4425lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle Re�ector 25°, 40°, 60° 
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

CR135110

Color palette
BK GD WHITE BLACK BK WH

IP20

135mm

110mm

nelux D A L I0-10V
Dimmable

135mm

124*120mm

CR267110

Color palette
BK GD WHITE BLACK BK WH

IP20

267mm

110mm

nelux D A L I0-10V
Dimmable

135mm

256*120mm

CR387110

Color palette
BK GD WHITE BLACK BK WH

IP20

110mm

nelux D A L I0-10V
Dimmable

135mm

376*120mm

387mm

CR128110

Color palette
BK GD WHITE BLACK BK WH

IP20

128mm

110mm

nelux D A L I0-10V
Dimmable

128mm

124*124mm

CR260110

Color palette
BK GD WHITE BLACK BK WH

IP20

260mm

110mm

nelux D A L I0-10V
Dimmable

128mm

256*124mm

CR380110

Color palette
BK GD WHITE BLACK BK WH

IP20

380mm

110mm

nelux D A L I0-10V
Dimmable

128mm

376*124mm

CR135110

Input Voltage AC220-240V, Multivoltage
Light Power 18W
Luminous �ux ~2960lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle Re�exctor 25°, 40°, 60° 
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

CR267110

Input Voltage AC220-240V, Multivoltage
Light Power 2*18W
Luminous �ux ~2970lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle Re�ector 25°, 40°, 60° 
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

CR387110

Input Voltage AC220-240V, Multivoltage
Light Power 3*18W
Luminous �ux ~4420lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle Re�ector 25°, 40°, 60° 
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
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RETAIL 43 SERIES

CR325135  TRIM-LESS also available 25W and 30W

Input Voltage AC220-240V, Multivoltage
Light Power 2*43W also available 25W and 30W
Luminous �ux ~8020lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle Re�ector 15°, 24°, 38° 
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

CR482135 TRIM-LESS also available 25W and 30W

Input Voltage AC220-240V, Multivoltage
Light Power 3*43W also available 25W and 30W
Luminous �ux ~11480lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle Re�ector 15°, 24°, 38° 
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

CR173135

Color palette
BK GD WHITE BLACK BK WH

IP20

173mm

135mm

nelux D A L I0-10V
Dimmable

173mm

164*160mm

CR330135

Color palette
BK GD WHITE BLACK BK WH

IP20

330mm

135mm

nelux D A L I0-10V
Dimmable

173mm

320*160mm

CR487135

Color palette
BK GD WHITE BLACK BK WH

IP20

135mm

nelux D A L I0-10V
Dimmable

173mm

475*160mm

487mm

CR168135

Color palette
BK GD WHITE BLACK BK WH

IP20

168mm

135mm

nelux D A L I0-10V
Dimmable

168mm

164*164mm

CR325135

Color palette
BK GD WHITE BLACK BK WH

IP20

325mm

135mm

nelux D A L I0-10V
Dimmable

168mm

321*164mm

CR482135

Color palette
BK GD WHITE BLACK BK WH

IP20

482mm

135mm

nelux D A L I0-10V
Dimmable

168mm

478*164mm

CR173135 43W also available 25W and 30W

Input Voltage AC220-240V, Multivoltage
Light Power 43W also available 25W and 30W
Luminous �ux ~4180lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle Re�exctor 15°, 24°, 38° 
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

CR330135 2*43W  also available in 25W and 30W

Input Voltage AC220-240V, Multivoltage
Light Power 2*43W also available in 25W and 30W
Luminous �ux ~8020lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle Re�ector 15°, 24°, 38° 
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

CR487135 3*43W also available 25W and 30W

Input Voltage AC220-240V, Multivoltage
Light Power 3*43W also avilable 25W and 30W
Luminous �ux ~11480lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle Re�ector 15°, 24°, 38° 
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option

CR168135 TRIM-LESS also available 25W and 30W

Input Voltage AC220-240V, Multivoltage
Light Power 1*43W also available 
Luminous �ux ~4170lm
Light Source CREE, other options available
CCT 2700K, 3000K, 4000K
CRI 80 as standard, CRI90, 95, 97
Beam Angle Re�ector 15°, 24°, 38° 
Driver, Khun, Xz other options available
Dimmable 0-10V, Triac , Dali as an option
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INGROUND SERIES

WALL RECESSED SERIES

60mm
60mm

101mm

Ø96mm
Ø100mm

LED PROJECTOR SERIES

SPIKE SPOT LIGHT SERIES
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Our OUTDOOR products  are made from Solid passivated Anodized aluminum , aluminum and die-casting depending on references.
and trim stainless steel.
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz

IG6075 3W

IG4053 3W

IG200124 16W

IG6075-4 3W

IG11672-6 6W

IL6060 3W CEILING

IG6075-3 3W

IG116T2 4W

IL6060 3W SIAIR INGROUND

IG4440 2W

IG13476 12W

IG6075-2 3W

IG4053S 3W

IL6060 3W

IG7872 4W

IG11672-9 9W

INGROUND SERIES

COMMERCIAL AND RESIDENTIAL OUTDOOR, series Inground, reference IL6060B4 3W, 
high performance for your outdoor projects.
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INGROUND DECO SERIES

Power 3W
Led type 1pc 3W CREE XPE led,
Lumens ~100lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 1*100°
Dimension Ø60*H75mm
Cut out Ø40mm
Net weight 0.370kg
Warranty 3 years

GENERAL DATA

IG6075 IP65 IK10

Power 3W
Led type 1pc 3W CREE XPE led,
Lumens ~100lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 2*100°
Dimension Ø60*H75mm
Cut out Ø40mm
Net weight 0.370kg
Warranty 3 years

GENERAL DATA

IG6075-2 IP65 IK10

MAIN DATA

IP rating IP67
IK rating  IK10
Housing material Solid Passivated (Anodizing) Aluminum 
CNC machined 
Protection �nishing11~13μm thickness anodized �lm for 
housing .Dark grey 
Trim Stainless steel 316
Glass Tempered Glass T=4mm
Loading capacity >2000 kgs
Cable gland PG9 IP67
Gasket  O-ring PMQ silicone  seal
Accessories Passivated anodizing aluminum CNC machine

MAIN DATA

IP rating IP67
IK rating  IK10
Housing material Solid Passivated (Anodizing) Aluminum 
CNC machined 
Protection �nishing11~13μm thickness anodized �lm for 
housing .Dark grey 
Trim Stainless steel 316
Glass Tempered Glass T=4mm
Loading capacity >2000 kgs
Cable gland PG9 IP67
Gasket  O-ring PMQ silicone  seal
Accessories Passivated anodizing aluminum CNC machine

ELECTRICAL DATA

Input voltage DC12V -DC24V 
Insulation class Class III
Cable 1PC rubber cable 1.5M H05RN-F 2x0.75mm square
Driver Low voltage constant current output excluding 
transformer

ELECTRICAL DATA

Input voltage DC12V -DC24V 
Insulation class Class III
Cable 1PC rubber cable 1.5M H05RN-F 2x0.75mm square
Driver Low voltage constant current output excluding 
transformer

IG6075

Ø60mm

75mm

90mm

40mm

IG6075-2

Ø60mm

75mm

90mm

40mm
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INGROUND DECO SERIES

Power 3W
Led type 1pc 3W CREE XPE led,
Lumens ~100lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 3*100°
Dimension Ø60*H75mm
Cut out Ø40mm
Net weight 0.370kg
Warranty 3 years

GENERAL DATA

IG6075-3 IP65 IK10

Power 3W
Led type 1pc 3W CREE XPE led,
Lumens ~100lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 4*80°
Dimension Ø60*H75mm
Cut out Ø40mm
Net weight 0.370kg
Warranty 3 years

GENERAL DATA

IG6075-4 IP65 IK10

MAIN DATA

IP rating IP67
IK rating  IK10
Housing material Solid Passivated (Anodizing) Aluminum 
CNC machined 
Protection �nishing11~13μm thickness anodized �lm for 
housing .Dark grey 
Trim Stainless steel 316
Glass Tempered Glass T=4mm
Loading capacity >2000 kgs
Cable gland PG9 IP67
Gasket  O-ring PMQ silicone  seal
Accessories Passivated anodizing aluminum CNC machine

MAIN DATA

IP rating IP67
IK rating  IK10
Housing material Solid Passivated (Anodizing) Aluminum 
CNC machined 
Protection �nishing11~13μm thickness anodized �lm for 
housing .Dark grey 
Trim Stainless steel 316
Glass Tempered Glass T=4mm
Loading capacity >2000 kgs
Cable gland PG9 IP67
Gasket  O-ring PMQ silicone  seal
Accessories Passivated anodizing aluminum CNC machine

ELECTRICAL DATA

Input voltage DC12V -DC24V 
Insulation class Class III
Cable 1PC rubber cable 1.5M H05RN-F 2x0.75mm square
Driver Low voltage constant current output excluding 
transformer

ELECTRICAL DATA

Input voltage DC12V -DC24V 
Insulation class Class III
Cable 1PC rubber cable 1.5M H05RN-F 2x0.75mm square
Driver Low voltage constant current output excluding 
transformer

IG6075-3

Ø60mm

75mm

90mm

40mm

IG6075-4

Ø60mm

75mm

90mm

40mm
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INGROUND DECO SERIES

Power 4W
Led type 18pcs  SMD2835
Lumens ~150lm
CCT 2700K, 3000K, 4000K, 6000K, R|G|Y|B
CRI >80
Beam angle 360°
Dimension Ø78*H7\2mm
Cut out Ø54mm
Net weight 0.370kg
Warranty 3 years

GENERAL DATA

IG7872 IP65 IK10

Power 2W
Led type 1pc  CREE XPE
Lumens ~120lm
CCT 2700K, 3000K, 4000K, 6000K, R|G|Y|B
CRI >80
Beam angle 120°
Dimension Ø44*H40mm
Cut out Ø40mm
Net weight 0.230kg
Warranty 3 years

GENERAL DATA

IG4440 IP65 IK07

MAIN DATA

IP rating IP67
IK rating  IK10
Housing material Solid Passivated (Anodizing) Aluminum 
CNC machined 
Protection �nishing20~25μm thickness anodized �lm for 
housing .Dark grey 
Trim Stainless steel 316
Glass With out glass, but with PMMA di�user
Loading capacity >2000 kgs
Cable gland PG7 IP67
Gasket  O-ring PMQ silicone  seal
Accessories Passivated anodizing aluminum CNC machine

MAIN DATA

IP rating IP67
IK rating  IK07
Housing material Solid Passivated (Anodizing) Aluminum 
CNC machined 
Protection �nishing20~25μm thickness anodized �lm for 
housing .Dark grey 
Trim Stainless steel 316
Glass PMMA 5mm thickness
Loading capacity 320 kgs
Cable gland PG7 IP67
Gasket  O-ring PMQ silicone  seal
Accessories Passivated anodizing aluminum CNC machine

ELECTRICAL DATA

Input voltage DC24V  
Insulation class Class III
Cable 1PC rubber cable 1.5M H05RN-F 2x0.75mm square
Driver Low voltage constant current output excluding 
transformer

ELECTRICAL DATA

Input voltage DC12V/DC24V 
Insulation class Class III
Cable 1PC rubber cable 1.5M H05RN-F 2x0.75mm square
Driver Low voltage constant current output excluding 
transformer

IG7872

Ø78mm

72mm

45mm

54mm

IG4440

Ø44mm

40mm

60mm

40mm
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Power 3W
Led type 1pc  CREE XPE
Lumens ~130lm
CCT 2700K, 3000K, 4000K, 6000K, R|G|Y|B
CRI >80
Beam angle 15°, 25°, 38°, 45°, 60°, 120°
Dimension Ø40*H53mm
Cut out Ø38mm
Net weight 0.210kg
Warranty 3 years

GENERAL DATA

IG4053 IP65 IK06

Power 3W
Led type 1pc  CREE XPE
Lumens ~130lm
CCT 2700K, 3000K, 4000K, 6000K, R|G|Y|B
CRI >80
Beam angle 15°, 25°, 38°, 45°, 60°, 120°
Dimension Ø40*H53mm
Cut out Ø38mm
Net weight 0.220kg
Warranty 3 years

GENERAL DATA

IG4053S IP65 IK06

MAIN DATA

IP rating IP67
IK rating  IK06
Housing material Solid Passivated (Anodizing) Aluminum 
CNC machined 
Protection �nishing 11~13μm thickness anodized �lm for 
housing .Dark grey 
Trim Stainless steel 316
Glass Step tempered Glass T=4mm
Loading capacity 320 kgs
Cable gland PG7 IP67
Gasket  O-ring PMQ silicone  seal
Accessories Passivated anodizing aluminum CNC machine

MAIN DATA

IP rating IP67
IK rating  IK06
Housing material Solid Passivated (Anodizing) Aluminum 
CNC machined 
Protection �nishing 11~13μm thickness anodized �lm for 
housing .Dark grey 
Trim Stainless steel 316
Glass Step tempered Glass T=4mm
Loading capacity 320 kgs
Cable gland PG7 IP67
Gasket  O-ring PMQ silicone  seal
Accessories Passivated anodizing aluminum CNC machine

ELECTRICAL DATA

Input voltage DC12V/DC24V 
Insulation class Class III
Cable 1PC rubber cable 1.5M H05RN-F 2x0.75mm square
Driver Low voltage constant current output excluding 
transformer

ELECTRICAL DATA

Input voltage DC12V/DC24V 
Insulation class Class III
Cable 1PC rubber cable 1.5M H05RN-F 2x0.75mm square
Driver Low voltage constant current output excluding 
transformer

IG4053

Ø40mm

53mm

92mm

38mm

IG4053S

Ø40mm

53mm

92mm

Ø38mm

INGROUND DECO SERIES
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Power 4W
Led type 4pcs  CREE XPE
Lumens ~370lm
CCT  2700K, 3000K, 4000K, 6000K, R|G|Y|B
CRI  >80
Beam angle 20°, 40°, 60° (adjustable max 20°)
Dimension Ø116*H72mm
Cut out Ø100mm
Net weight 1.220kg
Warranty 3 years

GENERAL DATA

IG11672 IP67 IK09

Power 6W
Led type 6pcs  CREE XPE
Lumens ~540lm
CCT  2700K, 3000K, 4000K, 6000K, R|G|Y|B
CRI  >80
Beam angle 20°, 40°, 60° (adjustable max 20°)
Dimension Ø116*H72mm
Cut out Ø100mm
Net weight 1.253kg
Warranty 3 years

GENERAL DATA

IG11672-6 IP67 IK09

MAIN DATA

IP rating IP67
IK rating  IK09
Housing material Solid Passivated (Anodizing) Aluminum 
CNC machined 
Protection �nishing 20~25μm thickness anodized �lm for 
housing .Dark grey 
Trim Stainless steel 316
Glass Step tempered Glass T=8mm
Loading capacity 2000 kgs
Cable gland PG7 IP67
Gasket  O-ring PMQ silicone  seal
Rotatable Manual rotating max 20°

MAIN DATA

IP rating IP67
IK rating  IK09
Housing material Solid Passivated (Anodizing) Aluminum 
CNC machined 
Protection �nishing 20~25μm thickness anodized �lm for 
housing .Dark grey 
Trim Stainless steel 316
Glass Step tempered Glass T=8mm
Loading capacity 2000 kgs
Cable gland PG7 IP67
Gasket  O-ring PMQ silicone  seal
Rotatable Manual rotating max 20°

ELECTRICAL DATA

Input voltage DC24V  
Insulation class Class III
Cable 1PC rubber cable 1.5M H05RN-F 2x0.75mm square
Driver Low voltage constant current output excluding 
transformer

ELECTRICAL DATA

Input voltage DC24V  
Insulation class Class III
Cable 1PC rubber cable 1.5M H05RN-F 2x0.75mm square
Driver Low voltage constant current output excluding 
transformer

IG11672

Ø116mm

72mm

100mm

Ø100mm

IG11672-6

Ø116mm

72mm

100mm

Ø100mm

INGROUND DECO SERIES
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Power 9W
Led type 9pcs  1W CREE XPE
Lumens ~810lm
CCT  2700K, 3000K, 4000K, 6000K, R|G|Y|B
CRI  >80
Beam angle 20°, 40°, 60° (adjustable max 20°)
Dimension Ø134*H74mm
Cut out Ø120mm
Net weight 1.221kg
Warranty 3 years

GENERAL DATA

IG11672-9 IP67 IK09

Power 12W
Led type 12pcs  1W CREE XPE
Lumens ~1080lm
CCT  2700K, 3000K, 4000K, 6000K, R|G|Y|B
CRI  >80
Beam angle 20°, 40°, 60° (adjustable max 20°)
Dimension Ø134*H76mm
Cut out Ø120mm
Net weight 1.243kg
Warranty 3 years

GENERAL DATA

IG13476 IP67 IK09

MAIN DATA

IP rating IP67
IK rating  IK09
Housing material Solid Passivated (Anodizing) Aluminum 
CNC machined 
Protection �nishing 20~25μm thickness anodized �lm for 
housing .Dark grey 
Trim Stainless steel 316
Glass Step tempered Glass T=10mm
Loading capacity 2000 kgs
Cable gland PG7 IP67
Gasket  O-ring PMQ silicone  seal
Rotatable Manual rotating max 20°

MAIN DATA

IP rating IP67
IK rating  IK09
Housing material Solid Passivated (Anodizing) Aluminum 
CNC machined 
Protection �nishing 20~25μm thickness anodized �lm for 
housing .Dark grey 
Trim Stainless steel 316
Glass Step tempered Glass T=10mm
Loading capacity 2000 kgs
Cable gland PG7 IP67
Gasket  O-ring PMQ silicone  seal
Rotatable Manual rotating max 20°

ELECTRICAL DATA

Input voltage DC24V  
Insulation class Class III
Cable 1PC rubber cable 1.5M H05RN-F 2x0.75mm square
Driver Low voltage constant current output excluding 
transformer

ELECTRICAL DATA

Input voltage DC24V  
Insulation class Class III
Cable 1PC rubber cable 1.5M H05RN-F 2x0.75mm square
Driver Low voltage constant current output excluding 
transformer

IG11672-9

Ø116mm

72mm

100mm

Ø100mm

IG13476

Ø134mm

76mm

105mm

Ø120mm

INGROUND DECO SERIES
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INGROUND DECO SERIES

Power 16W
Led type 9pcs  2W CREE XPE
Lumens ~1350lm
CCT  2700K, 3000K, 4000K, 6000K, R|G|Y|B
CRI  >80
Beam angle 8°, 10°, 17°, 23°, 28°, 43°,58°,95°
(adjustable max 20°)
Dimension Ø200*H124mm
Cut out Ø178mm
Net weight 5.1kg

GENERAL DATA

IG200124 IP67 IK09

MAIN DATA

IP rating IP67
IK rating  IK09
Housing material Solid Passivated (Anodizing) Aluminum 
CNC machined 
Protection �nishing 20~25μm thickness anodized �lm for 
housing .Dark grey 
Trim Stainless steel 316
Glass Step tempered Glass T=10mm
Loading capacity 2000 kgs
Cable gland PG7 IP67
Gasket  O-ring PMQ silicone  seal
Mounting sleeve solid passivated anodizing aluminum CNC

ELECTRICAL DATA

Input voltage DC24V  
Insulation class Class III
Cable 1PC rubber cable 1.5M H05RN-F 2x0.75mm square
Driver Low voltage constant current output excluding 
transformer

IG200124

Ø200mm

124mm

140mm

Ø180mm

COMMERCIAL AND RESIDENTIAL 
OUTDOOR, Inground Deco Series, 
reference IG200124, IP67 16W An-
odizing aluminum.



COMMERCIAL & RESIDENTIAL OUTDOOR nelux architectural lightingnelux architectural lightingnelux architectural lighting

www.nelux.com.hklighting product designers and mold management 145

INGROUND DRIVE WAY

Stairs In ground Ceiling recessedOutdoor In ground

60mm
60mm

101mm

Ø96mm
Ø100mm

79mm

60mm

60mm

41mm

86mm
Ø54mm

60mm

60mm

60mm 60mm

74mm

60mm 60mm

74mm

60mm 60mm

74mm

52mm

96mm

101mm

IL6060B4 IL6060B2 IL6060B1

42mm

IL6060 
Material Aluminium anodized or powder painting
Light Source cob CREE 3W
CCT 2700K, 3000K, 4000K
Input Voltage 110-240VAC
IP54 �xture IK08
Beam angle 20° (1Beam, 2Beam, 4 Beam angle)
connector IP68 gel connector
External driver constant current driver
Cable H05RN-F 2x0.75mm2 l=0.5m (low voltage)
Mounting sleeve PC
CRI>82

Splice connector

6000K 4000K 3000K 2700K

nelux CCT available correlated colour temperature

IP68 IK08

IP54
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Our OUTDOOR products  are made from Solid passivated Anodized aluminum , aluminum and die-casting depending on references.
and trim stainless steel.
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz

WL10540 4W WL7035 1W, 3WWL10540 6WWL18243 8W WL16555 3W

WALL RECESSED SERIES

COMMERCIAL AND RESIDENTIAL OUTDOOR, series Wall Recessed Light, reference 
WL16555 3W, high performance for your stairways, staircases, outdoor terrace,...
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WALL RECESSED SERIES

Power 4W
Led type 30pcs SMD2835 LED
Lumens 100~120lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 120°
Dimension L105*W81*H40mm
Cut out L100*W58*H50mm
Net weight 0.369kg
Warranty 3 years

GENERAL DATA

WL10540 IP65 IK06

MAIN DATA

IP rating IP65
IK rating  IK06
Housing material Solid Passivated (Anodizing) Aluminum CNC 
machined
Protection �nishing 20~25μm thickness anodized �lm for hous-
ing .Dark grey as standard, painted in white as options
Trim Tempered glass painted in milky white
Glass Tempered Glass.T=4mm
Loading capacity 320 kgs
Cable gland PG7 IP67
Gasket  Flat PMQ silicone seal
Accessories mounting box aluminum

ELECTRICAL DATA

Input voltage AC100~240V  
Insulation class Class I
Cable 1 x cable 0.3 M H05RN-F 3x0.75mm square to open 
wires
Driver Built-in high voltage constant current driver with 
transformer

105mm

40mm

80.2mm

81mm

49mm

WL10540
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WALL RECESSED SERIES

Power 8W
Led type 42pcs SMD2835 LED
Lumens 190~210lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 120°
Dimension L182*W81*H43mm
Cut out L170*W59*H55mm
Net weight 0.373kg
Warranty 3 years

GENERAL DATA

WL18243 IP65 IK06

MAIN DATA

IP rating IP65
IK rating  IK06
Housing material Solid Passivated (Anodizing) Aluminum CNC 
machined
Protection �nishing 20~25μm thickness anodized �lm for hous-
ing .Dark grey as standard, painted in white as options
Trim Tempered glass painted in milky white
Glass Tempered Glass.T=4mm
Loading capacity 320 kgs
Cable gland PG7 IP67
Gasket  Flat PMQ silicone seal
Accessories mounting box aluminum

ELECTRICAL DATA

Input voltage AC100~240V  
Insulation class Class I
Cable 1 x cable 0.3 M H05RN-F 3x0.75mm square to open 
wires
Driver Built-in high voltage constant current driver with 
transformer

81mm

182mm

43mm

185mm 65mm

54.5mm



COMMERCIAL & RESIDENTIAL OUTDOOR nelux architectural lightingnelux architectural lightingnelux architectural lighting

www.nelux.com.hklighting product designers and mold management 149

WALL RECESSED SERIES

Power 6W
Led type 8pcs CREE XTE
Lumens 95~120lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 120°
Dimension L105*W81*H40mm
Cut out 100*58*50mm
Net weight 0.369kg
Warranty 3 years

GENERAL DATA

WL10540 IP65 IK06

MAIN DATA

IP rating IP65
IK rating  IK06
Housing material Solid Passivated (Anodizing) Aluminum CNC 
machined
Protection �nishing 20~25μm thickness anodized �lm for hous-
ing .Dark grey as standard.
Trim Tempered glass painted in black
Glass Tempered Glass.T=4mm
Loading capacity 320 kgs
Cable gland PG7 IP67
Gasket  Flat PMQ silicone seal
Accessories Mounting Sleeve aluminum

ELECTRICAL DATA

Input voltage AC100-240V  
Insulation class Class I
Cable 1 x cable 0.3 M H05RN-F 3x0.75mm square to open 
wires
Driver Built-in high voltage constant current driver with 
transformer

105mm

40mm

80.2mm

81mm

49mm
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WALL RECESSED SERIES

Power 1W, and 3W as an option
Led type 1pcs CREE XPE led 
Lumens 75~80lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 30°
Dimension Ø70*H34.5mm
Cut out 62mm
Net weight 0.225kg
Warranty 3 years

GENERAL DATA

WL7035 IP67 IK06

MAIN DATA

IP rating IP65
IK rating  IK06
Housing material Polished chrome Aluminium/Satin Nickel 
Aluminium/Powder coated painting in white color Aluminium
Protection �nishing Polished chrome/Satin Nickel/ Powder 
coated painting in white color 
Trim Polished chrome Aluminium/Satin Nickel Aluminium/Pow-
der coated painting in white color Aluminium
Glass Tempered Glass
Loading capacity 320 kgs
Cable gland PG7 IP67
Gasket  Ring PMQ silicone seal
Accessories Mounting Sleeve Anti-corrosion PVC. Grey.

ELECTRICAL DATA

Input voltage DC12V/DC24V 
Insulation class Class III
Cable 1 x cable 0.3 M H05RN-F 3x0.75mm square to open 
wires
Driver Low voltage constant current output ,excluding the 
transformer. (With separately driver for options)

Ø70mm

34.5mm

55mm

60mm

Polished chrome aluminium Satin nickel
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WALL RECESSED SERIES

Power 3W 
Led type 1pcs CREE XPE led 
Lumens 110~130lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 30°
Dimension L165*W55*H42mm
Cut out 147*40*45mm
Net weight 0.365kg
Warranty 3 years

GENERAL DATA

WL16555 IP67 IK06

MAIN DATA

IP rating IP67
IK rating  IK06
Housing material Polished chrome Aluminium/Satin Nickel 
Aluminium/Powder coated painting in white color Aluminium
Protection �nishing Polished chrome/Satin Nickel/ Powder 
coated painting in white color 
Trim Polished chrome Aluminium/Satin Nickel Aluminium/Pow-
der coated painting in white color Aluminium
Glass Tempered Glass
Loading capacity 320 kgs
Cable gland IP67
Gasket  Ring PMQ silicone seal

ELECTRICAL DATA

Input voltage DC12V/DC24V 
Insulation class Class III
Cable 1 x cable 0.3 M H05RN-F 3x0.75mm square to open 
wires
Driver Low voltage constant current output ,excluding the 
transformer. (With separately driver for options)

165mm

42mm

55mm

Powder coating in white Satin nickel
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Our OUTDOOR products  are made from Solid passivated Anodized aluminum , aluminum and die-casting depending on references.
and trim stainless steel.
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz

LP150160 7W, 14W

LP140215 12W, 24W

LP140255 12W, 24WLP290295 36W, RGB 36WLP201218 17W LP140200 12W, 24W

LED PROJECTOR SERIES

COMMERCIAL AND RESIDENTIAL OUTDOOR, Led Projector series, reference LP150160 7W, the right led 
projector for outdoor illumination .
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LED PROJECTOR SERIES

Power 7W, 14W as an option 
Led type 7pcs 1W osram 
Lumens 600~650lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 10°, 15°, 20°, 25°, 30°, 40°, 45°, 60°
Dimension L150*W160*H87mm
Cut out -
Net weight 1.21kg
Warranty 3 years

GENERAL DATA

WL150160 IP65 IK04

MAIN DATA

IP rating IP65
IK rating  IK04
Housing material Die-casting Aluminium
Protection �nishing Powder coated painting in black color 
Trim Die-casting Aluminium
Glass Tempered Glass T=4mm
Loading capacity 220 kgs
Cable gland PG7 IP67
Gasket  PMQ silicone gasket seal
Accessories Bracket with aluminium spike as option

ELECTRICAL DATA

Input voltage AC90V-265V  
Insulation class Class I
Cable 1 1PC rubber cable 1.5M H05RN-F 3x0.75mm square
Driver Built-in high voltage constant current driver with 
transformer

WL150160

210mm

87mm

150mm

160mm
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LED PROJECTOR SERIES

Power 17W
Led type 17pcs 1W osram 
Lumens 1450~1550lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 10°, 15°, 20°, 25°, 30°, 40°, 45°, 60°
Dimension L150*W160*H87mm
Cut out -
Net weight 1.21kg
Warranty 3 years

GENERAL DATA

LP201218 IP65 IK04

MAIN DATA

IP rating IP65
IK rating  IK04
Housing material Die-casting Aluminium
Protection �nishing Powder coated painting in black color 
Trim Die-casting Aluminium
Glass Tempered Glass T=4mm
Loading capacity 220 kgs
Cable gland PG7 IP67
Gasket  PMQ silicone gasket seal
Accessories Bracket with aluminium spike as option

ELECTRICAL DATA

Input voltage AC90V-265V  
Insulation class Class I
Cable 1 1PC rubber cable 1.5M H05RN-F 3x0.75mm square
Driver Built-in high voltage constant current driver with 
transformer

LP201218
201mm

218mm

260mm



COMMERCIAL & RESIDENTIAL OUTDOOR nelux architectural lightingnelux architectural lightingnelux architectural lighting

www.nelux.com.hklighting product designers and mold management 155

LED PROJECTOR SERIES

Power 36W/RGB 36W
Led type 36pcs 1W osram/ RGB12pcs red led, 12pcs green led,
12pcs blue led 
Lumens 2950~3100lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 10°, 15°, 20°, 25°, 30°, 40°, 45°, 60°
Dimension Ø290*H295*w87mm
Cut out -
Net weight 2.35kg

GENERAL DATA

LP290295 IP65 IK04

MAIN DATA

IP rating IP65
IK rating  IK04
Housing material Die-casting Aluminium
Protection �nishing Powder coated painting in black color 
Trim Die-casting Aluminium
Glass Tempered Glass T=4mm
Loading capacity 220 kgs
Cable gland PG7 IP67
Gasket  PMQ silicone gasket seal
Accessories Bracket with aluminium spike as option

ELECTRICAL DATA

Input voltage AC90V-265V  
Insulation class Class I
Cable 1 1PC rubber cable 1.5M H05RN-F 3x0.75mm square
Driver Built-in high voltage constant current driver with 
transformer

LP290295
290mm

295mm

260mm
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LED PROJECTOR SERIES

HOME OUTDOOR LIGHTING

Power 12W and 24W as an option
Led type 12pcs 1W osram led,
Lumens 1000~1100lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 10°, 15°, 20°, 25°, 30°, 40°, 45°, 60°
Dimension Ø140*H255mm
Cut out -
Net weight 1.86kg
Warranty 3 years

GENERAL DATA

LP140255 IP65 IK04

MAIN DATA

IP rating IP65
IK rating  IK04
Housing material Die-casting Aluminium
Protection �nishing Powder coated painting in black color 
Trim Die-casting Aluminium
Glass Tempered Glass T=4mm
Loading capacity 220 kgs
Cable gland PG7 IP67
Gasket  PMQ silicone gasket seal
Accessories Round base with round base for mounting on 
the ground and for wires connecting inside the base, with 
shield for anti-glare.

ELECTRICAL DATA

Input voltage AC90V-265V  
Insulation class Class I
Cable 1 PVC cable 1.5M H05RN-F 3x0.75mm square
Driver Built-in high voltage constant current driver with 
transformer

LP140255

Ø140mm

195mm

255mm
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LED PROJECTOR SERIES

Power 12W and 24W as an option
Led type 12pcs 1W osram led,
Lumens 1000~1100lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 10°, 15°, 20°, 25°, 30°, 40°, 45°, 60°
Dimension Ø140*H200mm
Cut out -
Net weight 1.55kg
Warranty 3 years

GENERAL DATA

LP140200 IP65 IK04

MAIN DATA

IP rating IP65
IK rating  IK04
Housing material Die-casting Aluminium
Protection �nishing Powder coated painting in black color 
Trim Die-casting Aluminium
Glass Tempered Glass T=4mm
Loading capacity 220 kgs
Cable gland PG7 IP67
Gasket  PMQ silicone gasket seal
Accessories Round base with round base for mounting on 
the ground and with shield for anti-glare.

ELECTRICAL DATA

Input voltage AC90V-265V  
Insulation class Class I
Cable 1 PVC cable 1.5M H05RN-F 3x0.75mm square
Driver Built-in high voltage constant current driver with 
transformer

LP140200

Ø140mm

195mm

200mm
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LED PROJECTOR SERIES

HOME OUTDOOR LIGHTING

Power 12W and 24W as an option
Led type 12pcs 1W osram led,
Lumens 1000~1100lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 10°, 15°, 20°, 25°, 30°, 40°, 45°, 60°
Dimension Ø140*H215mm
Cut out -
Net weight 1.45kg
Warranty 3 years

GENERAL DATA

LP140215 IP65 IK04

MAIN DATA

IP rating IP65
IK rating  IK04
Housing material Die-casting Aluminium
Protection �nishing Powder coated painting in black color 
Trim Die-casting Aluminium
Glass Tempered Glass T=4mm
Loading capacity 220 kgs
Cable gland PG7 IP67
Gasket  PMQ silicone gasket seal
Accessories Round base with round base for mounting on 
the ground 

ELECTRICAL DATA

Input voltage AC90V-265V  
Insulation class Class I
Cable 1 PVC cable 1.5M H05RN-F 3x0.75mm square
Driver Built-in high voltage constant current driver with 
transformer

LP140215

Ø140mm

100mm

215mm
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Our OUTDOOR products  are made from Solid passivated Anodized aluminum , aluminum and die-casting depending on references.
and trim stainless steel.
Led Driver Khün, Xz, Osram, Philips.

Input Voltage Multivoltage and 220-240VAC/50-60Hz

SS2839 3W, 1W

SS61133 12W

SS61100 15W

SS VINTO75
SS VINTO58

SS4490 8W

SS4277 RGB 9W

SS4277 5W

SS85145 25W

SS61115 12W

SPIKE SPOT LIGHT SERIES

COMMERCIAL AND RESIDENTIAL OUTDOOR, Spike Spot Light series, reference SS4490 8W, a perfect 
spike spot light for outdoor illumination .
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SPIKE SPOT LIGHT SERIES

Power 3W and 1W as an option
Led type 1pcs 3W CREE XPE
Lumens 90~100lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 15°, 25°, 38°,45°, 60°
Dimension Ø28*H39mm
Cut out -
Net weight 0.097kg
Warranty 3 years

GENERAL DATA

SS2839 IP67 IK04

MAIN DATA

IP rating IP67
IK rating  IK04
Housing material Aluminium CNC machined
Protection �nishing 20~25μm thickness anodized �lm for 
housing 
Trim Aluminium
Glass Tempered Glass T=4mm
Loading capacity 220 kgs
Cable gland PG7 IP67
Gasket   O-ring PMQ silicone  seal
Accessories PVC spike as standard, and round base for wall 
mounting as an option

ELECTRICAL DATA

Input voltage DC12V/DC24V 
Insulation class Class III
Cable 1 PVC cable 1.5M H05RN-F 2x0.75mm square
Driver Low voltage constant current output,excluding the 
transformer

SS2839

Ø28mmØ75mm

39mm

175mm

39mm
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SPIKE SPOT LIGHT SERIES

Power 5W 
Led type 1pcs 5W COB LED
Lumens 350~400lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 15°, 25°
Dimension Ø42*H77mm
Cut out -
Net weight 0.29kg
Warranty 3 years

GENERAL DATA

SS4277 IP67 IK04

MAIN DATA

IP rating IP67
IK rating  IK04
Housing material Aluminium CNC machined
Protection �nishing 20~25μm thickness anodized �lm for 
housing.Dark grey standard , silver color as an option. 
Trim Aluminium
Glass Tempered Glass T=3mm
Loading capacity 220 kgs
Cable gland PG7 IP67
Gasket   O-ring PMQ silicone  seal
Accessories PVC spike as standard, and round base for wall 
mounting as an option

ELECTRICAL DATA

Input voltage AC95-265V and DC12V/DC24V as an option 
Insulation class Class I
Cable 1 PC rubber cable 1.5M H05RN-F 3x0.75mm square
Driver Built-in high voltage constant current driver with 
transformer

SS4277

Ø42mmØ75mm

77mm

175mm

Ø39mm
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SPIKE SPOT LIGHT SERIES

Power 8W 
Led type 1pcs 8W COB LED
Lumens 560~640lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 5°, 25°
Dimension Ø44*H90mm
Cut out -
Net weight 0.39kg
Warranty 3 years

GENERAL DATA

SS4490 IP67 IK04

MAIN DATA

IP rating IP67
IK rating  IK04
Housing material Aluminium CNC machined
Protection �nishing 20~25μm thickness anodized �lm for 
housing.Dark grey standard , silver color as an option. 
Trim Aluminium
Glass Tempered Glass T=3mm
Loading capacity 220 kgs
Cable gland PG7 IP67
Gasket   O-ring PMQ silicone  seal
Accessories PVC spike as standard, and round base for wall 
mounting as an option

ELECTRICAL DATA

Input voltage AC95-265V and DC12V/DC24V as an option 
Insulation class Class I
Cable 1 PC rubber cable 1.5M H05RN-F 3x0.75mm square
Driver Built-in high voltage constant current driver with 
transformer

SS4490

Ø44mm
Ø75mm

175mm

Ø39mm

90mm
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SPIKE SPOT LIGHT SERIES

Power 15W 
Led type 1pcs 15W COB LED
Lumens 1200~1350lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 25°, 38°, 60°
Dimension Ø61*H100mm
Cut out -
Net weight 0.58kg
Warranty 3 years

GENERAL DATA

SS61100 IP67 IK04

MAIN DATA

IP rating IP67
IK rating  IK04
Housing material Aluminium CNC machined
Protection �nishing 20~25μm thickness anodized �lm for 
housing.Dark grey standard , silver color as an option. 
Trim Aluminium
Glass Tempered Glass T=3mm
Loading capacity 220 kgs
Cable gland PG7 IP67
Gasket   O-ring PMQ silicone  seal
Accessories PVC spike as standard, and round base for wall 
mounting as an option

ELECTRICAL DATA

Input voltage AC95-265V 
Insulation class Class I
Cable 1 PC rubber cable 1.5M H05RN-F 3x0.75mm square
Driver Built-in high voltage constant current driver with 
transformer

SS61100

Ø61mm
Ø75mm

175mm

Ø39mm

100mm
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SPIKE SPOT LIGHT SERIES

Power 12W 
Led type 1pcs 12W CREE XHP35 LED
Lumens 960~1000lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 5°
Dimension Ø61*H115mm
Cut out -
Net weight 0.58kg
Warranty 3 years

GENERAL DATA

SS61115 IP67 IK04

MAIN DATA

IP rating IP67
IK rating  IK04
Housing material Aluminium CNC machined
Protection �nishing 20~25μm thickness anodized �lm for 
housing.Dark grey standard , silver color as an option. 
Trim Aluminium
Glass Tempered Glass T=3mm
Loading capacity 220 kgs
Cable gland PG7 IP67
Gasket   O-ring PMQ silicone  seal
Accessories PVC spike as standard, and round base for wall 
mounting as an option

ELECTRICAL DATA

Input voltage AC95-265V 
Insulation class Class I
Cable 1 PC rubber cable 1.5M H05RN-F 3x0.75mm square
Driver Built-in high voltage constant current driver with 
transformer

SS61115

Ø75mm

175mm

Ø39mm

Ø61mm

100mm

115mm
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SPIKE SPOT LIGHT SERIES

Power 12W 
Led type 1pcs 12W CREE XHP35 LED
Lumens 960~1000lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle Zoom 10° to 60° adjustable
Dimension Ø61*H133mm
Cut out -
Net weight 0.62kg
Warranty 3 years

GENERAL DATA

SS61133 IP67 IK04

MAIN DATA

IP rating IP67
IK rating  IK04
Housing material Aluminium CNC machined
Protection �nishing 20~25μm thickness anodized �lm for 
housing.Dark grey standard , silver color as an option. 
Trim Aluminium
Glass Tempered Glass T=3mm
Loading capacity 220 kgs
Cable gland PG7 IP67
Gasket   O-ring PMQ silicone  seal
Accessories PVC spike as standard, and round base for wall 
mounting as an option

ELECTRICAL DATA

Input voltage AC95-265V 
Insulation class Class I
Cable 1 PC rubber cable 1.5M H05RN-F 3x0.75mm square
Driver Built-in high voltage constant current driver with 
transformer

SS61133

Ø75mm

175mm

Ø39mm

Ø61mm

108mm

98mm

133mm
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SPIKE SPOT LIGHT SERIES

Power 25W 
Led type 1pcs 25W COB LED
Lumens 2100~2300lm
CCT 2700K, 3000K, 4000K, 6000K
CRI >80
Beam angle 24°,38°, 60°
Dimension Ø85*H145mm
Cut out -
Net weight 1.37kg
Warranty 3 years

GENERAL DATA

SS85145 IP67 IK04

MAIN DATA

IP rating IP67
IK rating  IK04
Housing material Aluminium CNC machined
Protection �nishing 20~25μm thickness anodized �lm for 
housing.Dark grey standard , silver color as an option. 
Trim Aluminium
Glass Tempered Glass T=4mm
Loading capacity 220 kgs
Cable gland PG7 IP67
Gasket   O-ring PMQ silicone  seal
Accessories PVC spike as standard, and round base for wall 
mounting as an option

ELECTRICAL DATA

Input voltage AC100-265V as standard DC24V as an option 
Insulation class Class I
Cable 1 PC rubber cable 1.5M H05RN-F 3x0.75mm square
Driver Built-in high voltage constant current driver with 
transformer

SS85145

Ø75mm

175mm

Ø39mm
Ø85mm

145mm

128mm
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SPIKE SPOT LIGHT SERIES

Power 9W 
Led type 1pcs 9W RGB COB LED
Lumens 300lm
CCT RGB
CRI >70
Beam angle 25°, and 38° as an option
Dimension Ø42*H77mm
Cut out -
Net weight 0.38kg
Warranty 3 years

GENERAL DATA

SS4277RGB IP67 IK04

MAIN DATA

IP rating IP67
IK rating  IK04
Housing material Aluminium CNC machined
Protection �nishing 20~25μm thickness anodized �lm for 
housing.Dark grey standard , silver color as an option. 
Trim Aluminium
Glass Tempered Glass T=3mm
Loading capacity 220 kgs
Cable gland PG7 IP67
Gasket   O-ring PMQ silicone  seal
Accessories PVC spike as standard, and round base for wall 
mounting as an option

ELECTRICAL DATA

Input voltage DC24V  
Insulation class Class III
Cable 1 PC rubber cable 1.5M H05RN-F 4x0.75mm square
Driver low voltage constant current output

SS4277RGB

Ø42mmØ75mm

77mm

175mm

Ø39mm
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SPIKE SPOT LIGHT SERIES

Power 2W to 12W please check module speci�cations
Led type CREE Led
Lumens from 200lm~1000lm check modules
CCT  3000K, 4000K, 5000K
CRI >70 and >80
Beam angle 15°, 30°, 45°, 60°
Dimension Ø75*L178/194mm and Ø58*L163/179mm
 Cut out -
Net weight 10kg and 15Kg
Warranty 2 years

GENERAL DATA

VINT075 and VINTO58 IP65

MAIN DATA

IP rating IP65
IK rating  IK01
Housing material CNC machined 
Cable gland PG7 IP67
Gasket   O-ring PMQ silicone  seal
Accessories PVC spike as standard, and claw base for wall 
mounting as an option

ELECTRICAL DATA

Input voltage 12V AC/DC 
Insulation class Class III
Cable 1 PC rubber cable 1.5M H05RN-F 2x0.75mm square

VINT075

Ø75mm

178mm

1800mm

Ø75mm

194mm

1800mm

nelux D A L I0-10V
Dimmable

VINTO75178 VINTO75194

MODULE6955

G5.3

VINT058

Ø58mm

163mm

1800mm

Ø58mm

179mm

1800mm

nelux D A L I0-10V
Dimmable

VINTO58163 VINTO58179

MODULE5154

G5.3

ACCESSORIES

Arrow Brass Spike Brass Spike Plastic Spike Brass Claw
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SPIKE SPOT LIGHT SERIES

Power 2W, 4W, 6W, 9W
Led type SMD3535 Led
Lumens ~200lm, ~400lm, ~580lm, ~800lm
CCT 3000K, 4000K, 5000K
CRI >70 and >80
Beam angle 15°, 30°, 45°, 60°
Dimension Ø50.6*H54mm
Optional  CREE XBD RGBW
Warranty 2 years

GENERAL DATA

MODULE 5154 
IP65

ELECTRICAL DATA

Input voltage 12V AC/DC 
Insulation class Class III
Cable 1 PC rubber cable 1.5M H05RN-F 2x0.75mm square

ELECTRICAL DATA

Input voltage 12V AC/DC 
Insulation class Class III
Cable 1 PC rubber cable 1.5M H05RN-F 2x0.75mm square

MODULE5154

G5.3

Ø50.6mm

54mm

Power 2W, 4W, 6W, 9W, 12W
Led type SMD3535 Led
Lumens ~200lm, ~400lm, ~580lm, ~800lm, ~950lm
CCT 3000K, 4000K, 5000K
CRI >70 and >80
Beam angle 15°, 30°, 45°, 60°
Dimension Ø69*H55mm
Optional  CREE XBD RGBW
Warranty 2 years

GENERAL DATA

MODULE 6955 
IP65

MODULE 6955

G5.3

Ø69mm

55mm

VINTO SERIE MODULES
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Ingress Protection (IP) 

The IP Code (or International Protection Rating, sometimes also interpreted as Ingress Protec-
tion Rating*) consists of the letters IP followed by two digits and an optional letter. As de�ned in 
international standard IEC 60529, it classi�es the degrees of protection provided against the 
intrusion of solid objects (including body parts like hands and �ngers), dust, accidental contact, 
and water in electrical enclosures. 
The digits (characteristic numerals) indicate conformity with the conditions summarized in the 
tables below. 

First Digit: Solids

The �rst digit indicates the level of protection that the enclosure provides against access to 
hazardous parts (e.g., electrical conductors, moving parts) and the ingress of solid foreign objects.

Level Object size protected against Effective against
0 Not protected    No protection against contact and ingress of objects
1 >50mm    Any large surface of the body, such as the back of the hand, 
      but no protection against deliberate contact with a body part.
2 >12.5mm    Fingers or similar objects.
3 >2.5mm    Tools, thick wires, etc.
4 >1mm     Most wires, screws, etc.
5 Dust Protected   Ingress of dust is not entirely prevented, but it must not enter in
       su�cient quantity to interfere with the satisfactory operation of 
      the equipment; complete protection against contact.
6 Dust Tight    No ingress of dust; complete protection against contact.

Second Digit: Liquids

Protection of the equipment inside the enclosure against harmful ingress of water.
Level Object size protected against  Effective against
0 Not protected 
1 Dripping water    Dripping water (vertically falling drops) shall have no harmfull e�ect.
2 Dripping water when tilted up to 15° Vertically dripping water shall have no harmful e�ect when the enclo 
       sure is tilted at an angle up to 15° from its normal position.
3 Spraying water    Water falling as a spray at any angle up to 60° from the vertical shall  
       have no harmful e�ect.
4 Splashing water    Water splashing against the enclosure from any direction shall have  
       no harmful e�ect.
5 Water jets     Water projected by a nozzle (6.3mm) against enclosure from any   
       direction shall have no harmful e�ects.
6 Powerful water jets    Water projected in powerful jets (12.5mm nozzle) against the enclo 
       sure from any direction shall have no harmful e�ects.
7 Immersion up to 1m    Ingress of water in harmful quantity shall not be possible when the  
       enclosure is immersed in water under de�ned conditions of pressure  
       and time (up to 1 m of submersion).
8 Immersion beyond 1m   The equipment is suitable for continuous immersion in water under  
       conditions which shall be speci�ed by the manufacturer. Normally,  
       this will mean that the equipment is hermetically sealed. However,  
       with certain types of equipment, it can mean that water can enter but  
       only in such a manner that it produces no harmful e�ects.
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