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5 years warranty CRIIp20

Grey White Black

Suspended
LightingGeneral Features

Product Photo

Size Profiles

Technical Data / Datos técnicos

Up&DownDown

* Straight line design style, can be seamless connection with any dimension
* Aluminum + PC
* Available to be grouped to different patterns according to architecture style of your space
* High efficiency and energy saving
* CCT 3000K, 4000K, 5000K
* Optional Different dimming modes: 0-10V, Dali, Triac, RGBW
* PF >0.9
* Led Samsung
*Applications: Supermarket, Hospital, Shoppin mall, Offices, museum, public building, colleges, ..

Model Input Voltage Power -CRI Lumens/W Beam 
Angle

Installation Size(mm)
W*H*L

Size(Inch)
W*H*L

LL115-80

AC220-240V/AC120-277V 50/60Hz

80W

>80 or >90 85lm/W 120˚*2 Suspended

Ø900*42*68 Ø35.4*1.7*2.7

LL115-120 120W Ø1200*42*68 Ø47.2*1.7*2.7

LL115-135 135W Ø1500*42*68 Ø59.1*1.7*2.7

LL115-150 150W Ø2000*42*68 Ø78.7*1.7*2.7

LL115-300 300W Ø3000*42*68 Ø118.1*1.7*2.7

LL115-480 480W Ø5000*42*68 Ø196.9*1.7*2.7

LL115 Circular Light - Down and Up Down - Suspended

Linear Light Profiles

Distribution Curve

LL115

Application



nelux architectural lighting products
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5 years warranty CRIIp20

Grey White Black

Suspended
Lighting

* Straight line design style, can be seamless connection with any dimension
* Aluminum + PC
* Available to be grouped to different patterns according to architecture style of your space
* High efficiency and energy saving
* CCT 3000K, 4000K, 5000K
* Optional Different dimming modes: 0-10V, Dali, Triac, RGBW
* PF >0.9
* Led Samsung
*Applications: Supermarket, Hospital, Shoppin mall, Offices, museum, public building, colleges, ..

General Features

Product Photo

Size Profiles

Technical Data / Datos técnicos

Down

* Straight line design style, can be seamless connection with any dimension
* Aluminum + PC
* Available to be grouped to different patterns according to architecture style of your space
* High efficiency and energy saving
* CCT 3000K, 4000K, 5000K
* Optional Different dimming modes: 0-10V, Dali, Triac, RGBW
* PF >0.9
* Led Samsung
*Applications: Supermarket, Hospital, Shoppin mall, Offices, museum, public building, colleges, ..

Model Input Voltage Power -CRI Lumens/W Beam 
Angle

Installation Size(mm)
W*H*L

Size(Inch)
W*H*L

LL113-40

AC220-240V/AC120-277V 50/60Hz

40W

>80 or >90 85lm/W 120˚ Suspended / 
Mounted

Ø600*32*38 Ø23.6*1.3*1.5

LL113-50 50W Ø900*32*38 Ø35.4*1.3*1.5

LL113-80 80W Ø1200*32*38 Ø47.2*1.3*1.5

LL113-100 100W Ø1500*32*38 Ø59.1*1.3*1.5

LL113-120 120W Ø2000*32*38 Ø78.8*1.3*1.5

LL113-200 200W Ø3000*32*38 Ø118.1*1.3*1.5

LL113-400 400W Ø5000*32*38 Ø196.9*1.3*1.5

LL113 Circular Light - Down and Up Down - Suspended and Surface Mounted

Linear Light Profiles

Distribution Curve

LL113

Application
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5 years warranty CRIIp20

Grey White Black

Suspended
Lighting

* Straight line design style, can be seamless connection with any dimension
* Aluminum + PC
* Available to be grouped to different patterns according to architecture style of your space
* High efficiency and energy saving
* CCT 3000K, 4000K, 5000K
* Optional Different dimming modes: 0-10V, Dali, Triac, RGBW
* PF >0.9
* Led Samsung
*Applications: Supermarket, Hospital, Shoppin mall, Offices, museum, public building, colleges, ..

General Features

Product Photo

Technical Data / Datos técnicos

Side Light

* Straight line design style, can be seamless connection with any dimension
* Aluminum + PC
* Available to be grouped to different patterns according to architecture style of your space
* High efficiency and energy saving
* CCT 3000K, 4000K, 5000K
* Optional Different dimming modes: 0-10V, Dali, Triac, RGBW
* PF >0.9
* Led Samsung
*Applications: Supermarket, Hospital, Shoppin mall, Offices, museum, public building, colleges, ..

Model Input Voltage Power -CRI Lumens/W Beam 
Angle

Installation Size(mm)
W*H*L

Size(Inch)
W*H*L

LL125-32

AC220-240V/AC120-277V 50/60Hz

32W

>80 or >90 70lm/W 300˚ Suspended 

Ø600*32*32 Ø23.6*1.3*1.5

LL125-40 40W Ø900*32*32 Ø35.4*1.3*1.5

LL125-70 70W Ø1200*32*32 Ø47.2*1.3*1.5

LL125-80 80W Ø1500*32*32 Ø59.1*1.3*1.5

LL125-32-M

AC220-240V/AC120-277V 50/60Hz

32W

>80 or >90 70lm/W 300˚ Surface Mounted

Ø600*32*32 Ø23.6*1.3*1.5

LL125-40-M 40W Ø900*32*32 Ø35.4*1.3*1.5

LL125-70-M 70W Ø1200*32*32 Ø47.2*1.3*1.5

LL125-80-M 80W Ø1500*32*32 Ø59.1*1.3*1.5

LL126-32

AC220-240V/AC120-277V 50/60Hz

32W

>80 or >90 70lm/W 300˚ Suspended 

Ø600*35*32 Ø23.6*1.4*1.3

LL126-40 40W Ø900*35*32 Ø35.4*1.4*1.3

LL126-70 70W Ø1200*35*32 Ø47.2*1.4*1.3

LL126-80 80W Ø1500*35*32 Ø59.1*1.4*1.3

LL126-32-M

AC220-240V/AC120-277V 50/60Hz

32W

>80 or >90 70lm/W 300˚ Surface Mounted

Ø600*35*32 Ø23.6*1.4*1.3

LL126-40-M 40W Ø900*35*32 Ø35.4*1.4*1.3

LL126-70-M 70W Ø1200*35*32 Ø47.2*1.4*1.3

LL126-80-M 80W Ø1500*35*32 Ø59.1*1.4*1.3

LL125-LL126 Circular Light Suspended and Surface Mounted

Linear Light Profiles

Distribution Curve
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5 years warranty CRIIp20

Grey White Black

Luna
Light Emission

* Avant-garde design, very good performance
* High quality materials Aluminum + PC
* High efficiency and energy saving
* CCT 3000K, 4000K, 5000K
* Optional Different dimming modes: 0-10V, Dali, Triac, RGBW
* Emergency option
* PF >0.9
* Led Samsung
* Applications: Supermarket, Hospital, Shoppin mall, Offices, museum, public building, colleges, ..

General Features

Product Photo

Technical Data / Datos técnicos

Down

Model Input Voltage Power -CRI Lumens/W Beam 
Angle

Installation Size(mm)
W*H*L

Size(Inch)
W*H*L

LL112-15

AC220-240V/AC120-277V 50/60Hz

15W

>80 or >90 85lm/W 120˚ Suspended 

Ø300*45 Ø11.8*1.8

LL112-20 20W Ø400*45 Ø15.7*1.8

LL112-25 25W Ø480*80 Ø18.9*3.1

LL112-40 40W Ø600*80 Ø23.6*3.1

LL112-90 90W Ø900*80 Ø35.4*3.1

LL112-180 180W Ø1200*80 Ø47.2*3.1

LL112-15-M

AC220-240V/AC120-277V 50/60Hz

15W

>80 or >90 85lm/W 120˚ Surface Mounted

Ø300*65 Ø11.8*2.6

LL112-20-M 20W Ø400*65 Ø15.7*2.6

LL112-25-M 25W Ø480*95 Ø18.9*3.7

LL112-40-M 40W Ø600*95 Ø23.6*3.7

LL112-90-M 90W Ø900*95 Ø35.4*3.7

LL112-180-M 180W Ø1200*95 Ø47.2*3.7

LL112 Luna Light Suspended and Surface Mounted

Linear Light Profiles

Distribution Curve



nelux architectural lighting products
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5 years warranty CRIIp20

Grey White Black

Luna
Light Emission

* Avant-garde design, very good performance
* High quality materials Aluminum + PC
* High efficiency and energy saving
* CCT 3000K, 4000K, 5000K
* Optional Different dimming modes: 0-10V, Dali, Triac, RGBW
* Emergency option
* PF >0.9
* Led Samsung
* Applications: Supermarket, Hospital, Shoppin mall, Offices, museum, public building, colleges, ..

General Features

Product Photo

Technical Data / Datos técnicos

Up&Down

Model Input Voltage Power -CRI Lumens/W Beam 
Angle

Installation Size(mm)
W*H*L

Size(Inch)
W*H*L

LL112-50

AC220-240V/AC120-277V 50/60Hz

50W

>80 or >90 85lm/W 120˚*2 Suspended 

Ø480*80 Ø18.9*3.1

LL112-80 80W Ø600*80 Ø23.6*3.1

LL112-120 120W Ø900*80 Ø35.4*3.1

LL112-150 150W Ø1200*80 Ø47.2*3.1

LL112-15-M

AC220-240V/AC120-277V 50/60Hz

50W

>80 or >90 85lm/W 120˚*2 Surface Mounted

Ø480*95 Ø18.9*3.7

LL112-20-M 80W Ø600*95 Ø23.6*3.7

LL112-25-M 120W Ø900*95 Ø35.4*3.7

LL112-40-M 150W Ø1200*95 Ø47.2*3.7

LL112 UP&DOWN Luna Light Suspended and Surface Mounted

Linear Light Profiles

Distribution Curve

Application



nelux architectural lighting products
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nelux (HK) international,ltd

sales@nelux.com.hk

5 years warranty CRIIp20

* Avant-garde design, very good performance
* High quality materials ABS + PC
* High efficiency and energy saving
* CCT 3000K, 4000K, 5000K
* Optional Different dimming modes: 0-10V, Dali, Triac, RGBW
* Emergency option
* PF >0.9
* Led Samsung
* Applications: Supermarket, Hospital, Shoppin mall, Offices, museum, public building, colleges, ..

General Features

Product Photo

Technical Data / Datos técnicos

Model Input Voltage Power -CRI Lumens/W Beam 
Angle

Installation Size(mm)
W*H*L

Size(Inch)
W*H*L

LL175-25

AC220-240V/AC120-277V 50/60Hz

25W

>80 70lm/W 360˚ Suspended 

Ø470*80 Ø18.5*3.1

LL175-36 36W Ø600*80 Ø23.6*3.1

LL175-45 45W Ø800*80 Ø31.5*3.1

LL175-25-M

AC220-240V/AC120-277V 50/60Hz

25W

>80 70lm/W 360˚ Surface Mounted

Ø470*120 Ø18.5*4.7

LL175-36-M 36W Ø600*120 Ø23.6*4.7

LL175-45-M 45W Ø800*120 Ø31.5*4.7

LL112 ROSCO Light Suspended and Surface Mounted

Linear Light Profiles

Distribution Curve



THANK YOU 

CONTACT US
whatsapp +852 5349 0724
email sales@nelux.com.hk
wechat neluxury

Head Office
	 18 Harbour Road, Central Plaza , 32/F, offices 3208, 
	 Wanchai, Hong Kong, China

Assembling Workshop
	 22 Kin Fat St. 11th Floor, Sun Hing Industrial Building,        
	 Tuen Mun, Hong Kong, China


