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About Us 

Nelux: Professional Lighting Solutions

At Nelux, we have been lighting up ideas and 
projects around the world for over 30 years. Since 

establishing our headquarters in Hong Kong in 
2010, we have become a trusted partner in the 
design and supply of technical and decorative 

lighting solutions for hotels, restaurants, 
franchises, retail stores, museums, and other 

commercial spaces.

Our philosophy blends innovation, design, and 
functionality to deliver high-performance products 
that not only meet but exceed the expectations of 

our clients. We focus on two key areas:

A premium range of interior lighting with a 5-year 
warranty, perfect for projects requiring durability 

and aesthetic excellence.
A bespoke production service that allows for the 
creation of unique pieces tailored to the specific 

needs of each client and project.
Our global market expertise, combined with an 

unwavering commitment to quality and 
competitive pricing, positions us as a leader in 
lighting solutions for large-scale projects. This 

catalog is a testament to our dedication and 
passion for illuminating every space with creativity 

and precision.



Honeycomb

Di

SMD linear lighting

A

Prismatic linear lighting

Acrylic  Prismatic cover

crylic  Diffuser cover

ffuser with honeycomb

COB linear spotlight

Anti-glare cup

UP+DOWN：

UP and UP lighting 

Optical 



Control flexibility

On/Off
Control

1-10V
dimmers

DALIT8
Control

TRIAC
dimmers

DMX/RDM
Control



Intelligent induction

CCT setting Dimmable 5%-100%

You can set the color temperature with a 

s imple  gesture.  From 3000K warm tone to 

You can set the color temperature wi th a s imple 

gesture. From 3000K warm tone to 6000K cold tone.

6000K cold tone.

It provides double-sided light output through its two LED

  rings, and the upper and lower lights can operate 

independently of each other.

3000K 6000K

100%5%

100%100%

Light sensing dimmable 



S300mm

3000mm
to

IP20

>90

DALI

DIMM

100V
~

240V

Pendant direct 

Multiple splices

Standard specifications

3060

Delay light off 

High color rendering index 

DALI dimmable driver

CRI

Dimming 0-10V

Protection level

Color adjusting 

brightness
Dimmable 5%~100%

Microwave induction

Light sensing dimming

Gesture dimming

Hand scanning induction

Adjustable suspension wire

Reduced Rayleigh scattering

Input voltage

100V~240V

Ceiling-mounted 

Floor-mounted 

CE type certified products 

Indoor application 

Anti glare 

High visual comfort

300mm~3000mm

Size adjustable

Table-mounted 

Recessed trim-mounting 

Recessed trimless-mounting 

Wall-mounting

Floor-mounted

Aluminum side pass 

Recessed immersible-mounting 

Color temperature adjustable

3000K~6000K

Color temperature adjustable

3000K~4000K

Real sunshine experience

3000k

6000K
2.4G

3000k

4000K
2.4G

Icons

Semi recessed-mounting 



Product series

Technical features

Product photo

Drawing

Detailed Parameters

Light emitting mode

Product option

Fornire un'illuminazione efficiente e standard per lo spazio ufficio. Come lampadario, le lampade 

possono essere disposte in modo flessibile alla migliore altezza dell'ambiente ufficio. Raggiungere 

comfort visivo ed efficienza luminosa allo stesso livello elevato e portare il ritmo della luce solare in ufficio.

Living

Accoglienza 

Sala reception

Office 

Directory index
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WIP PLUS You can easily slide your hand through the light sensor to switch functions without contact,

 match different space scenes, and adjust the brightness and color temperature 

synchronously.

Suspended 

01 02

WIP PLUS 维普 P     吊装办公照明



Whether in the room or above the table: due to the unique height 

adjustment function, it can be adjusted easily and conveniently. Pull 

and press to flexibly adjust the height distance to meet the needs of 

different house types and floor heights.

adjustable press clip

adjustable for wire50 cm 100 cm

Sensor , distance 3-5m
CCT adjust

03 04



Color: Sand black

Brushed gold

Sand white

Wood grain

Information S300mm

3000mm
to

3000k

4000K
2.4GIP20CRI

>90
100V

~
240VEye 

comfortAnti glare

DIMM
1-10V DALI

KD7024

UGR<19

Flux Size(LxWxH)

30°

CCTPower Beam Angle

3000K

4000K
/ 6063 Aluminum6063 Aluminum

Diffuser Material End Cap MaterialBody Material

1000

45

21

24520

60

755/1185

755x60x1000mm

1185x60x1000mm

30W

40W

>80 lm/W

>80 lm/W

hand sweeping

( o n e  t i m e  f o r  o n

a g a i n  f o r  o f f )

hand sensor dimmable
k e e p  f o r  d i m m a b l e )

Dial switch

(3000K/4000/ o f f )

0605
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WIP PLUS 维普 P     吊装办公照明



goldblack white grey
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The plug is a new type (double-layer plug) design, 

which adopts the magnetic suction fixation method, 

which can not only prevent the light leakage of lamps, 

but also play a decorative effect.

L1 L
milky prism cover

2
s e m i - t r a n s p a r e  c o v e r +
clear prism cover

Dual layer cover  URG<19 

1211



80-95 lm/W Lx75x95mm25W/M

Plug Color:Color: Sand black

Matte black Matte white

Sand white Wood grain

Silver

Information S300mm

3000mm
to

3000k

6000K
2.4GIP20CRI

>90
100V

~
240VEye 

comfortAnti glare

DIMM
1-10V DALI

Flux Size(LxWxH)

110°

CCTPower Beam Angle

3000K

4000K

6000K

KD906-L

KD906-L1 KD906-L2

95 95

75 75

UGR<19

Prism 

d

prism 

iffuser 

PMMA Die casting aluminum

Diffuser Material End Cap MaterialBody Material

6063 Aluminum

PHOTOMETRIC

H(m) D(cm) Emax(lux)

723.3

321.4

132.8

101.7

65.1

239

358

558

637

797

150°

120°

90°

60°

cd/klm

150°110°

0° 30°

407

814

1220

1627

1.5

2.25

3.5

4.0

5.0

1413



KD934-L

8282

6060

Color: Sand black

Matte black Matte white

Sand white Wood grain

Silver

Information S300mm

3000mm
to

3000k

6000K
2.4GIP20CRI

>90
100V

~
240VEye 

comfortAnti glare

DIMM
1-10V DALI

PHOTOMETRIC

H(m) D(cm) Emax(lux)

661.6

294

121.5

93

59.5

245

368

572

654

818

150°

120°

90°

60°

cd/klm

150°110°

0° 30°

372

744

1116

1489

UGR<19

80-95 lm/W Lx60x82mm25W/M

Flux Size(LxWxH)

110°

CCTPower Beam Angle

3000K

4000K

6000K

PMMA Die casting aluminum6063 Aluminum

Diffuser Material End Cap MaterialBody Material

Plug Color:

KD934-L1 KD934-L2

prism
Prism

Diffuser

1.5

2.25

3.5

4.0

5.0

1615



Stripe Cover

arylic diffuser cover

17 18



110

103.5

Colour:

颜色

Sand black

Matte black

砂黑

哑黑 Matte white

Sand white 砂白

哑白

Wood grain

Silver

木纹

银色

Information S300mm

3000mm
to

3000k

6000K
2.4GIP20CRI

>90
100V

~
240VEye 

comfortAnti glare

DIMM
1-10V DALI

KD935-L

KD935-L

UGR<19

stripe cover

Acylic diffuser

80-95 lm/W Lx103.5x110mm25W/M

Flux Size(LxWxH)

110°

CCTPower Beam Angle

3000K

4000K

6000K

PMMA Die casting aluminum6063 Aluminum

Diffuser Material End Cap MaterialBody Material

PHOTOMETRIC

H(m) D(cm) Emax(lux)

542.9

241.3

99.8

76.4

48.9

170

256

398

454

568

1.5

2.25

3.5

4.0

5.0

150°

120°

90°

60°

cd/klm

150°110°

0° 30°

305

611

916

1222

2019



KD935-L

21 22



The lamp can achieve upper and lower light emission, which 

is a combination of double-sided covers (inner diffusion cover 

+ outer stripe cover), and the outer stripe cover is a convex

cover, which can achieve light transmission on three sides. 

According to the demand, a layer of transverse stripe cover 

can be added (from strip light spot to square light spot)

diffuser cover

Stripe cover

stripe cover

Acrylic transpare

2423



90

60

Color: Sand black

Matte black Matte white

Sand white Wood grain

Silver

Information S300mm

3000mm
to

3000k

6000K
2.4GIP20CRI

>90
100V

~
240VEye 

comfortAnti glare

DIMM
1-10V DALI

KD933-L

KD933-L

UGR<19

Stripe

Acrylic diffuser 

80-95 lm/W Lx60x90mm25W/M

Flux Size(LxWxH)

110°

CCTPower Beam Angle

3000K

4000K

6000K

PMMA Die casting aluminum6063 Aluminum

Diffuser Material End Cap MaterialBody Material

Color: Sand black

Matte black Matte white

Sand white Wood grain

Silver

Information S300mm

3000mm
to

3000k

6000K
2.4GIP20CRI

>90
100V

~
240VEye 

comfortAnti glare

DIMM
1-10V DALI

KD15060-L

UGR<19

80-95 lm/W Lx150x60mm25W/M

Flux Size(LxWxH)

110°

CCTPower Beam Angle

3000K

4000K

6000K

PMMA Die casting aluminum6063 Aluminum

Diffuser Material End Cap MaterialBody Material

KD15060-L1 KD15060-L2

60 60

150 150
milky stripe Stripe cover

Acrylic diffuser 

PHOTOMETRIC

H(m) D(cm) Emax(lux)

483.5

214.9

88.9

68

43.5

222

333

518

592

740

1.5

2.25

3.5

4.0

5.0

150°

120°

90°

60°

cd/klm

150°110°

0° 30°

272

544

816

1088

PHOTOMETRIC

H(m) D(cm) Emax(lux)

382.5

170

70.3

53.8

34.4

183

274

426

487

609

1.5

2.25

3.5

4.0

5.0

150°

120°

90°

60°

cd/klm

150°110°

0° 30°

215

430

646

861

25 26
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A ray of light and a thin reflector can provide soft but effective 

lighting. In a series of forms and shadows, they can protect the 

benefits of reflected light. Nothing is hidden and everything is 

displayed.

一道光线和一张薄薄的反光板，柔和但有效地照明，在一系列的形

式和阴影中，保护反射光的好处，什么都不隐藏，什么都显示出来。

82

60

Color: Sand black

Matte black Matte white

Sand white Wood 
grain

Silver

Information S300mm

3000mm
to

3000k

6000K
2.4GIP20CRI

>90
100V

~
240VEye 

comfortAnti glare

DIMM
1-10V DALI

KD932-L

KD932-L

UGR<19

80-95 lm/W Lx60x82mm25W/M

Flux Size(LxWxH)

110°

CCTPower Beam Angle

3000K

4000K

6000K

PMMA
亚克力

Die casting aluminum
压铸铝

6063 Aluminum
6063 铝盖

Diffuser Material End Cap MaterialBody Material

3029



KD931-B

85

46

Color: Sand black

Matte black Matte white

Sand white Wood grain

Silver

Information S300mm

3000mm
to

3000k

6000K
2.4GIP20CRI

>90
100V

~
240VEye 

comfortAnti glare

DIMM
1-10V DALI

KD934-L

UGR<19

80-95 lm/W Lx46x85mm25W/M

Flux Size(LxWxH)

110°

CCTPower Beam Angle

3000K

4000K

6000K

PMMA
亚克力

Die casting aluminum
压铸铝

6063 Aluminum
6063 铝盖

Diffuser Material End Cap MaterialBody Material

PHOTOMETRIC

H(m) D(cm) Emax(lux)

339.5

150.9

62.4

47.8

30.6

332

498

774

885

1106

1.5

2.25

3.5

4.0

5.0

150°

120°

90°

60°

cd/klm

150°110°

0° 30°

191

382

573

764

3231



waterpfoof siliconend cap end cap clip 
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KD936-A

85

71

Color: Sand black

Matte black Matte white

Sand white Wood 

grain Silver

Information S300mm

3000mm
to

3000k

6000K
2.4GIP44CRI

>90
100V

~
240VEye 

comfortAnti glare

DIMM
1-10V DALI

KD936-A

UGR<19

80-95 lm/W Lx71x85mm25W/M

Flux Size(LxWxH)

110°

CCTPower Beam Angle

3000K

4000K

6000K

PMMA Die casting aluminum6063 Aluminum606

Diffuser Material End Cap MaterialBody Material

IP20

IP44

IP44
20mc

PHOTOMETRIC

H(m) D(cm) Emax(lux)

661.6

294

121.5

93

59.5

245

368

572

654

818

150°

120°

90°

60°

cd/klm

150°110°

0° 30°

372

744

1116

1489

1.5

2.25

3.5

4.0

5.0

3635
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KD14845-A/KD14845-L

Color: Sand black

Matte black Matte white

Sand white Wood 

grain Silver

Information S300mm

3000mm
to

3000k

6000K
2.4GIP20CRI

>90
100V

~
240VEye 

comfortAnti glare

DIMM
1-10V DALI

UGR<19

80-95 lm/W Lx148x45mm25W/M

Flux Size(LxWxH)

110°

CCTPower Beam Angle

3000K

4000K

6000K

PMMA Die casting aluminum6063 Aluminum6

Diffuser Material End Cap MaterialBody Material

KD14845-A KD14845-L

45 45

148 148

diffuser cover prism cover

regular milky diffuser cover

milky prism anti-glare cover

PHOTOMETRIC

H(m) D(cm) Emax(lux)

1335.9

334

148.4

83.5

53.4

270

540

810

1080

1350

1

2

3

4

5

150°

120°

90°

60°

cd/klm

150°110°

0° 30°

334

668

1002

1336

4039



KD15040-A/KD15040-L

4040 40

150150 150

Colour:

颜色

Sand black

Matte black

砂黑

哑黑 Matte white

Sand white 砂白

哑白

Wood grain

Silver

木纹

银色

Information S300mm

3000mm
to

3000k

6000K
2.4GIP20CRI

>90
100V

~
240VEye 

comfortAnti glare

DIMM
1-10V DALI

KD15040-A KD15040-L1 KD15040-L2

UGR<19

全透棱晶罩半透亚克力常规发光面罩 奶白棱晶罩

80-95 lm/W Lx150x40mm25W/M

Flux Size(LxWxH)

110°

CCTPower Beam Angle

3000K

4000K

6000K

PMMA
亚克力

Die casting aluminum
压铸铝

6063 Aluminum
6063 铝盖

Diffuser Material End Cap MaterialBody Material

milky prism 

regular milky 
diffuser cover

cover

PHOTOMETRIC

H(m) D(cm) Emax(lux)

575.2

255,6

105.7

80.9

51.8 

322

483

751

859

1073

150°

120°

90°

60°

cd/klm

150°110°

0° 30°

324

647

971

1294

1.5

2.25

3.5

4.0

i n n e r  t r a n s p a r e

p r i s m  c o v e r  +

outer semi-transpare 
diffuser 

5.0

4241



505050

200200200

Color: Sand black

Matte black Matte white

Sand white Wood 

grain Silver

Information S300mm

3000mm
to

3000k

6000K
2.4GIP20CRI

>90
100V

~
240VEye 

comfortAnti glare

DIMM
1-10V DALI

KD20050-A KD20050-L1 KD20050-L2

UGR<19

d prism clear cover iffuser prism

KD20050-A/KD20050-L

>95Lm/W Lx200x50mm25W/M

Flux Size(LxWxH)

110°

CCTPower Beam Angle

3000K

4000K

6000K

PMMA
亚克力

Die casting aluminum
压铸铝

6063 Aluminum
6063 铝盖

Diffuser Material End Cap MaterialBody Material

PHOTOMETRIC

H(m) D(cm) Emax(lux)

575.2

255,6

105.7

80.9

51.8 

322

483

751

859

1073

150°

120°

90°

60°

cd/klm

150°110°

0° 30°

324

647

971

1294

1.5

2.25

3.5

4.0

5.0

4443



www.nelux.com.hk
sales@nelux.com.hk
salesnelux@gmail.com

neluxclients@gmail.com
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